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Vorwort des Herausgebers
Die vorliegende Promotionsschrift von Frau Dr.-Ing. Ioanna-Kleoniki Fontara
ist dem Forschungs- und Arbeitsgebiet Bodendynamik und des Erdbebeninge-
nieurwesens zuzuordnen. Die untersuchten Fragestellungen ergaben sich aus den
bisherigen jahrelangen Forschungsarbeiten an der Professur auf diesem Gebiet.
Die Arbeit beinhaltet origina¨r weiterentwickelte Lo¨sungen und Methoden zur un-
konventionellen Randelementmethodik sowie neue Ansa¨tze zur Simulation einer
Wellenausbreitung. Die erzielten Lo¨sungen beziehen ihre Aktualita¨t aus den be-
sta¨ndigen Bestrebungen, die Ausbreitung von laufenden Wellenfeldern pra¨ziser,
unter den gegebenen Randbedingungen im Untergrund abzubilden und den nu-
merischen Aufwand zu reduzieren. Fu¨r viele Fragestellungen im Bereich der
Naturkatastrophenforschung, dem Erdbebeningenieurwesen, der Strukturidenti-
fikation oder auch der Baudynamik ist die effektive Simulation von Wellenfeldern
eine Grundvoraussetzung, um Untersuchungen und Entwicklungen zu ta¨tigen.
Speziell die Randelementmethoden bieten sich fu¨r die Analyse von propagieren-
den Wellenfelder an. Allerdings ist die numerische Realisierung von komplexeren
Untergrundverha¨ltnissen bislang nicht effektiv und erfordert noch hohe Rechenka-
pazita¨ten. Das fu¨hrt zu numerischen Problemen insbesondere, wenn großskalige
inhomogene Gebiete abgebildet werden mu¨ssen. Mit der Entwicklung von unkon-
ventionellen Randelementmethoden, welche eine kontinuierliche A¨nderung der Bo-
deneigenschaften, in der Regel der Dichten und Steifigkeiten, u¨ber die Tiefe bein-
halten, kann der Modellierungsaufwand stark reduziert werden und zugleich typ-
ische Bodenprofile fu¨r die Simulation abgebildet werden. Numerisch vergleichende
Studien zu Bodenschichtung mit zunehmender Steifigkeit u¨ber die Tiefe, haben
die U¨bereinstimmung und Anwendbarkeit zu konventionellen Schichtmodellierun-
gen bei einer ausreichend hohen Anzahl von modellierten Schichten nachgewiesen.
Mit der Erweiterung der Green’schen Funktionen hinsichtlich einer seismischen
Punktquelle ko¨nnen propagierende Wellenfelder im Erdbebeningenieurwesen oder
der Bodendynamik realita¨tsnah und unter Beru¨cksichtigung einer geometrischen
Wellenda¨mpfung, auftretender Interferenz- und U¨berlagerungseffekten analysiert
werden. Die Arbeit schließt die vorgenannten Entwicklungen in einem numerischen
Programmsystem ein, so dass die erarbeiteten Lo¨sungen an unterschiedlichen Fall-
studien validiert werden konnten.
Kiel, im Juli 2015 Frank Wuttke
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Abstract
The estimation of seismic motion in regions with natural or induced seismicity
is increasingly becoming important nowadays. Seismic motion is influenced by
the dynamic characteristics of the seismic source, the wave propagation path,
the surface topography, the soil layering, plus the mechanical properties of the
surrounding geological materials. From an engineering point of view, local site
conditions generate large amplifications as well as spatial variations in the seismic
motions, which are important for the analysis and design of large infrastructure
such as dams, bridges, industrial plants and pipelines. To date, no seismic design
code has succeeded to fully address the case of local site conditions due to the sheer
complexity of the problem. As a result one of the major objectives in earthquake
engineering is to develop mechanical models and accompanied numerical tools able
to estimate the seismic field in complex geological media. Among the numerical
methods the BEM is recognized as a valuable technique to solve wave propagation
problems due to many advantages in comparison with other domain techniques.
The major contribution of the present thesis is the development of non-con-
ventional BEM numerical schemes and accompanied research software for wave
propagation in continuously or discrete inhomogeneous geological media with het-
erogeneities such as homogeneous or graded layers, cavities, tunnels and valleys.
In the BEM formulation is efficiently inserted a library of fundamental solutions
and Green’s functions that account for different types of material gradient; in con-
trast to the conventional BEM formulations which employ fundamental solutions
for homogeneous media. Hence, the main advantages and novelty of the proposed
method are as follows: (a) direct modeling of the inhomogeneity through the use of
a library of special class of functions; as a result different models of the geological
media are investigated; (b) the ability to account for all three components of the
problem (source - wave path inhomogeneity - surface topography) in one step; (c)
due to the usage of the Green’s function and special class of fundamental solu-
tions, the solution accuracy increases and the computational time and memory is
reduced.
A successful validation with existing solutions as well as a series of parametric
studies considering different geological configurations and seismic scenarios is given
for SH–wave propagation. All results reveal the potential of the developed mod-
els to study wave propagation in complex geological profiles with high accuracy
xand minimal modeling effort. Considering the investigated problem of SH–wave
propagation, it is evidently demonstrated the sensitivity of the seismic signal to
the existence and type of the material gradient, to the type and properties of the
seismic source and to the lateral inhomogeneity due to the free-surface and/or
sub-surface relief peculiarities such as layering, tunnels, cavities, valleys. Seismic
signals in time domain are generated at the surface of complex geological profiles
using inverse Fourier transformation able to describe efficiently and with high ac-
curacy all three components of the Earth system; seismic source, wave path and
local geological region of interest.
Applications of the developed numerical tools in material modeling and earth-
quake engineering are conducted. For the former application, wave propaga-
tion phenomena are reproduced in a continuous matrix with position dependent-
material properties and containing any number and configuration of cavities for
pure elastic and poroelastic geological media. Stress and displacement field is pre-
sented. For the latter application, the influence of site effects on ground motions
and subsequent structural damage of aboveground constructions is investigated
considering 2D analysis of the soil profile. Bridge and building models are exam-
ined under site dependent ground motions computed at the surface of complex
geological profiles that account for canyon topography, soil layering and material
gradient.
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Zusammenfassung
Die Einscha¨tzung der seismischen Bewegungen in Regionen mit natu¨rlicher oder
induzierter Seismik ist ein in der heutigen Zeit zunehmend wichtiger und aktueller
Punkt. Die seismischen Bewegungen des Bodens werden beeinflusst durch die dy-
namischen Eigenschaften der Quelle, den Wellenpfad, die lokalen oberfla¨chenna-
hen Standortbesonderheiten, die Schichtungsstruktur und die mechanischen Eigen-
schaften des Bodens. Lokale Standortbedingungen ko¨nnen grosse Versta¨rkungen
sowie ausgepra¨gte ra¨umliche Variationen in den seismischen Bewegungen erzeugen,
die fu¨r die Analyse und das Design grosser Infrastrukturprojekte, wie Da¨mme,
Bru¨cken, Industrieanlagen und Rohrleitungen wichtig sind. Aufgrund der im-
mensen Komplexita¨t dieses Problems ist es bisher keiner Erdbebennorm mo¨glich,
den Fall der lokalen Standortbedingungen vollsta¨ndig anzusprechen. Somit ist
eines der wichtigsten Ziele der Erdbebenforschung, mechanische Modelle und nu-
merische Tools zu entwickeln, die in der Lage sind, die seismischen Bewegungen
in komplexen geologischen Medien berechnen zu ko¨nnen. Unter den numerischen
Methoden ist die Randelemente-Methode (BEM) als eine wesentliche Methode zur
Analyse von Wellenausbreitungsproblemen anerkannt. Sie besitzt im Vergleich zu
anderen Domain-Techniken eine Reihe von Vorteilen.
Der wichtigste Beitrag der vorliegenden Promotionsschrift ist die Entwicklung
einer nicht-konventionellen Randelemente (BEM) Methode und die Entwicklung
einer Forschungs-Software zur Wellenausbreitung in kontinuierlichen oder diskreten
inhomogenen geologischen Medien mit Heterogenita¨ten (z.B. homogen oder gra-
dierten Schichten, Hohlra¨ume, Tunnel und Ta¨ler). Diese BEM Implementierung
beinhalt eine Bibliothek von Fundamentallo¨sungen und Green’schen-Funktionen,
welche verschiedene Arten von internen Materialsteifigkeitsgradienten bzw.–hete-
rogenita¨ten darstellen ko¨nnen. Die folgenden Punkte sind die wichtigsten Vorteile
und Neuheiten der genutzten Methoden: (a) direkte Modellierung der Inhomogeni-
ta¨t durch die Verwendung einer Bibliothek von spezifischen Funktionen; wodurch
unterschiedliche Modelle der geologischen Struktur analysiert worden; (b) die
Mo¨glichkeit, alle drei Komponenten des Problems (Quelle - Wellenpfad Inho-
mogenita¨t - oberfla¨chlichen Standortbesonderheiten) in einem Schritt darzustellen;
(c) wegen der Nutzung der Green’schen–Funktion und einer Sonderklasse von Fun-
damentallo¨sungen, wodurch die Lo¨sungsgenauigkeit erho¨ht und Rechenzeit und
der erforderliche Speicherplatz reduziert wurde.
xii
Eine erfolgreiche Validierung anhand vorhandener analytischer Lo¨sungen sowie
eine Vielzahl von Parameterstudien unter Beru¨cksichtigung unterschiedlicher geo-
logischer Konfigurationen und seismischer Szenarien fu¨r SH–Wellenausbreitung
wurden durchgefu¨hrt. Alle Ergebnisse zeigen dass, die entwickelten Modelle zur
Untersuchung der Wellenausbreitung unter komplexen geologischen Bedingungen
ein hohes Potential zur erfolgreichen und genauer Problemlo¨sung beim minimalen
Modellierungsaufwand besitzen. In Anbetracht des untersuchten Problems der
SH-Wellenausbreitung wurde nachgewiesen, dass die Empfindlichkeit des seismis-
chen Signals auf (1) das Vorhandensein und die Art der Materiala¨nderung, (2)
der Art und der Eigenschaften der seismischen Quelle und (3) den seitlichen In-
homogenita¨t aufgrund der Freifla¨che und / oder Sub-Oberfla¨chenrelief wie z.B.
Schichtung, Tunnel, Ho¨hlen, Ta¨lern vorhanden ist. Ausgehend davon wurden seis-
mische Zeitbereichs-Signale an der Oberfla¨che der komplexen geologischen Profile
berechnet, welche effizient und mit hoher Genauigkeit das Bewegungsmuster bzw.–
einfluss der seismischen Quelle, Wellenpfad und der lokalen geologischen Region
signifikant abbilden.
Abschliessend erfolgten Betrachtungen zur Anwendung der entwickelten nu-
merischen Methoden in den Gebieten der Materialmodellierung und dem Erdbeben-
Ingenieurwesen. Fu¨r die erste Anwendung wurden die Wellenausbreitungspha¨no-
mene in einem kontinuierlichen Material/Raum mit positionsabha¨ngigen Materi-
aleigenschaften und mit einer beliebigen Anzahl bzw. Konfiguration der Hohlra¨ume
in rein elastischen oder poro-elastischen geologischen Medien abgebildet. Dabei er-
folgte die Berechnung des Spannungs- und Verschiebungsfeld innerhalb des Kontin-
uums. In der letzten Anwendung erfolgte die Analyse eines Einflusses der lokalen
Standortbedingungen auf die Bodenbewegungen und sich anschliessende poten-
tiellen Strukturscha¨den der oberirdischen Baustrukturen. Als Strukturmodelle
wurden Bru¨cken und Geba¨ude analysiert, wobei relevante Bodenbewegungen an
der Oberfla¨che entsprechender geologischer Modelle berechnet wurden. Die dazu
genutzte Modellierung des geologischen Raums beru¨cksichtigt Materiala¨nderungen
u¨ber die Tiefe, Bodenschichtung und Oberfla¨chentopographien.
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Chapter 1
Introduction
1.1 Motivation
It is well known that geological formations have different kinds of irregularities and
produce distortions in the incoming wave by processes such as bending, scattering
and focusing [2]. Such distortions are generally called site effects. The expression
”local amplification”, widely used in earthquake engineering, and the rough syn-
onym ”seismic site effects”, actually denote a set of different physical phenomena
arising from the propagation of seismic waves in near-surface geological formations
or in geometrically irregular configurations at the earth surface such as canyons,
ridges, hilltops. The key factors involved in this phenomenon are: (a) seismic
source characteristics, (b) wave propagation path, defined by source-to-site dis-
tance and (c) subsurface geology, see Fig.1.1. Site effects are responsible for large
Figure 1.1: Key parameters responsible for site effects [1]
amplifications as well as spatial variations in the seismic motions which in most
cases lead to important structural damage. As a result, one of the major objec-
tives in earthquake engineering is to quantify the amplification of seismic waves
due to complex geological profiles in order to mitigate the seismic hazard [3]. It
1
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is important to note that to date no seismic design code has succeeded to fully
address the case of local site effects due to the sheer complexity of the problem.
However, many researchers have investigated the problem of wave propagation
phenomena in geological deposits. The developed methods of analysis can be
briefly classified as: (a) Analytical, (b) Semi-Analytical, (c) Approximate, (d) Nu-
merical and (e) Hybrid. Methods referring to the first three classifications are
mainly restricted to media with simple geometry. Analytical solutions for wave
motion in alluvial basins of regular shape are derived in [4, 5]. Semi-analytical
solutions for wave diffraction by geological irregularities of arbitrary shape are
presented in [6–8]. Approximate methods are generally based on the ray the-
ory [9, 10], mode matching methods [11, 12], integral representation theorems
[13], matrix methods [14], reflectivity methods and generalized R/T coefficient
methods [15–18]. Numerical methods are mostly employed for analyzing complex
heterogeneous media, but require much computational effort in terms of CPU
time and memory. Namely, they are based on the following techniques: (i)FEM
[19], (ii)FDM [20, 21] and (iii)BIEM [22, 23]. Finally, hybrid methods have ap-
peared in recent years and their basic structure combines numerical methods to
model interior domains containing all the inhomogeneities, with semi-analytical or
approximate representations for the exterior regular domain [24–28].
1.2 Essential use of BEM as numerical tool
Among the numerical methods the BEM is recognized as a valuable technique
to solve wave propagation problems in complex geological domains, due to many
advantages in comparison with other domain techniques, eg. FEM and FDM.
In general, the advantages of the BEM for applications in seismic mechanics are:
(i) the ability to deal with infinite or semi-infinite media with high accuracy and
minimal modeling effort due to implicit satisfaction of the Sommerfeld radiation
condition associated with unbounded domains; (ii) reduction of the problem di-
mensionality because only surfaces need to be discretized in contrast to domain
methods; (iii) high solution accuracy since quadrature techniques are directly ap-
plied to the boundary integral equations, which in turn are an exact mathematical
statement of the problem under consideration; (iv) high accuracy in computation
of field variables at internal points because they are expressed in terms of boundary
values without recourse to domain discretization.
Nevertheless, BEM technique has also some limitations considering the investi-
gated here problems, namely: (i) a fundamental solution of the governing equa-
tion of motion is required, which is not always available or it is not in a simple
mathematical form, (ii) great computational effort is needed due to integrals with
singular kernels and (iii) in most cases is recommended for linear problems.
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Considering the case of direct BEM numerical models describing seismic wave
propagation in elastic isotropic inhomogeneous geological media only few studies
can be briefly identified. Leung et al. (1991) [29] investigated the vibration iso-
lation of structures from ground transmitted waves by trenches in continuously
inhomogeneous soil using BEM based on Green’s function of Kausel-Peek-Hull for
a thin layered half space. The shear modulus of the soil can vary exponentially
or linearly with the depth. Hisada (1992) [30] developed a new BEM based on
Green’s function for layered half-plane. Next Fujiwara and Takenaka (1994) [31]
developed a direct BEM based on Green’s function computed by the summation
of normal modes to calculate wave field in a thin sedimentary basin exhibiting
lateral inhomogeneity. Also Ge (2010)[32] presented a BEM using approximate
analytical Green’s function for inhomogeneous half-plane with varying velocity.
As mentioned above the problem of wave propagation in inhomogeneous half-
plane can be also treated by hybrid techniques. Since the investigated problem can
be decomposed in three main parts see Fig.1.2 - seismic source, inhomogeneous
wave path from the source to the region of interest plus its lateral inhomogeneity,
two or more methods can be coupled in order to produce total wave field at the
free-surface. The idea was realized in Panza et al. (2009) [33], where modal
summation method and BEM are used in two-step hybrid approach, or Wuttke et
al. (2011) [27] where is proposed a combined usage of wave number integration
method (WNIM) and BEM. The main disadvantage of the hybrid approach based
on a two-step procedure is that the backscattering phenomena are not taken into
consideration. Extensive state-of-the-art review is given in Chapter 2 regarding
the problem of wave propagation in continuously inhomogeneous geological media
via BEM.
Figure 1.2: The three main components of the seismic motion
In conclusion, there is a lack of numerical models based on BEM to investigate
seismic wave propagation problems in inhomogeneous geological media taking into
account in one step the three main components of the problem; (i) seismic source
Chapter 1. Introduction 4
characteristics, (ii) inhomogeneous wave path from the source to the region of
interest and (iii) the finite laterally inhomogeneous soil stratum.
1.3 Scope and outline
BEM is an ideal method for wave propagation problems in large geological do-
mains with infinite or semi-infinite regions. The conventional BEM for 2D wave
propagation employs the fundamental solution of elastodynamics for homogeneous
media. For inhomogeneous geological media, several researchers have used ap-
propriate fundamental solutions or Green’s functions in the BEM formulation in
order to express material inhomogeneity in the computational model by a contin-
uous or discrete manner. In the latter case the following studies can be addressed
[16, 17, 29, 34, 35] in which BEM employs existing Green’s function for stratified
half-plane with complex mathematical form that prevents the easy implementa-
tion in the BEM formulation and increases the CPU time and memory. In the
former case the inhomogeneity is expressed by smooth functions of the material
properties with respect to the depth. BEM for continuously inhomogeneous me-
dia with constant velocity are addressed in [36, 37] and with velocity variation in
[32, 38, 39]. However, all the above mentioned studies consider no heterogeneities
and if they do so are restricted to simple geometry like a single crack, a semi-circle
alluvial valley. On the other hand, two step hybrid methods [24–28] are developed
which are able to consider both inhomogeneity and heterogeneity in the geological
model, but they fail to account for the backscattering phenomena.
The objective of the present thesis is to develop a non-conventional BEM for
wave propagation problems in inhomogeneous geological media with heterogeneities
(like canyons, cavities, layers, etc) using a library of fundamental solutions and
Green’s functions. The main advantages and novelty of the proposed method are
as follows: (a) direct modeling of inhomogeneity through the use of closed form
Green’s functions and Fundamental solutions for specific cases of study; as a re-
sult different mechanical models of the geological media are investigated; (b) the
ability to account for all three components of the problem (source - wave path in-
homogeneity - subsurface geology) in one step; (c) due to the usage of the Green’s
function and special class Fundamental solutions, the solution accuracy increases
and the CPU time and memory is reduced in comparison with the conventional
BEM. Complete software package is developed using Matlab covering a range of
wave propagation problems in inhomogeneous geological media.
Briefly the work is structured as follows:
• Chapter 2: Extensive state-of-the-art review is given regarding wave prop-
agation problems in continuously inhomogeneous geological media and the
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accompanied numerical tools developed to-date under out-plane and in-plane
strain state. The following categories are defined based on the characteris-
tics of the geological media and the mechanical models used to describe
them: (a) continuously inhomogeneous soil media with constant velocity, (ii)
continuously inhomogeneous soil media with variable velocity and (ii) dis-
crete inhomogeneous soil media. Additionally the presence of heterogeneities
like cracks, cavities and inclusions in the inhomogeneous background is ad-
dressed.
• Chapter 3: BEM technique is developed and presented which is based on
closed form Green’s function (Rangelov and Manolis [40]) for quadratically
inhomogeneous in depth half-plane of quadratic type and constant velocity.
Detailed description is given of the problem’s mathematical statement, for-
mulation of the BEM and the corresponding numerical implementation and
validation. Time harmonic and transient SH-wave propagation in continu-
ously inhomogeneous half-plane with free-surface relief and buried unlined
tunnels is investigated. The following key parameters of the seismic wave
field via the developed BEM model are examined: (a) type and characteris-
tics of the seismic source, (b) existence and type of the material gradient and
(c) the lateral inhomogeneity due to the free-surface and/or sub-surface relief
peculiarities. Seismograms due to complex geological profiles are recovered
and site dependent response spectra are produced.
• Chapter 4: BEM technique is developed and presented which is based on
fundamental solution (Manolis and Shaw [41, 42]) for geological media with
variable wave velocity profile. The problem’s mathematical statement, for-
mulation of the BEM and the corresponding numerical implementation and
verification is presented. Time harmonic and transient SH-wave propagation
in continuously inhomogeneous geological medium that possesses variable
velocity profile, in addition to the presence of either parallel or nonparallel
graded layers, of surface relief, and of cavities and tunnels is investigated via
BEM. A series of parametric studies are conducted and numerical results
are generated in form of synthetic seismic signals for several number of ge-
ological deposits. An insight investigation is presented on the seismic wave
field dependence on the material gradient and the wave velocity variation
in the medium, on the presence of layers, canyons and cavities, and on the
frequency content of the incoming signal.
• Chapter 5: An application of the new-developed BEM numerical models
(see as defined in the previous chapters) in the context of material model-
ing is presented, investigating wave propagation in functionally graded pure
elastic or poroelastic materials consisting of multiple cavities. Kinematic and
stress fields are demonstrated due to wave interaction phenomena between
cavities and free surface. Additionally wave diffraction phenomena due to
the inhomogeneous structure of the material matrix are taken into consider-
ation. A number of cases involving graded half-plane containing any number
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of cavities of various shapes and geometry are solved in the frequency do-
main. The potential of the developed BEM techniques to deal with dynamic
problems in functionally graded materials with cavities is demonstrated.
• Chapter 6: The effect of local site conditions on the nonlinear response
of conventional mid-rise buildings and reinforced concrete bridges is inves-
tigated using the developed BEM methodologies described above. Ground
motion records are recovered at the surface of complex geological profiles that
consider canyon topography, layering and material gradient effect. Next,
nonlinear time history analyses are conducted and the seismic response of
the structures is evaluated under site dependent ground motions and spring
coefficients that account for (a) local site conditions, (b) spatial variability
and (c) Soil-Structure-Interaction using a 2D analysis of the subsoil config-
uration via the new developed BEM.
• Chapter 7: Conclusions and Outlook
1.4 Introduction to BEM formulation
The present section demonstrates step by step the description of the BEM tech-
nique in order to introduce the fundamental ideas underlying the formulation of
the boundary element method used as a main computational tool. First, the
derivation of the Boundary Integral Equation (BIE) is presented and then a short
description of the numerical solution of the BIE is given based on discretization
and collocation procedure. Note here referring to the terminology that between
the term BIEM and BEM there is no difference. Usually the term BIEM is used
when we speak about formulation of a given BVP via integral equations along the
boundary of the domain under investigation. The term BEM is used when the
numerical algorithm is based on discretization and collocation techniques.
1.4.1 Boundary integral equation
Consider the general elastodynamic initial boundary-value problem in Ω domain,
Fig.1.3. The governing equations of the problem are the followings:
Constitutive equations (Hook’s law):
σij(x, t) = Cijklsij(x, t); i, j = 1, 2, 3 x∈Ω (1.1)
where x = (x1, x2, x3) is the position vector in a Cartesian coordinate system
Ox1x2x3, t is the time, σij and sij denote the stress and strain tensors of the
elastic continuum, Cijkl is the forth order stiffness tensor, which is presented for
isotropic material by Lame’s constant λ and µ as Cijkl = λδijδkl+µ(δikδjl+δilδjk),
δij is the Kronecker symbol.
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Figure 1.3: Initial boundary value problem
Kinematics relations under assumption of small displacements:
sij(x, t) =
1
2
[ui,j(x, t) + uj,i(x, t)]; i, j = 1, 2, 3 x∈Ω (1.2)
Equation of motion:
σij,j + %fi = %u¨i x∈Ω (1.3)
where % is the mass density, fi is the body force, ui are displacement components,
a comma after a quantity designates partial differentiation of the quantity with
respect to spatial variables, while superscript dots stand for temporal derivatives
of the quantity. Also, the conventional summation rule over double indices is im-
plied.
Boundary conditions along Γ = Γu∪Γt, where Γu, Γt are the surfaces where dis-
placements and tractions are prescribed respectively:
ui(x, t) = u˜i(x, t) x∈Γu and ti(x, t) = t˜i(x, t) x∈Γt (1.4)
where tractions are defined as ti = σijnj , i, j = 1, 2, 3 and nj is the outward
pointing unit normal vector to the surface under consideration.
Initial conditions : zero initial conditions at the beginning of the motion are as-
sumed:
ui(x, t) = u˙i(x, t) = 0 for t = 0 x∈Ω (1.5)
Finally, we search for time-dependent solution in terms of displacements that
satisfies the equation of motion Eqn.(1.3) in the domain Ω, boundary conditions,
Eqn. (1.4), along the domain’s surface Γ and initial conditions expressed in Eqn.
(1.5).
The above formulated initial boundary value problem can be described by inte-
gral equations along the boundary Γ of the considered domain Ω via Betti-Rayleigh
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reciprocal theorem which at the assumption of zero initial conditions can be stated
as [23, 43]:∫
Γ
[σ
(1)
ij ∗ u(2)i − σ(2)ij ∗ u(1)i ]njdΓ = %
∫
V
[f
(2)
i ∗ u(1)i − f (1)i ∗ u(2)i ]dV (1.6)
where {u(1)i ;σ(1)ij } and {u(2)i ;σ(2)ij } represent two independent elastodynamic states
of the state solid and ”*” denotes the Riemann convolution which is defined as:
g(x, t) ∗ h(x, t) =
∫ t
0
g(x, t− τ)h(x, τ)dτ (1.7)
Considering the following steps (1) and (2):
(1) The state {u(2)i ;σ(2)ij } as the fundamental solution {U∗ij ;σ∗ijk} due to an im-
pulsive body force at point x = y defined by f2 = δ(t − τ)δ(x − y), where the
fundamental solution satisfies the following partial differential equation:
σ∗ijk,j − %U¨∗ik = −δ(t− τ)δ(x− y)δik (1.8)
where δ(.) is the Dirac delta function and σ∗ijk=Cijmn
∂U∗mk
∂yn
= −Cijmn ∂U
∗
mk
∂xn
(2) The state {u(1)i ;σ(1)ij } as the unknown actual mechanical state {ui;σij}
and substituting them in the reciprocity theorem Eqn(1.6) the following represen-
tation formulae, Eqn.(1.9), is obtained having in mind the properties of the Dirac
delta function:
uj(x, t) =
∫
Γ
U∗ij(x, y, t) ∗ tj(y, t)dy −
∫
Γ
P ∗ij(x, y, t) ∗ uj(y, t)dy; x∈Ω; x 6∈Γ
(1.9)
where: P ∗ij = σ
∗
ijknk and x and y are the position vectors of the observation and
source point respectively.
After application of a direct limit process x→Γ to integral Eqn.(1.9) the follow-
ing boundary integral equation is obtained:
cijuj(x, t) =
∫
Γ
U∗ij(x, y, t) ∗ tj(y, t)dy −
∫
Γ
P ∗ij(x, y, t) ∗ uj(y, t)dy; x∈Γ (1.10)
where the free term is defined by cij(x) = δij when x∈Γ and cij(x) = 0 when x 6∈Γ.
In case x∈Γ the boundary integrals include a singularity, which can be taken out
by a limiting process. From this process one may compute the value of cij(x) which
depends on the geometry of the boundary at point x. The singular integrals can
be interpreted in the sense of Cauchy Principal Value (CPV).
Finally the Initial Boundary Value Problem (IBVP) defined by the equation
of motion Eqn.(1.3) in the domain Ω, boundary conditions Eqn.(1.4) along the
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domain’s surface Γ = Γu∪Γt and initial conditions Eqn.(1.5) is reformulated by
the boundary integral equation Eqn.(1.10) along the boundary Γ of the domain
Ω and accompanied boundary and initial conditions defined by Eqn.(1.4) and
Eqn.(1.5) respectively.
The final aim of the IBVP is to find solution at any point inside the domain
Ω and satisfying boundary and initial conditions. The following procedure is
followed when the formulation via boundary integral equations is used: (1) the
BIE is solved in respect to the unknowns along the boundary Γ; (2) once having
all field variables along the domain’s boundary Γ the solutions at any point inside
the domain Ω can be found by the usage of well-known integral representation
formulae, Eqn.(1.9). What follows is a short description of the numerical solution
of the BIE based on discretization and collocation procedures.
1.4.2 Numerical solution of the boundary integral equa-
tion
Assume for simplicity that the body is two dimensional and its boundary is divided
into N segments or elements. It is worth mentioning here that the number of
discretization elements (boundary elements) should remain small if one is going to
have a reasonable representation of the problem. For example for time-harmonic
wave propagation problems the length of the element should be l = λ/6, where
λ is the wave length. The points where the unknown values are considered are
called “nodes” and in case of “constant” elements are taken to be in the middle
of the elements, see Fig.1.3.
For the constant elements considered here the boundary is assumed to be divided
into N = Nu + Nt elements. The values of vector components of displacement u
and traction t are assumed to be constant over each element and equal to the
value at the mid-element node. Then, BIE (Eqn.1.11) can be discretized for a
given collocation point ”i” as follows:
cui +
∑Nt
j=1(
∫
Γj
P ∗ijdΓ)u
j −∑Nuj=1(∫Γj U∗ijdΓ)tj =∑Nu
j=1(
∫
Γj
P ∗ijdΓ)u˜j +
∑Nt
j=1(
∫
Γj
U∗ijdΓ)t˜j
(1.11)
where U∗ij and P
∗
ij are fundamental solutions for displacements and tractions re-
spectively at point j when a load or source is applied at point i, uj and tj are the
displacement and traction boundary conditions at point j at the boundary Γj and
c is a multiplier depending on the type of the element used for discretization. For
constant boundary elements c=0.5. The uj and tj values can be taken out of the
integrals as they are constants over each element. There are two types of integrals
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to be carried out over the elements:
Hij =
∫
Γj
P ∗ijdΓ and G
ij =
∫
Γj
U∗ijdΓ (1.12)
These integrals relate the ”i” node where the fundamental solution is acting to any
other ”j” node. Because of this, their resulting values are sometimes called influ-
ence coefficients. Note here that boundary integral equation (Eqn.1.11) and the
resulting influence coefficients apply for a concentrated charge at ”i” and conse-
quently the values of U∗ and P ∗ are those corresponding to that particular position
of charge. For any other xi position new integral equation should be found. For a
particular ”i” node Eqn.(1.11) can be written:
cui +
∑Nt
j=1
Hijuj −
∑Nu
j=1
Gijtj =
∑Nu
j=1
Hij u˜j +
∑Nt
j=1
Hij t˜j (1.13)
The point j can vary from 1 to N = Nu+Nt. If we assume that the position of ”i”
can also vary from 1 to N and the fundamental solution is applied at each node
successively then we obtain a system of NxN equations resulting from applying
Eqn.(1.13) to each boundary point in turn. This procedure is called collocation
technique (Fig.1.4). This set of equations can be expressed in matrix form as:
HU = GP (1.14)
where H and G are two NxN matrices and U, P are vectors of size N. Notice that
Nu values of u and Nt values of t are known on Γu and Γt respectively (Γu+Γt=Γ),
hence there are only N unknowns in the system of equations (Eqn(1.14)). To
introduce these boundary conditions into Eqn.(1.14) one has to rearrange the
system by moving columns of G and H from one side to the other. Once all
unknowns are passed to the left-hand side one can write,
AX = F (1.15)
where X is a vector of unknowns u’s and t’s boundary values. F is found by
multiplying the corresponding columns by the known values of u’s and t’s. It is
interesting to point out that the unknowns are now a mixture of the u and the
t, rather than u only as in FEM. This is a consequence of the boundary element
being a mixed formulation. Eqn.(1.15) can now be solved and all the boundary
values are then known.
The kernels of the integrals which appear in the influence matrices can be com-
puted after discretization of the domain and collocation of the points. Integrals
in Hij and Gij for the case i6=j can be calculated using numerical integration
formulas since no singularity exists. When the collocation point is the node of
the integration element; i.e. i = j, the singularity of the fundamental solution
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Figure 1.4: Collocation technique
demands special handling. However, strongly singular integrals arise only for Hij
and only if the collocation point i coincides with one of the element nodes.
Internal points
Once the boundary values are known it is possible to calculate any internal value
of u or its derivative t by the following equation:
ui =
∑N
j=1
Gijtj −
∑N
j=1
Hijuj (1.16)
Notice that now the fundamental solution is considered to be acting on an internal
point i and that all values of u and t at the boundary are already known. The
coefficients G and H have to be calculated anew for each different internal point.
No singularity exists on the integrals along the boundary elements when u or t are
being calculated at internal points.
All the above mentioned description of the BEM technique can be summarized in
a flowchart, see Fig.1.5 and can be programmed with the aid of any programming
language without demanding very high computational capacity.
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Figure 1.5: The BEM flowchart
Chapter 2
State-of-the-art: Wave
propagation in inhomogeneous
media via BEM
2.1 Introduction
The earth is strongly inhomogeneous (with varying material properties) and het-
erogeneous due to different types of inclusions, both in vertical and lateral direc-
tion. The Earth’s varying surface geology as topography, faults, alluvial basins,
cavities, tunnels, pipelines, foundations, etc., may produce significant spatial varia-
tions on seismic ground motions that can lead to large amplifications during earth-
quakes. Knowledge on local site effects has been historically improved due to the
parallel advances in experimental and theoretical study of this phenomenon which
demonstrates a remarkable complexity. The quantitative prediction of strong
ground motion at a given site involves dealing with the source of seismic waves,
their path to the site and the effects of local site conditions. The present thesis con-
cerns the development of a numerical model for site effects based on BEM taking
into consideration the specific characteristics of all three constituents: the seismic
source, the wave path and the local site conditions, accounting for both soil inho-
mogeneity and heterogeneity. A way of shedding some light on the understanding
of the site-response phenomena consists in developing of high-performance meth-
ods for the simulations of the seismic wave propagation in a complex media with
position dependent material characteristics and with existence of different types
of heterogeneities.
In general, four BEM formulations in elastodynamics are known: (a) time-
domain BEM see [44–46] for 2D problems and [22, 47–52] for 3D problems. The
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first direct time-domain BEM formulation was presented by Friedman and Shaw
[53]; (b) frequency or Laplace domain BIEM that uses the fundamental solu-
tion in the Fourier or Laplace form, see [22, 23, 54]; (c) dual reciprocity BEM
which is based on the fundamental solution of elastostatics, see [55–57]; (d) time
domain based on the Convolution quadrature method proposed by Schanz
and Antes [58, 59]. The last case does not require a time domain fundamental solu-
tion and avoids very sensitive forms of fundamental solutions, which may yield to
not very stable results. The analysis is carried out with Laplace fundamental solu-
tion. This approximation is based on the operational quadrature method [60, 61],
in which the convolution integrals are substituted by a quadrature formula, whose
weights are computed using the Laplace transform of the fundamental solution
and a linear multi step method. The final solution of the problem is obtained in
the time domain.
For all the above mentioned BEM formulation a fundamental solution of the
governing equation of motion is required. The notion of a fundamental solution
gradually became clearer during the 19th and 20th century. At the beginning
it was only that fundamental solutions can be applied - via the convolution of
distributions - to the solution of linear partial differential equations with constant
coefficients. The transient point-force solution of the elastodynamic equation for
homogeneous isotropic media was found by Stokes [62]. This well-known solution,
known as the elastodynamic fundamental solutions for homogeneous isotropic and
unbound media, plays a fundamental role in elastodynamics.
The mechanical sense of the fundamental solution g(x, t, y, τ) is the response
at observation point x at observation time t due to unit body force at source
y at time τ . Note here the difference in the terms fundamental solution and
Green’s function. The term fundamental solution is used only for the solution of
a differential equation with Dirac-function on the right-hand side and the term
Green’s function means the fundamental solution which additionally satisfies the
corresponding boundary conditions. The Green’s function, if exists, is unique. The
fundamental solution is not unique and is determined up to a function which solves
the differential equation with zero on the right-hand side. For more sophisticated
region, specific Green’s function can be used, less unknown boundary data appear
in the representation integral, fewer elements and associated approximations would
be needed with the discretization process, and accuracy would be higher. The
Green’s functions usually have not be known, except for relatively simple geometry
(usually half-plane). This is perhaps the main reason why the most of the BEM
papers are based on the fundamental solution, not on the Green’s function. A
detail review of the fundamental solutions and Green’s functions in elastodynamics
can be found in Kausel [63]. The most of the fundamental solutions are derived
by the Fourier, Laplace or Radon transforms.
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According to [64] when fundamental solution is used, the truncation of the
infinite boundaries influences both the solutions along the boundaries and inside
the domain. However, it is also shown that this truncation has smaller effect on
the solutions along the boundaries and in opposite it has a big effect on the results
inside the considered domain. When the BEM formulation employs a Green’s
function the CPU time increases in comparison with the case of a fundamental
solution. The optimal way is to use in a hybrid way the BEM schemes based on
both the fundamental solution and Green’s function as follows: (a) use the BEM
based on the fundamental solution and obtain solutions along boundaries, (b)
use the BEM based on the Green’s function when use the integral representation
formulae in order to find solutions inside the domain.
In what follows an extended review is presented in the field of seismic wave
propagation under assumption of out-of-plane and in-plane strain state via BEM
in the following types of continua: (i) continuously inhomogeneous soil media
with constant velocity, (ii) continuously inhomogeneous soil media with variable
velocity (iii) discrete inhomogeneous soil media with variable velocity and (iii)
inhomogeneous soil media with heterogeneities.
The state of the art concerns two-dimensional problems for plane (or plane strain
elasticity) and out-of-plane (i.e., anti-plane strain) elastic wave propagation. 2D
elastodynamic problems in respect to a Cartesian coordinate system Ox1x2x3 are
defined as follows: (a) plane strain state (in-plane P- and SV- wave motion) in
a plane x3 = 0, where the only non-zero field quantities are displacements u1,
u2, stresses σ11, σ12, σ22 and tractions ti = σijnj , i, j = 1, 2 all dependent on
coordinates x = (x1, x2), where nj is the outward pointing unit normal vector to
the surface; (b) out-of-plane shear state (out-plane SH-wave motion) in respect to
the plane x3 = 0, where the only nonzero quantities are displacement u3, shear
stresses σ13, σ23 and traction t3 = σ3jnj , j=1, 2, all dependent on coordinates
x = (x1, x2).
2.2 Out-of-plane wave motion
Mathematically speaking, BVPs for continuously inhomogeneous media are de-
scribed by partial differential equations with variable coefficients. Variable wave
velocity implies the derivation of fundamental solutions for differential operators
of variable coefficients. General differential operators with variable coefficients do
not necessarily have fundamental solutions [65]. In the following short review are
presented the obtained in the literature results concerning the analytically derived
fundamental solutions for materials with position dependent properties and the
concrete BEM formulations and solutions based on these fundamental solutions.
Three main categories of BEM results can be distinguished: (i) BEM formulations
Chapter 2. State-of-the-art: Wave propagation in inhom. media via BEM 16
based on Green’s functions for stratified half-plane; (ii) BEM formulations based
on Green’s functions or fundamental solutions of equations of motion for media
with material properties varying as continuous functions with respect to the depth
in one and the same manner and in this case the phase velocity remains constant;
(iii) BEM formulations based on Fundamental solutions of equations of motion for
media with continuous variation of density and shear modulus, in a different way
that leads to a velocity gradient.
2.2.1 Continuously inhomogeneous soil media
with constant velocity
In this category the available in the literature frequency dependent fundamental
solutions are for exponential and trigonometric variation of material properties in
[66, 67]. Time-dependent fundamental solutions are also developed for the case of
exponential and trigonometrical variation of both density and shear modulus in
[67]. In Rangelov and Manolis [40] are derived two frequency-dependent Green’s
functions in the frequency domain for a half-plane with exponential and quadratic
variation of density and stiffness. BEM formulations and solutions based on the
fundamental solution for exponential and trigonometric variation of material prop-
erties are presented by Daros [37]. The above literature review is presented in Table
2.1.
Type of model References
Fundamental solution in
time domain
exponential,
trigonometric
Daros (2008)
Fundamental solution in
frequency domain
exponential Manolis et al. (2012)
exponential,
trigonometric
Daros (2008)
Green’s function in
frequency domain
exponential,
quadratic
Rangelov and Manolis (2014)
BEM in frequency domain
exponential,
trigonometric
Daros (2010)
direct traction BEM
based on f.s. from Daros (2008)
Table 2.1: Fundamental solutions, Green’s functions for half-plane and BEM
realizations for elastic continuously inhomogeneous continua with constant ve-
locity profile under out-plane wave motion.
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2.2.2 Continuously inhomogeneous soil media
with variable velocity
In this category of inhomogeneous media where the velocity gradient is taken into
account, available fundamental solutions can be found for the following limited
cases of velocity profiles: (a) linear velocity profile with time-dependent funda-
mental solutions is considered in Watanabe [68], Watanabe and Payton [69], Daros
[67, 70], Sanchez-Sesma et al. [71], frequency-dependent fundamental solutions are
available in Watanabe and Payton [69], Daros [67, 70], Sanchez-Sesma et al. [71];
(b) power function velocity profile with time-dependent fundamental solutions are
derived in Daros [67, 70] and Watanabe and Payton [69] and frequency dependent
fundamental solution can be found in Watanabe and Payton [69], (c) variable
velocity profile depending on shear modulus and density, varying in a different
manner, with frequency dependent fundamental solution is considered in Manolis
and Shaw [41, 42] and in Karakostas and Manolis [72]. Mechanical models for
seismic wave propagation in continuously inhomogeneous media with position de-
pendent phase velocity are solved via BEM in the following papers. Luzon et al.
[38, 39] used indirect BEM based on the fundamental solution of Sanchez-Sesma
et al. [71] to solve the anti-plane wave motion problem in frequency and in time
domain for an inhomogeneous alluvial basin, resting on homogeneous half-plane,
with linear velocity profile in arbitrary direction (Luzon et al. [38]) and in respect
to the depth (Luzon et al. [39]). Ge [32] solved the same problem as in Luzon
et al.[39] with the same fundamental solution, but by the direct BEM. A short
summary of the existing studies in this group is presented in Table 2.2.
2.2.3 Discrete inhomogeneous soil media
In this model the material properties vary in a discrete way by considering the
half-plane as horizontally stratified media, i.e. half-plane is presented by a stack
of homogeneous layers with horizontal interfaces rested on seismic bed. In this
group exist a lot of results among them are the frequency dependent Green’s
functions for stratified half-plane derived analytically in [16, 17, 34, 73–80]. The
direct BEM formulation and solution in frequency and time domain based on the
Green’s function for a stratified half-plane is presented in [16, 17, 31, 34, 35].
2.2.4 Inhomogeneous media with heterogeneities
The presence of heterogeneities like cracks, cavities, inclusions, layers, topographic
peculiarities, underground structures, etc. in the inhomogeneous background
presents a new set of difficulties, since wave signals travel through heterogeneous
geological structures causing reflection, refraction, diffraction and scattering phe-
nomena. The difficulties arise not only due to the complexity of the mechanical
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Type of the velocity profile References
Fundamental solution in
time domain
linear
Watanabe (1982)
Daros (2008)-anisotropic
linear function of depth (Cartesian c.s.)
power function of radial distance (Polar c.s.)
Watanabe and Payton (2004)
power function and linear of one space variable Daros (2013)-anisotropic
linear Sanchez-Sesma et al. (2001)
Fundamental solution in
frequency domain
linear function of depth (Cartesian c.s.)
power function of radial distance (Polar c.s.)
Watanabe and Payton (2004)
linear
Daros (2008)-anisotropic
Sanchez-Sesma et al. (2001)
Luzon et al. (2009)
linear in depth
Luzon et al. (2004)
indirect BEM
based on f.s. from
Sanchez-Sesma et al. (2001)
variable
(depth dependent described by
a special frequency dependent relation)
Manolis and Shaw (1996a, 1996b)
Karakostas and Manolis (1997)
BEM in time domain linear in arbitrary direction
Luzon et al. (2003)
indirect BEM
based on f.s. from
Sanchez-Sesma et al. (2001)
BEM in frequency domain
linear in depth
Luzon et al. (2003)
indirect BEM based on f.s. from
Sanchez-Sesma et al. (2001)
linear in arbitrary direction
Luzon et al. (2003)-indirect BEM
Ge (2010)-direct BEM
Table 2.2: Fundamental solutions, Green’s functions for half-plane and BEM
realizations for elastic continuously inhomogeneous continua with velocity pro-
file under out-plane wave motion.
model, but also due to the complexity of the mathematical model describing the
discussed above phenomena via partial differential equations with variable coeffi-
cients. It exists only two examples in the literature which are restricted to hetero-
geneities with simple geometry; (i) in Daros [37] where direct BEM is applied in
order to consider a single anti-plane crack in infinite exponentially inhomogeneous
(phase velocity is constant) plane subjected to time-harmonic SH wave and (ii) in
Luzon et al. [81] by indirect BEM and in Ge [32] by direct BEM based on the fun-
damental solution derived by Sanchez-Sesma et al. [71] in order to examine wave
motion in a sedimentary alluvial valley with semi-circular shape, linear velocity
profile and rested in a homogeneous half-plane.
2.3 In-plane wave motion
For the shake of completeness, in the present section a short review is presented in
the field of seismic wave propagation under assumption of plane strain state (in-
plane wave motion) in the following types of continua: (i) continuously inhomoge-
neous soil media with constant velocity, (ii) continuously inhomogeneous soil media
with variable velocity (iii) discrete inhomogeneous soil media and (iv) inhomoge-
neous soil media with heterogeneities. The focus is on the following computational
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tools developed for solution of the problems mentioned above: (i) BEM formula-
tions based on Green’s functions for stratified half-plane; (ii) BEM formulations
based on Green’s for variable material properties and constant phase velocity; (iii)
BEM formulations based on fundamental solution for variable material properties
and variable phase velocity.
2.3.1 Continuously inhomogeneous soil media
with constant velocity
In this group where the material properties vary proportionally and the phase
velocity remains constant, the available in the literature frequency dependent fun-
damental solutions are for the following types of material gradient: (a) fixed Pois-
son’s ratio v=0.25 and quadratic variation in respect to the depth of the rest
material properties, see Manolis et al. [82], Dineva et al. [83], Rangelov et al.
[84]; (b) exponential variation of the material properties, see Rangelov et al. [84],
Daros [85] and Dineva et al. [86]; (c) material gradient is of trigonometric type,
see Rangelov et al. [84] and Daros [85]. BEM formulations and solutions based
on the fundamental solutions or Green’s functions discussed above one can find
only in Dineva et al [36] where site effects due to exponentially and quadratically
inhomogeneous wave path by direct BEM in frequency domain are studied. The
above literature review is presented in Table 2.3.
Type of the model References
Fundamental solution in
frequency domain
quadratic
Manolis et al. (2004)
Dineva et al. (2006)
quadratic,
exponential,
trigonometric
Rangelov et al. (2005)
anisotropic
exponential,
trigonometric
Daros (2009)
transversely isotropic
exponential Dineva et al. (2007)
BEM in frequency domain
quadratic,
exponential
Dineva et al. (2008)
direct BEM
Table 2.3: Fundamental solutions, Green’s functions for half-plane and BEM
realizations for elastic continuously inhomogeneous continua with constant ve-
locity profile under in-plane wave motion.
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2.3.2 Continuously inhomogeneous soil media
with variable velocity
In this category where velocity gradient is considered, available fundamental solu-
tions can be found for geological media with linear velocity profile, see Hook [87],
Watanabe and Takeuchi [88] and Sanchez-Sesma [71], where fundamental solutions
in time domain are derived, while fundamental solutions in frequency domain for
the same case are available in Watanabe and Takeuchi [88], Sanchez-Sesma et al.
[71] and Luzon et al. [81]. BEM scheme for this category is developed only in
the paper of Luzon et al. [81] where indirect BEM based on the frequency depen-
dent fundamental solution of Sanchez-Sesma et al. [71] is presented. For a short
summary of the previous studies see Table 2.4.
Type of the velocity profile References
Fundamental solution in
time domain
linear
Hook (1962)
Watanabe and Takeuchi (2002)
linear with depth
v=constant
Sanchez-Sesma et al. (2001)
Fundamental solution in
frequency domain
linear Watanabe and Takeuchi (2002)
linear with depth
v=constant
Sanchez-Sesma et al. (2001)
Luzon et al. (2009)
BEM in time domain linear in arbitrary direction
Luzon et al. (2003)
indirect BEM
based on f.s. from
Sanchez-Sesma et al. (2001)
BEM in frequency domain linear
Luzon et al. (2009)
indirect BEM
Table 2.4: Fundamental solutions, Green’s functions for half-plane and BEM
realizations for elastic continuously inhomogeneous continua with velocity pro-
file under in-plane wave motion.
2.3.3 Discrete inhomogeneous soil media
In this model the inhomogeneity is expressed by a stack of flat homogeneous layers
rested on seismic bed. For this type of inhomogeneity one can find analytically
derived frequency dependent Green’s functions in [16–18, 34, 73–80, 89]. BEM
formulations based on the aforementioned Green’s functions are presented in [16,
17, 29, 34, 35].
2.3.4 Inhomogeneous media with heterogeneities
The combination of an inhomogeneous background and the presence of different
types of heterogeneities creates a more complex wave field since wave signals no
longer travel undisturbed, but are subjected to continuous amplitude changes and
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phase angle shifts. It exists only one example in the literature from Luzon et
al. [81] for in-plane time-harmonic and transient wave motion in a sedimentary
alluvial valley with semi-circular shape, linear velocity profile and rested in a
homogeneous half-plane solved by indirect BEM based on fundamental solution
derived in Sanchez-Sesma et al. [71].
2.4 Conclusions arising from the state of the art
The state of the art shows that there are few mechanical models available to con-
struct numerical methods for evaluating the seismic response of continuously inho-
mogeneous geological region with a prescribed material gradient and additionally
containing different types of heterogeneities such as non-parallel layers, cavities,
inclusions, tunnels, free and subsurface relief of arbitrary geometry via BEM. Fur-
thermore, models which have been already developed are restricted to either very
simple geometry of the heterogeneities existing in the geological continuum or to
the pure case of homogeneous media.
The main reason for this is the lack of fundamental solutions or Green’s func-
tions with relatively simple mathematical form that can be implemented easily
in the existing BEM codes. In the most papers the inhomogeneity is presented
in a discrete way by a stratified half-plane with homogeneous elastic isotropic
flat layers. The existing Green’s functions for a stratified half-plane are usually
with complex mathematical form that prevents their easy implementation in the
developed already for homogeneous case BEM codes.
The conclusions arising after evaluation of the state of the art in the research
field under investigation motivate additionally the author to work for realization
of the main idea formulated in the previous chapter. In particular, to develop
an efficient package of knowledge consisting of mechanical models, computational
techniques, verified research software and intensive simulations based on the BEM
using a library of fundamental solutions and Green’s functions for synthesis of
seismic signals taking into account all three key parameters: seismic source, wave
path and local site conditions.
Chapter 3
BEM for quadratically
inhomogeneous geological media
The present chapter concerns the development and verification of a non-conventional
BEM based on a closed form Green’s function for continuously inhomogeneous in
depth half-plane of quadratic type and constant velocity. The chapter is struc-
tured as follows: Statement of the problem; BEM formulation; Verification study;
Parametric study and seismic signal synthesis. The proposed method can take
into consideration the following key factors: (a) continuously inhomogeneous in
depth half-plane; (b) lateral inhomogeneity in a local geological region due to relief
peculiarities. Extensive numerical simulations are conducted which demonstrate
the potential of the proposed tool to reveal the sensitivity of the seismic signal
to the type and properties of the seismic source, to the existence and type of the
material gradient and to the lateral inhomogeneity due to the free-surface and/or
sub-surface relief peculiarities.
3.1 Statement of the problem
In a Cartesian coordinate system consider continuously inhomogeneous in depth
half-space with free-surface relief in the form of a canyon Vcanyon and sub-surface
relief as a cavity Vcavity of arbitrary shape. The dynamic loads comprise either
(a) an incident time-harmonic SH wave tracing an incident angle θ with respect to
axis Ox1 or (b) waves generated by an embedded seismic line source F3(x0, t) =
f03g(t)δ(x, x0) with magnitude f03 and time function g(t) located at x0(x01, x02).
The anti-plane deformation state is considered in the plane x3 = 0, where is
situated the half-plane G = R2−/V , here R2− = {x : x = (x1, x2), x2 < 0} and
V = Vcan∪Vcav. Denote with Scan the boundary of the canyon, while S2 is the
part of the free surface line x2 = 0 out of the canyon, so the boundary S is defined
by S = Scan∪Scav∪S2, while the free surface boundary is Sfree−surface = Scan∪S2.
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The geometry of the problem is presented in Fig.3.1. Transient and time harmonic
load with frequency ω is considered, where in the latter case g(t) = eiωt. For the
state of anti-plane wave motion, the only non-zero field quantities are displacement
component u3, stresses σi3 = µ(x2)u3,i i=1,2 all depending on the coordinates
(x1, x2) and on time t or frequency ω.
It is considered the case of small deformations and the material is elastic and
isotropic. The conservation of linear momentum, i.e. the dynamic equilibrium
equation is as follows:
σi3,i(x, ω) =
%(x2)
∂u23
∂t
− ψF3(x01, x02, t) for transient load
−%(x2)ω2u3(x, ω)− ψF3(x01, x02, ω) for time−harmonic load
(3.1)
Where ψ = 0 when the seismic load is presented by the incident wave, ψ = 1 when
the seismic load is wave radiating from an embedded seismic source, %(x2), µ(x2)
are density and shear modulus, comma subscripts denote partial differentiation
with respect to the spatial coordinates, while the summation convention over re-
peated indices is implied.
Figure 3.1: The problem geometry
The boundary value problem for the graded geological media is defined by the
partial differential equation Eqn.(3.1) with variable coefficients depending on the
depth and the following boundary conditions:
t3(x) = 0 for(x1, x2)∈S (3.2)
Chapter 3. BEM for quadratically inhomogeneous geological media 24
where t3 = σi3ni is the traction and n(n1, n2) is the outward normal vector to
the boundary S. Additionally the Sommerfeld radiation condition is satisfied at
infinity.
The solution of the problem for transient waves is solved by the usage of the
following well-known numerical procedure, see Chaillat et al. [90]: (a) Fast
Fourier Transform (FFT) is applied to governing equations and the corresponding
boundary-value problems in frequency domain are solved by BEM based on the
frequency dependent fundamental solution/Green’s function for discrete values of
frequencies; (b) inverse Fast Fourier Transform (IFFT) is applied to the solutions
in frequency domain and finally solutions in time-domain are determined.
Inhomogeneity
The geological profile is presented with material characteristics expressed by con-
tinuous and smooth functions of depth:
µ(x2) = µoh(x2) and %(x2) = %oh(x2)
h(x2) = (bx2 + 1)
2, b≤0, h≤0
(3.3)
here h(x) is the inhomogeneity function of a quadratic type and b is the inho-
mogeneity coefficient, i.e. the inhomogeneity magnitude. For the value b = 0,
Eqn.(3.3) reflects the homogeneous case. According to this type of inhomogeneity
the material properties vary proportionally and the phase velocity remains con-
stant. Both parameters µo and %o represent the reference constant values taken
at the traction free surface of the half-plane.
Free-field motion in quadratically inhom. in-depth half-plane
The free-field motion in the considered case is defined as the SH-wave propagation
in elastic inhomogeneous in depth half-plane with flat free surface and without any
type of heterogeneities. Analytical expression are derived in Rangelov and Dineva
[91] and Manolis et al. [92] for the displacement at any observer point x = (x1, x2)
and traction on the segment ` with normal vector n, x∈`:
uff3 (x) = U30(bx2 + 1)
−1[−b+ikη2b+ikη2 e
ik(x1η1+x2η2) + eik(x1η1−x2η2)]
tff3 (x) = u0µ0(bx2 + 1)
[
(
−b+ ikη2
b+ ikη2
eik(x1η1+x2η2) + eik(x1η1−x2η2))ikη1n1
− b(bx2 + 1)−1(−b+ ikη2
b+ ikη2
eik(x1η1+x2η2) + eik(x1η1−x2η2) )η2
+ (−−b+ ikη2
b+ ikη2
eik(x1η1+x2η2) + eik(x1η1−x2η2))ikη2n2
]
(3.4)
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where η = (η1, η2) = (cosθ, sinθ) is the vector of the wave propagation direction,
k = ω
√
(%o/µo) is the wave number and U30 is the unit amplitude.
3.2 BEM formulation
The boundary-value problem defined by Eqns.(3.1), (3.2) is solved by BEM based
on the integral representation formula and frequency dependent Green’s func-
tion for inhomogeneous in depth half-plane, see Dominguez [23] and Manolis and
Beskos [22]. Note, that because the problem is linear, the superposition principal
is applied. In particular, the total wave field at any point in the half-plane is a
superposition of the free-field motion (uff3 , t
ff
3 ) and scattered wave field (u
sc
3 , t
sc
3 ),
i.e. u3 = u
ff
3 + u
sc
3 and t3 = t
ff
3 + t
sc
3 . Along the free surface the total traction is
equal to zero, t3 = 0 so t
sc
3 = −tff3
For the case of incident time-harmonic SH wave propagating under incident
angle θ and with frequency ω, the scattered wave displacement along the boundary
of both heterogeneities canyon and cavity S = Scan + Scav can be described by
boundary integral Eqn(3.5). Once having solution of Eqn(3.5), the total wave
field is obtained as sum of the scattered and free-field motion quantities. For the
case of wave radiating from an embedded seismic source located at point x0 in the
inhomogeneous half-plane, the total wave displacement is expressed by Eqn.(3.6).
cusc3 (x, ω) = −
∫
S
tg
∗
3 (x, ξ, ω)u
sc
3 (ξ, ω)dS
−
∫
S
g∗3(x, ξ, ω)t
ff
3 (ξ, ω)dS; x∈S
(3.5)
cu3(x, ω) = −
∫
S
tg
∗
3 (x, ξ, ω)u3(ξ, ω)dS + f03g
∗
3(x, x0, ω); x∈S (3.6)
where x and ξ are the vector-positions of the source and field points respectively,
c is the jump term depending on the surface geometry at the collocation point,
g3
∗ is the frequency-dependent Green’s function for quadratically inhomogenous in
depth half-plane and t3
g∗ is its corresponding traction. Once having displacement
along the boundary S one can find displacement and traction at any point in the
half-plane by the well-known representation formulae.
usc3 (x, ω) = −
∫
S
tg
∗
3 (x, ξ, ω)u
sc
3 (ξ, ω)dS
−
∫
S
g∗3(x, ξ, ω)t
ff
3 (ξ, ω)dS, x6∈S
(3.7)
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The aim of the examined here boundary-value problem is to compute the seismic
signal along the free-or sub-surface relief and to know strain-stress state at any
point inside the quadratically inhomogeneous half-plane.
The novelty of the described here BEM formulation is the ability to model
continuously inhomogeneous half-plane with an advanced generation of Green’s
function which makes the numerical scheme high accurate and mesh reducing.
The proposed approach demands only the modeling of the free- or sub- surface
relief, avoiding discretization of the free surface where the Green’s function satisfies
the boundary condition. In opposite the conventional boundary element method
based on the fundamental solution requires discretization along the sub- surface
as well as the whole free surface.
3.2.1 Green’s function for quadratically inhomogeneous
half-plane
The presented here non-conventional BEM formulation is based on the closed form
frequency-dependent Green’s function for quadratically inhomogeneous in depth
half-plane, which is analytically derived in Rangelov and Manolis [40]. The aim of
this section is to shortly present the derivation steps of this function. The Green’s
function is defined as the solution of the equation of motion under a point time-
harmonic load (Lb(u3(x))≡σi3,i(x) + %(x)ω2u3(x) = 0) that satisfies the traction
free boundary condition along the free-surface of the half-plane. Additionally it
satisfies the Sommerfeld radiation condition at infinite. The Green’s function is
the solution of the following boundary value problem:
Lb(g∗3) = −δ(x− ξ) for x, ξ ∈ R2−
tg
∗
3 |x2=0= 0 (3.8)
here x(x1, x2) is the field point, ξ(ξ1, ξ2) is the source point, δ(x, ξ) is Dirac’s delta
function. The derivative of the Green’s function with respect to the field point
x defines the corresponding traction tg∗3 (x, ξ) = µ(x)g
∗
3(x, ξ)ηi(x). The following
steps should be realized for the analytical derivation of the Green’s function and
the corresponding traction for quadratically inhomogeneous half-plane:
1. Using the following algebraic transformation: g∗3(x, ξ) = h
−1/2(x)G∗3(x, ξ)
the partial differential equation with variable coefficients in Eqn.(3.8) is
transformed into the partial differential equation with constant coefficients
in respect to G∗3, making the problem easier from the mathematical point of
view:
Lb(g∗3) = h
−1/2L1(G∗3) (3.9)
L1(G∗3) = −h−1/2(ξ)δ(x− ξ) = µ0G∗3,ii + %0ω2 for xξ ∈ R2− (3.10)
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µ0(−0.5h−1/2h,2G∗3 + h−1/2G∗3,2) |x2=0= 0 (3.11)
2. Ask for solution of the BVP defined by Eqns.(3.9-3.11) in the form G∗3(x, ξ) =
U(x, ξ)+W (x, ξ), where U(x, ξ) =
ih−1/2(ξ)
4µ0
H
(1)
0 (kr) is the solution of Eqn.(3.9).
Function W (x, ξ) is a general solution of L1(W ) = 0 in R2− that satisfies
boundary condition expressed by Eq.(3.11) and it has the following form:
W (x, ξ) =
∫ iζ+∞
iζ−∞
D
1
γ
eγ(x2+ξ2)eiη(x1−ξ1)dη (3.12)
where γ =
√
η2 − k2, k = k1 + ik2, k21 = %0ω
2
µ0
. The kernel D = D(η, ξ2, b) is
determined from the boundary condition by the following expression:
D(η, ξ2, b) = −h
−1/2(ξ)
4piµ0
γ + b
γ − b (3.13)
3. Finally, applying the inverse algebraic transformation and passing k2 to the
limit 0, i.e. ζ=0, the Green’s function has the following final form:
g∗3(x, ξ) = h
−1/2(ξ)h−1/2(x)
[
i
4µ0
H
(1)
0 (k.r)
+
1
4piµ0
∫ ∞
−∞
γ + b
γ(γ − b)e
γ(x2+ξ2)eiη(x1−ξ1)dη
] (3.14)
The corresponding traction Green’s function and its derivatives are as fol-
lows:
tg∗3 (x, ξ) = µ(x)g
∗
3,i(x, ξ)ηi(x)
g∗3,1(x, ξ) = h
−1/2(ξ)h−1/2(x)
[
k
4µ0
H
(1)
1 (k.r)
∂r
∂x1
+
1
4piµ0
∫ ∞
−∞
γ + b
γ(γ − b)(iη)e
γ(x2+ξ2)eiη(x1−ξ1)dη
]
g∗3,2(x, ξ) = Z1
[
1
4µ0
∫ ∞
−∞
γ + b
γ(γ − b)e
γ(x2+ξ2)eiη(x1−ξ1)dη
+ Z2
k
4µ0
H
(1)
1 (k.r)
∂r
∂x2
+
1
4piµ0
∫ ∞
−∞
γ + b
(γ − b)e
γ(x2+ξ2)eiη(x1−ξ1)dη
]
Z1 = h
−1/2(ξ)(−12 h
−3/2(x) ∂h∂x2
Z2 = h
−1/2(ξ)h−1/2(x)
(3.15)
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where h = (bx2 + 1)
2, b<0, r =
√
(x1 − ξ1)2 + (x2 − ξ2)2, H(1)0 (z) 1-st
Hankel of 0 order.
For the homogeneous case, i.e. when b = 0 the well-known, (see [93]) half-plane
Green’s function is recovered:
g∗3(x, ξ) =
i
4µ0
[H
(1)
0 (k.r) +H
(1)
0 (k.r′)] (3.16)
where r′ =
√
(x1 − ξ1)2 + (x2 + ξ2)2
As can be seen, the Green’s function and it’s derivatives give solutions for the
strain-stress wave field in a quadratically inhomogeneous in respect to the depth
half-plane subjected to time-harmonic load. The above expressions show that
this wave field depends on the following parameters: frequency of the dynamic
load, references material constants, material gradient and the distance between
the source and the observation points.
3.3 Verification study
The numerical scheme for solution of the boundary-value problem solved by the
BEM using Green’s function for inhomogeneous half-plane is based on discretiza-
tion and collocation technique, see [22, 23]. Good convergence in numerical so-
lution is achieved when the well-known accuracy condition is satisfied: λ≥10lBE ,
where λ is the wavelength and lBE is the length of the boundary element. In
case of constant boundary elements the jump term in Eqn.(3.5) and Eqn.(3.6) is
c = 0.5. Two types of integrals appear after discretization: (a) regular integrals
when the field point and the source point do not coincide; for the computation
of these integrals is employed Gauss integration scheme for single integrals and
Quasi Monte Carlo Method for integration of double integrals; (b) singular inte-
grals when the field point coincide with the source point; singular integrals are
with weak integrable singularity of lnr type and with strong singularity of 1/r
type and all they are Cauchy principal value integrals. The singular integrals are
solved analytically in a small vicinity of the singular point and numerically in the
rest of the integration interval. After discretization, collocation and satisfaction of
the boundary conditions, a system of linear algebraic equations is obtained with
respect to the unknown field quantities along the boundary S. The described nu-
merical scheme is for solution in frequency domain. The solutions in time-domain
are obtained by the usage of FFT and IFFT technique. A source code has been
developed using Matlab software [94] and in order to verify its accuracy, several
test examples are solved and the results are compared against available analytical
and/or numerical results [95].
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3.3.1 Verification: Incident time-harmonic wave
Considering the fact that there are no results in the literature for quadratically
inhomogeneous half-plane with different types of free-surface relief, the verification
of the proposed methodology is done by test examples for homogeneous case,
using the codes developed for inhomogeneous material, but working with zero
inhomogeneous coefficient, i.e. b = 0.
As first test example a homogeneous elastic isotropic half-plane with semi-
circular canyon with radius a = 15m under incident SH-wave is studied, see Fig.3.2.
The reference material properties are µ0 = 123·107Pa and %0 = 1230kg/m3. Nor-
malized frequency is defined as η = 2a/λ0, where λ = (2pi/ω)
√
(µo/%0). This
benchmark example was solved in Trifunac [4] by analytical solutions and in Hi-
rai [96] by a time-dependent BEM formulation. Also solutions are obtained by
conventional BEM based on the fundamental solution for the full plane and by
non-conventional BEM based on the Green’s function for quadratically inhomo-
geneous (with inhomogeneous coefficient b = 0) half-plane for the normal incident
wave. Fig.3.3 a,b,c plots the surface displacement amplitude |u3| versus normalized
distance x1/a for the semi-circular canyon at a fixed value of frequency η = 0.25,
η = 0.75 and η = 1.25. The discretization mesh consists of 13 constant boundary
elements along the canyon, when BIEM based on Green’s function is applied and
24 quadratic boundary elements along S = S1∪Scan when fundamental solution
is inserted in the BEM. For all practical purposes, the BEM results are indis-
tinguishable from those obtained by Trifunac and Hirai. Also solution obtained
by BEM numerical scheme based on Green’s function for the half-plane and the
fundamental solution for the full plane are almost identical.
Figure 3.2: Geometry of test example 1: Homogeneous elastic isotropic half-
plane with a semi-circular canyon with radius a under normal incident time-
harmonic SH-wave
As second test example consider a homogeneous elastic isotropic half-plane with
a triangle canyon under normal SH-wave, see Fig.3.4. Comparison of the results
from the new developed method with solutions in Hirai [96], Sanchez-Sesma and
Rosenblueth [97] which employ an analytical method based on Fredholm integral
equation, and solutions obtained by the BEM based on fundamental solution for
the full plane is presented in Fig.3.5 for η = 0.25, 0.50, 1.00 and a = 15m. The
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(a)
(b)
(c)
Figure 3.3: Displacement amplitude distribution along the free surface of
homogeneous half-plane with a relief of semi-circular canyon: comparison of
the present method with existing results in the literature and results obtained
by BEM based on fundamental solution: (a) η = 0.25, (b) η = 0.75 and (c)
η = 1.25
used BEM mesh consists of 12 constant and 24 quadratic boundary elements, when
BEM based on Green’s function and fundamental solution is applied, respectively.
An excellent accuracy of the results obtained by the new developed BEM based
on the Green’s function is demonstrated.
The third test example solves the problem for seismic wave field in an elas-
tic homogeneous half-plane with material properties µ0 = 123·107Pa and %0 =
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Figure 3.4: Geometry of test example 2: Homogeneous elastic isotropic half-
plane with a triangle canyon under normal incident SH-wave
(a)
(b)
(c)
Figure 3.5: Displacement amplitude distribution along the free surface of
homogeneous half-plane with a relief of triangle canyon: comparison of the
present method with existing results in the literature and results obtained by
BEM based on fundamental solution: (a) η = 0.25, (b) η = 0.50 and (c) η = 1.00
1850kg/m3 containing an embedded circular cavity with radius a, with center co-
ordinates (a,−0.7a) and also containing a triangle canyon along the free surface,
see Fig.3.6. The seismic load is presented by incident time-harmonic SH wave
with a prescribed frequency ω and incident angle θ in respect to the coordinate
axis Ox1. Fig.3.6 compares BEM results obtained by fundamental solution and
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Green’s function with solutions obtained in Shah et al.[98] and in Ohtsu et al.
[99]. A hybrid technique which combines a boundary integral representation with
the FEM is used by Shah et al.[98] while Ohtsu et al. [99] employ indirect BEM.
From Fig.3.6 it can be seen that all solutions are almost identical. The used
BEM mesh consists of 24 along Scan, 22 along Scav and 116 along the free surface
S2 constant boundary elements when fundamental solution is applied against 34
constant boundary elements along Scan∪Scav when Green’s function is employed.
Equivalence of continuous and discrete model: inhom. half-plane
In order to verify the developed method for the case of inhomogeneous half-plane,
this section shows and discusses the equivalence of two mechanical models de-
scribing inhomogeneous in depth half-plane (without free surface relief) to time
harmonic SH-wave. Consider continuously inhomogeneous in depth half-plane
with reference material properties µ0 = 180·106Pa and %0 = 2000kg/m3 express-
ing quadratic type of the material inhomogeneity and subjected to time-harmonic
SH-wave with incident angle θ. The seismic signal is evaluated at any point in
the half-plane, more especially along the free surface. The soil inhomogeneity in
depth can be modeled by two different ways:
1. Model 1: material properties are continuous quadratic function of depth
µ = µo(bx2 + 1)
2 and % = %o(bx2 + 1)
2, see Fig.3.7(a). The solution for dis-
placement and traction at any point in the considered half-plane is presented
by the expressions for the free-field motion, see Eqn.(3.4).
2. Model 2: material properties vary in a discrete way and the inhomogeneity
is presented by a stack of flat horizontal layers, where the material prop-
erties in each layer are elastic, isotropic and homogeneous, see Fig3.7(b).
The boundary value problem describing this model consists of Eqn.(3.1) for
the case when the dynamic load is incident time-harmonic wave, plus the
following boundary conditions: (a) traction at the free surface is zero; (b)
displacement compatibility and traction equilibrium conditions at the inter-
faces between each two horizontal layers; (c) modeling of the seismic bed by
homogeneous half-plane with compatibility and equilibrium conditions for
displacement and traction at the interface between the homogeneous and
inhomogeneous part of the half-plane; (d) exclusion of incoming waves into
the homogeneous part of the half-plane out of depth (seismic bed) in case
of absence of a seismic source embedded in homogeneous half-plane (Som-
merfeld radiation condition). The computation tool used for solution of the
discrete model is wave number integration method (WNIM), see [18]. It is
well known that this analytical technique allows the following relation be-
tween the seismic signals at the bottom of the geological profile with those
at the top:[
u3(x2 = x
bottom)
t3(x2 = x
bottom)
]
= DNDN−1 . . . D1
[
u3(x2 = x
top)
t3(x2 = x
top)
]
. (3.17)
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Figure 3.6: Displacement amplitudes along free surface of elastic homogeneous
half-plane with triangular canyon and a circle cavity subjected to incident time-
harmonic with non-dimensional frequency η = 0.25 SH-wave at incident angle :
(a) θ = 0o; 45o; (b) θ = 135o; θ = 180o. Comparison between solutions in Shah
et al. (1982), Ohtsu et al. (1985) and BEM solutions obtained by fundamental
solution and Green’s function
HereD1, i = 1, 2, . . . , N are the matrices depending on the SH–wave characteristics
as incident angle θ, frequency ω and material properties for each one layer µi, ρi.
The aim is to solve this test example by using two different mechanical models
accompanied by two different computational techniques based on Eqn.(3.4) and
Eqn.(3.17) respectively. The equivalence of these two different approaches is shown
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(a)
(b)
Figure 3.7: Inhomogeneous in depth half-plane: (a) Model 1: continuous
variation of material characteristics; (b) Model 2: discrete variation of material
characteristics
below. The key study parameter is the amplification factor defined as the ratio
of the displacement at the free surface x2 = 0 to the displacement at the bottom
x2 = −100m. Fig.3.8a,b,c,d show the variation of the material parameters with
the depth of the geological profile at fixed inhomogeneity coefficients b = −0.5 and
b = −1.0 in the following cases: (a) continuously in a quadratic way inhomoge-
neous profile; (b) discrete profile with 2 layers; (c) discrete profile with 10 layers;
(d) discrete profile with 100 layers. Fig.3.9 and Fig.3.10 demonstrate evidently
the equivalence between both mechanical models at a fixed value of frequency of
1Hz and at different values of the incident angle θ, when the number of discrete
layers increases at two different inhomogeneity coefficients b = −0.5 (Fig.3.9) and
b = −1.0 (Fig.3.10). Fig.3.11a,b,c,d depicts the amplification factor at frequency
of 10Hz versus incident angle θ obtained by the usage of both discrete and inho-
mogeneous models at inhomogeneous coefficient b = −1.0. Note that in case of
higher value of frequency, higher number of discrete layers can satisfy the equiv-
alence of both approaches. While the excellent equivalence between both models
at frequency of 1Hz is reached at 100 horizontal layers, in the case of 10Hz the
400 layers can satisfy the discussed equivalence.
Equivalence of continuous and discrete model: inhom. half-plane with
free-surface relief
Equivalence of solutions obtained by the usage of two different models (discrete
and continuously inhomogeneous) for half–plane with material properties vary-
ing in respect to depth and containing a semi–circular canyon under SH–wave is
discussed.
Consider continuously inhomogeneous in depth half–plane with semi–circular
canyon with radius a = 15m subjected to time–harmonic SH–wave propagating
under incident angle θ = pi/2, see Fig.3.12. The reference material properties are
µ0 = 180·106Pa, %0 = 2000kg/m3 and quadratic type of the material inhomo-
geneity is assumed. The inhomogeneous in depth geological region is described
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Figure 3.8: Variation of material properties in depth by: (a) continuously
inhomogeneous profile; (b) discrete inhomogeneous profile with 2 layers; (c)
discrete inhomogeneous profile with 10 layers; (d) discrete inhomogeneous profile
with 100 layers
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Figure 3.9: Amplification factor at f = 1Hz versus incident angle obtained
analytically by Eq.(3.4) and by WNIM for the case of inhomogeneous coefficient
b = −0.5: (a) discrete model with 2 layers; (b) discrete model with 10 layers;
(c) discrete model with 100 layers
by model 1 presented in Fig.3.12.a and model 2 shown in Fig.3.12.b. Two dif-
ferent computational techniques are applied. The boundary–value problem con-
cerning model 1 (Fig.3.12a) is solved by the BEM based on the Green’s function
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Figure 3.10: Amplification factor at f = 1Hz versus incident angle obtained
analytically by Eq.(3.4) and by WNIM for the case of inhomogeneous coefficient
b = −1.0: (a) discrete model with 2 layers; (b) discrete model with 10 layers;
(c) discrete model with 100 layers
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Figure 3.11: Amplification factor at f = 10Hz versus incident angle obtained
analytically by Eq.(3.4) and by WNIM for the case of inhomogeneous coefficient
b = −1.0: (a) discrete model with 2 layers; (b) discrete model with 10 layers;
(c) discrete model with 100 layers;(d) discrete model with 400 layers
for quadratically inhomogeneous in depth half–plane. Hybrid WNIM–BEM pro-
posed in [27] is applied to treat the model 2 (Fig.3.12b). To compute the total
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(a)
(b)
Figure 3.12: Inhomogeneous in depth half-plane with free surface relief: (a)
Model 1: continuous variation of material characteristics; (b) Model 2: discrete
variation of material characteristics
displacement at the canyon site, the following steps should be realized when the
hybrid technique is applied: (1) determine by WNIM displacement due to free–
field motion, defined in this case as wave field in the stratified half–plane without
the canyon, see Figure 3.7b. Closed–form solution is available for the displacement
along the points laying at the hypothetic canyon boundary S1 in the geometry pre-
sented in Fig.3.12b; (2) determine by WNIM the tractions along the boundary S1;
(3) apply these tractions with opposite sign at the base of the canyon (boundary
S1) as a traction boundary condition and obtain the displacement u
sc
3 (x) along
the free surface by the BEM using the classical fundamental solution of elastody-
namics ([23]); (4) compute the total displacement by superposition of the wave
fields obtained in steps 1 and 3, i.e. u3 = u
ff
3 + u
sc
3 , t3 = t
ff
3 + t
sc
3 . The hybrid
WNIM-BEM is applied here for a stack of horizontal elastic isotropic homogeneous
layers with a fixed number that satisfies the equivalence of the solutions for con-
tinuous inhomogeneous half–plane (Fig.3.7a) and horizontally layered half–plane
(Fig.3.7b). The equivalence of the solutions along the free surface at frequency
of 1Hz by using models presented in Fig.3.12a and Fig.3.12b is demonstrated by
Fig.3.13 for inhomogeneity coefficient b = −0.01666 and for b = −0.5. This figure
shows that hybrid WNIM–BEM applied for the geometry in Fig.3.12b gives the
same results as the proposed here (Fig.3.12a) BEM based on the Green’s function
for inhomogeneous in depth half–plane.
The advantages of the BEM based on the Green’s function in comparison with
the hybrid WNIM–BEM technique are as follows: (a) the proposed here continu-
ously inhomogeneous mechanical model and the developed and verified computa-
tional tool based on the non-conventional BEM avoids considering the horizontal
interfaces in stratified half-plane and the only surface where the discretization
is applied is the canyon’s boundary; (b) the proposed here technique is semi-
analytical because is based on the analytically derived Green’s function for the
continuously inhomogeneous in depth half-plane; (c) when hybrid technique is
used, the backscattering phenomena are not take into consideration and this disad-
vantage of the hybrid approach is overcome by the proposed here non-conventional
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Figure 3.13: Displacement amplitude along the free surface of quadratically
inhomogeneous in depth half–plane with b = −0.01666 and b = −0.5 containing
a semi-circle canyon. Comparison of solutions obtained by hybrid WNIM–BEM
applied for discrete model and BEM based on Green’s function used for the
continuous model
BEM; (d) the derived in a closed form Green’s function has much simpler mathe-
matical form than the Green’s function derived by [15] or [16, 17] for the stratified
half–plane; (e) The derived in a closed form Green’s function satisfied the Som-
merfeld’s radiation condition and thus infinitely extended boundaries are automat-
ically incorporated. This well-known benefit of the BEM gives a great advantage
of the method in comparison with other numerical methods as FEM and FDM
where special transmitting boundaries should be inserted in order to satisfy the
radiation conditions at infinite.
3.3.2 Verification: Wave radiating from seismic source
Considering the fact that there are no results in the literature for quadratically
inhomogeneous half-plane with embedded seismic source and with free- and sub-
surface relief peculiarities, the verification of the new numerical scheme is done
by test examples for homogeneous case, using the codes developed for inhomoge-
neous material, but working with zero inhomogeneous coefficient, i.e. b = 0 [100].
Solution of wave propagation from a seismic source located at a point along the
traction-free surface is given in Lamb [101]. The Lamb’s analytical solution can be
found in Achenbach [43]. The first test example concerns scenario of the Lamb’s
problem, see Fig.3.14, where it considers the wave field along the free surface of
elastic homogeneous half-plane due to out of plane time-harmonic line seismic
load acting at a point on the free-surface. Graphically this solution is illustrated
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Figure 3.14: Comparison with Lamb’s solution
in Yeh et al. [102]. Fig.3.14a,b presents real and imaginary parts of the nor-
malized free surface displacement for fixed wave number k = (ω
√
%0/µ0) = pi/2
of time-harmonic seismic source located at the point (0, 0) along the free surface
of a homogeneous half-plane. Comparison is conducted between results obtained
by two different computational tools: (a) analytical solution for homogeneous
half-plane expressed by Eqn.(3.16). The corresponding solution for quadratically
inhomogeneous case at zero value of the inhomogeneous coefficient b = 0 recovers
the solution presented by Eqn.(3.16); (b) numerical solution by direct BEM based
on the elastodynamic fundamental solution for the full plane with the mesh along
free surface consisting of 30 quadratic boundary elements. Fig.3.14 demonstrates
that both solutions are indistinguishable. With this test example the BEM code
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based on the fundamental solution is validated and it is applied further below
for a half-plane with a relief, considering the fact that there is no published test
example for homogeneous half-plane with surface relief under wave radiating from
seismic source.
The second test example considers the wave field in an elastic homogeneous
half-plane with material properties µ0 = 123·107Pa, %0 = 1850N/m2 containing
a semi-circle canyon with radius a and subjected to waves radiating from an em-
bedded at point x0(0,-5a) time-harmonic seismic source. This problem is solved
by two different BEM codes using fundamental solution and Green’s function cor-
respondingly. Fig.3.15a-e compares solutions for displacement amplitudes along
the free surface of the half-plane at different values of the non-dimensional fre-
quency η=2a/λ. Fig.3.15 demonstrates the high accuracy of both solutions. The
used BEM mesh consists of 24 along Scan and 108 along S2 constant boundary ele-
ments when employ fundamental solution against 14 along Scan constant boundary
elements when employ Green’s function.
The third test example compares again BEM results obtained via fundamental
solution and Green’s function for the problem presented in Fig.3.16. It considers
elastic homogeneous half-plane without free surface but containing a circular cavity
with radius a and center coordinates (0,-5a) subjected to waves radiated from an
embedded at point x0(0,-5a) seismic source with a prescribed frequency η = 0.25.
Both solutions are fully covered. The used BEM mesh consists of 22 along Scav and
140 along S2 constant boundary elements when use fundamental solution against
22 along Scav constant boundary elements when use Green’s function.
The verification results presented in Fig.3.2-3.16 show that the developed nu-
merical scheme and accompanied created software work with high accuracy and
a further simulation study can be conducted. In all considered above numerical
examples is evident that the non-conventional BEM proposed here is an efficient
strong mesh reducing technique comparing with the conventional BEM technique.
3.4 Parametric study
The aim of this section is to demonstrate the potential of the non-conventional
BEM to study wave propagation phenomena in complex geological profiles ac-
counting for all three components of the problem (source–wave path inhomogeneity
and heterogeneity–subsurface geology). The sensitivity of the seismic field to the
following key factors is revealed: (a) inhomogeneity in terms of quadratic variation
of material properties, (b) type (incident or concentrated load) and characteristics
(frequency, wave length, incident angle) of the applied load, (c) geometry of the
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Figure 3.15: Displacement amplitude along the free surface of elastic homoge-
neous half-plane with a semi-circle canyon with radius a subjected to waves ra-
diating from an embedded time-harmonic seismic source with non-dimensional
frequency η at point (0, -5a): (a) η = 0.25; (b) η = 0.50; (c) η = 0.75; (d)
η = 1.0; (e) η = 2.0
free-surface relief and (d) geological media heterogeneity: existence of cavities or
tunnels [95, 103, 104].
First, results for the case when the seismic excitation is presented by incident
time-harmonic SH-wave are presented in Fig.3.17-3.24. Note here that for the
illustration of the results the inhomogeneity parameter b is presented while all
simulations are conducted considering the normalized inhomogeneity parameter
defined as β = −b/2a, where a is the characteristic size of the free- or sub-surface
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Figure 3.16: Displacement amplitude along the free surface of elastic homo-
geneous half-plane with an embedded circle cavity subjected to waves radiating
from an embedded time-harmonic seismic source located at point (0, -5a) with
non-dimensional frequency η = 0.25
relief. The influence of the material inhomogeneity on the seismic wave field along
the free surface of the half-plane can be seen in Fig.3.17 for a circular canyon
and in Fig.3.18 for a triangle canyon. Observe that the seismic signal depends
strongly on the magnitude of the material gradient and this effect is sensitive to
the frequency of the propagating SH-wave. For instance, in Fig.3.17b, at non-
dimensional frequency η = 0.75 the percentage difference between displacement
amplitudes for homogeneous case (b=0) and for inhomogeneous case b = −2.5 is
approximately 70% at site x/a=±1.0. For η = 0.75, with increasing the inhomo-
geneity magnitude, the displacement amplitude also increases, while for frequency
η = 0.25 (Fig.3.17a) with increasing the inhomogeneity magnitude the displace-
ment amplitude decreases. The combination of material inhomogeneity with the
type of the free surface relief can modify significantly the shape of the seismic
signal computed at the free surface (compare Fig.3.17 with Fig.3.18). In general,
the shape of the overall seismic signal keeps one and the same, only the site effects
with increasing the inhomogeneity magnitude are amplified for some frequency
values or de-amplified for other frequency values.
Furthermore, the strong influence of the geometrical shape on the seismic field
can be seen in Fig.3.19 and 3.20 where the shape of the cavity is horizontally
or vertically elongated semi-elliptic, respectively. The ratios of semi-axes in the
case of horizontally and vertically elongated semi-elliptic canyons are 2 and 1/2,
respectively. It is obvious that all three factors, the ratio a/λ, material gradient
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(a) (b)
(c)
Figure 3.17: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a semi-circle canyon with radius a. The
frequency of normal incident SH-wave is: (a) η = 0.25; (b) η = 0.75; (c) η = 1.25
and geometrical shape of the free surface canyon play together and as a result a
complex wave field picture is obtained. The seismic signal changes its form, fre-
quency behavior and amplification when the free surface relief varies from circular
canyon (Fig.3.17) to horizontally elongated canyon (Fig.3.19) or to vertically elon-
gated canyon (Fig.3.20). The characteristic behavior of the seismic field near the
corners of the canyon (at point x =a, where a is the size of the smaller semi-axes)
is demonstrated in Fig.3.20. Such type of pictures can be effectively used to iden-
tify the shape and size of the free surface relief. Moreover, the sensitivity of the
seismic field to the direction of the SH-wave propagation for different values of fre-
quency and magnitude of material gradient is shown in Figs.3.21-3.23. The wave
picture differs significantly for different incident angles of the propagating wave.
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(a) (b)
(c)
Figure 3.18: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a triangle canyon with radius a. The fre-
quency of normal incident SH-wave is: (a) η = 0.25; (b) η = 0.75; (c) η = 1.25
As expected for higher values of frequency the displacement amplitude has a more
oscillating behavior. Additionally the presence of an embedded circular cavity
(with radius 0.4a) to a quadratically inhomogeneous half-plane containing a trian-
gle canyon with radius a, is plotted in Fig.3.24. The interaction between the free-
and sub- surface relief under normal SH-wave propagation influences significantly
the seismic field along the free surface. However, the effect of the inhomogeneity
in this plot is minor compared to the site effect due to this interaction.
Next, results for SH-wave propagating from an embedded seismic source are
presented in Fig.3.25-3.27. The reference data of the material characteristics are:
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(a) (b)
(c)
Figure 3.19: Displacement amplitude along the free surface of quadrati-
cally inhomogeneous half-plane containing a horizontally elongated semi-elliptic
canyon with radius a. The frequency of normal incident SH-wave is: (a)
η = 0.25; (b) η = 0.75; (c) η = 1.25
µo = 1.23 · 109 Pa, ρo = 1.85 · 103kg/m3 and the magnitude of the applied con-
centrated force is f03 = 10
9N . Two locations of the seismic source are considered:
x0A(0, -5a) and x0B(-5a, 0), where a is the characteristic size of the canyon. The
great importance of the position of the seismic source on the seismic field is shown
in Fig.3.25 and Fig.3.26, where the picture of the wave field is symmetric and non-
symmetric, with stronger site effects in the zone of source locations, respectively.
As can be seen the material gradient effect is more pronounced when the seismic
source is located at point (0, -5a) compared with the seismic field obtained for
seismic source at point (-5a, 0). Figure 3.27 depicts the strong site effects due to
the combined effects of sub- and free-surface relief, material gradient and seismic
source location.
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(a) (b)
(c)
Figure 3.20: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a vertically elongated semi-elliptic canyon
with radius a. The frequency of normal incident SH-wave is: (a) η = 0.25; (b)
η = 0.75; (c) η = 1.25
3.5 Seismic signal synthesis
The developed here numerical tool has the potential to generate seismic signals
in complex geological profiles since it describes efficiently all three components of
the Earth system: seismic source, inhomogeneous and heterogeneous wave path
and the local geological region of interest. The recovery of transient signals is
accomplished by first solving the BVP in the frequency domain, in which case
the Fast Fourier Transform (FFT) is applied to the time history signal. This
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(a) (b)
Figure 3.21: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a semi-circle canyon with radius a. In-
cident SH-wave propagates with normalized frequency η = 0.25 and incident
angle θ: (a) pi/6; (b) pi/3
(a) (b)
Figure 3.22: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a semi-circle canyon with radius a. Inci-
dent SH-wave propagates with normalized frequency η = 2 and incident angle
θ: (a) pi/6; (b) pi/3
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(a) (b)
Figure 3.23: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a semi-circle canyon with radius a. Inci-
dent SH-wave propagates with normalized frequency η = 4 and incident angle
θ: (a) pi/6; (b) pi/3
(a) (b)
Figure 3.24: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a triangle canyon with radius a and an
embedded circular cavity with radius 0.4a. The frequency of normal incident
SH-wave is: (a) η = 0.25; (b) η = 1.25
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(a) (b)
Figure 3.25: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a semi-circular canyon with radius a sub-
jected to waves radiating from a seismic source located at point (0, -5a) with
non-dimensional frequency: (a) η = 0.25; (b) η = 1.25
(a) (b)
Figure 3.26: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a semi-circular canyon with radius a sub-
jected to waves radiating from a seismic source located at point (5a, 0) with
non-dimensional frequency: (a) η = 0.25; (b) η = 1.25
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(a) (b)
Figure 3.27: Displacement amplitude along the free surface of quadratically
inhomogeneous half-plane containing a triangle canyon with radius a and an
embedded circular cavity with radius 0.4a, subjected to waves radiating from
a seismic source located at point (0, -5a) with non-dimensional frequency: (a)
η = 0.25; (b) η = 1.25
is followed by application of the BEM so as to generate a spectrum comprising
kinematic field values at discrete frequencies. Finally, the IFFT is applied to the
frequency domain solution to recover displacements, velocities and accelerations
in the time-domain.
First numerical example, that serves also to demonstrate the verification of
the presented here numerical tool, consists of elastic half-plane with semi-circular
canyon subjected to incident normal transient SH wave with time function f(t). In
Figure 3.28 the form of the time function and its Fourier spectrum are plotted. An
excellent comparison is shown in Figure 3.29a between solutions for homogeneous
half-plane (b = 0) obtained by two different BEM techniques for displacement
in time domain at receiver point 1 (edge of the canyon) and at receiver point 2
(bottom of the canyon). The developed here BEM based on Green’s function for
quadratically inhomogenous in depth half-plane is validated with the conventional
BEM based on the elastodynamic fundamental solution for results in time domain.
Next, synthetic seismograms are plotted in Figure 3.29b obtained only by BEM
based on Green’s function at two different receiver points along the canyon for
several values of inhomogeneity magnitude b.
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Results from transient seismic source are shown in Figures 3.30 and 3.31, where
the seismic excitation is a vertically, planar Gabor pulse described by the following
equation:
f(t) = exp(−α)cos(ωp(t− ts) + χ); α = ωp(t− ts)/γ)2 (3.18)
The following numerical values are assigned to the parameters appearing in the
above equation: fp = ωp/2pi = 0.23; χ = 0; ts = 0.25sec; γ = 0.15. The geological
domain consists of homogeneous half-plane containing: (a) free surface relief pre-
sented by an elliptic canyon with prescribed ratio κ = (b1/a)=1.5, where a=50m
and b1 = κa are the semi-axes (Fig.3.30a) and (b) free surface relief presented
by an elliptic canyon with prescribed ratio κ = (b1/a)=1.5 plus a sub-surface re-
lief as a circular cavity with radius r = 20m and center coordinates (100,−35)
(Fig.3.30a). Reference data for the material characteristics are µo = 10
9 Pa and
ρo = 2.5·103kg/m3 and the source is located at point (0, 2a). Normalized displace-
ment seismograms and response spectra are presented in Fig.3.30c and Fig.3.31
respectively, for two different receiver sites along the canyon. The normalization is
done by the maximum response value at the surface of the homogeneous half-plane
without free and sub surface relief and the same material properties and load.
All synthetic seismic signals presented here reveal the sensitivity of the seismic
response to the material inhomogeneity of the wave path, to the type of the seis-
mic load, to the location of the seismic source and to the existence of any relief
peculiarities of arbitrary shape in the geological region. Site effects have a signif-
icant influence on the ground motions recorded along the free surface in terms of
resonance frequencies and amplification levels.
Figure 3.28: Time function: a) input signal f(t); (b) Continuous Fourier
transform of f(t).
3.6 Conclusions
2D out of plane wave propagation problem is solved for quadratically inhomo-
geneous in depth half-plane with free- or/and sub-surface relief due to plane
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(a)
(b)
Figure 3.29: Synthetic seismograms at point 1 (canyon’s edge) and point 2
(canyon’s bottom) (a) for a homogeneous half-plane and (b) for an quadratically
inhomogeneous half-plane, with semi-circle canyon due to normal SH waves with
time-function f(t)
Figure 3.30: Geometry of the problem Case (a) and Case (b); (c) normalized
displacement seismograms for receiver sites Aright (right rim of the canyon) and
B (bottom of the canyon) in the homogeneous half-plane with an elliptic canyon
under normalized Gabor pulse
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(a)
(b)
Figure 3.31: Normalized displacement response spectra for: (a) receiver sites
Aright (right rim of the canyon) and B (bottom of the canyon) in the homoge-
neous half-plane with elliptic canyon and (b) receiver sites Aright (right rim of
the canyon), Aleft (left rim of the canyon) and B (bottom of the canyon) in the
homogeneous half-plane with elliptic canyon and circular cavity
time-harmonic or transient SH-waves or waves generated from an embedded time-
harmonic or transient seismic source. BEM appropriate to deal with this problem
is proposed, validated and applied for several geological configurations and seis-
mic scenarios. The obtained results reveal convincingly the potential of the BEM
based on Green’s function to study efficiently this problem due to many advan-
tages compared to other techniques, namely: (a) reduction of the problem dimen-
sionality because the discretization is applied only along the existing boundaries
(free- and sub-surface relief) without the need to discretize additionally the free-
surface as in conventional BEM or the whole domain area as in FEM; (b) direct
modeling of inhomogeneity through the use of Green’s function for quadratically
inhomogeneous half-plane; (c) the mathematical form of the Green’s function is
not complex and there is no problem to be inserted in the BEM software; (d) the
Green’s function satisfies the Sommerfeld radiation condition and thus infinitely
extended boundaries are automatically incorporated; (e) the method is based on
the Green’s function for the inhomogeneous half-plane and thus it can be consid-
ered as semi-analytical approach.
Chapter 4
BEM for geological media with
variable velocity profile
The present chapter concerns the development and verification of a novel type of
BEM that employs a closed form fundamental solution for continuously inhomoge-
neous media with variable wave velocity profile. More specifically, the geological
medium possesses a variable velocity profile assuming both a depth-dependent
shear modulus and material density. In addition the geological region contains
either parallel or nonparallel graded layers, surface relief, and buried cavities and
tunnels. The present chapter is structured as follows: Statement of the prob-
lem; BEM formulation; Verification and parametric study. The developed BEM
numerical implementation is successfully verified and then a series of parametric
studies are conducted and numerical results are generated in the form of synthetic
signals in complex geological media. The proposed approach allows to investi-
gate the influence of the material gradient and the wave velocity, the presence of
graded layers, multiple canyons and cavities of different number, shape and loca-
tion and the frequency content of the incoming signal on the seismic response of
an inhomogeneous and heterogeneous geological medium.
4.1 Statement of the problem
Consider time-harmonic elastic waves in a viscoelastic half-plane comprising N
stratified layers Ωn (n=0, 1, 2. . .N) with non-parallel boundaries Λn of arbitrary
shape extending to infinity. The geometry of the problem is presented in Fig.4.1.
As can be seen the top layer ΩN is bounded by the free surface ΛN , with relief in the
form of a canyon (boundary Scanyon), plus a buried cavity (boundary Scav). It is
assumed that each layer Ωn is continuously inhomogeneous along the vertical axis,
with a shear modulus µ(x2) and a density %n(x2), yielding a shear wave velocity
CSn(x2) that is also position-dependent. Thus, the geological region has a wave
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velocity profile CS(x2) = ∪Nn=1CSn(x2);x2∈Ωn. The upper and lower boundary
of each finite-thickness layer Ωn is denoted by Λn and Λn−1., respectively. Next,
ratio cn = C
bottom(Λn−1)
Sn /C
top(Λn)
Sn is defined for the velocities at bottom and top
of the layer Ωn. The boundaries for the deepest layer Ω1 are denoted as Λ1 and
Λ0, where the latter boundary is the interface between Ω1 and the underlying
homogeneous half-space Ω0, with constant material properties µ0, %0. Finally, the
dynamic loads comprise either (a) an incident time-harmonic SH wave tracing an
incident angle θ with respect to axis Ox1 or (b) waves generated by an embedded
seismic line source x0(x01, x02)∈Ω0.
Figure 4.1: Geological region with graded layers, surface topography and
buried inclusions
Since anti-plane strain conditions are assumed to hold, the only non-zero field
quantities are the displacement u3(x, ω) and the shear stresses σi3, i=1, 2, all
dependent on position vector x = x(x1, x2) and on frequency ω. The governing
equation of motion and corresponding boundary conditions are as follows:
5 · {µk(x, ω)5u3(x, ω)} = −%k(x2)ω2u3(x, ω); x∈Ωk; k = 1, 2, ...N (4.1)
5 · {µ05u3(x, ω)} = −%0ω2u3(x, ω)− ψf03δ(x, x0); x∈Ω0 (4.2)
t3(x1, x2, ω) = σ3,j(x1, x2, ω)nj(x1, x2) = 0 for x∈S2∪Scan∪Scav (4.3)
In addition, compatibility conditions for displacements and equilibrium conditions
for tractions are satisfied along all interfaces Λn (n=0, 1, 2N), plus the Sommerfeld
radiation condition holds for waves at infinity. In the above equations, ni are the
components of the outward pointing normal vector, while ψ = 0 when seismic
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loads are represented by an incident wave and ψ = 1 when seismic loads are
waves radiating from an embedded line source placed at point x0 with magnitude
f03. Next, the summation convention over repeated indices is implied, 5 is the
gradient and (•) is the inner product. In all the above equations, shear modulus
µ is complex-valued and defined as µ = µ∗ = Re(µ∗)− iωµ¯, where the real part is
position-dependent, while µ¯ is the dissipative part evaluated from the logarithmic
decrement in amplitude δ = pi/Q = 2pi
√
ωµ¯/Re(µ∗), where Q is the dimensionless
quality factor.
A number of configurations for the model described above are now considered
in Fig.4.2, namely: (a) BVP-1 and BVP-4 describe a graded half-plane Ω1 with
velocity profile CS1(x2), containing free-surface relief along boundary Λ1 in the
form of a canyon (Scan) plus an embedded cavity (Scav); (2) BVP-2 and BVP-5,
where a graded layer Ω1 of finite depth H1 and velocity profile CS1(x2), in the
presence of a canyon, rests on bedrock that in turn is modeled as a homogeneous
half-space Ω0 with constant properties µ0 and %0; (3) BVP-3 and BVP-6 describe
two finite-depth graded layers Ω1 and Ω2 with thickness Hi (i=1, 2), as well as a
canyon, and this layered system rests on bedrock (i.e., the previously mentioned
homogeneous half-space Ω0). The velocity profiles in layers Ω1 and Ω2 are denoted
as CS1(x2) and CS2(x2), respectively. Finally, for BVP-1, 2, 3 the dynamic loading
is an incident SH wave, while for BVP-4, 5, 6 is expressed by time-harmonic waves
generated from a seismic source embedded in bedrock.
Variable wave velocity profile
The particular depth profiles of shear modulus, density and wave speed follow the
inhomogeneous model proposed in Karakostas and Manolis [72], where the fun-
damental solution of equation of motion Eqn.(4.1) was analytically derived based
on earlier work by Manolis and Shaw [41, 42]. Short description of the derivation
steps is given in section 4.2.1. The acceptable material parameter profiles are given
in [41]. In what follows, the material profiles are recovered by imposing the con-
dition that the wave number k∞ depends on the value of the stiffness and density
at large depth (x2 →∞), where the material attains a homogeneous structure:
µ1/2(x2) = (µ
∞)1/2 +H1exp(−γx2) +H2exp(ik∞x2)
%(x2) = (
1
ω )
2µ1/2
[
(k∞)2µ∞)1/2 + (k0)2µ0)1/2 − (k∞)2(µ∞)1/2exp(−γx2)
]
(4.4)
where
H1 =
(
(k0)2(µ0)1/2−(k∞)2(µ∞)1/2
)
γ2+(k∞)2
H2 = (µ
0)1/2 − (µ∞)1/2 −
(
(k0)2(µ0)1/2−(k∞)2(µ∞)1/2
)
γ2+(k∞)2
(4.5)
Note that C0S =
√
µ0/%0 and k0 = ω/C0S respectively are the wave velocity and
wave number at the free surface x2 = 0, while C
∞
S =
√
µ∞/%∞ and k∞ = ω/C∞S
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(BVP 1) (BVP 2)
(BVP 3) (BVP 4)
(BVP 5) (BVP 6)
Figure 4.2: Six geological deposit configurations: (BVP-1) a single inhomo-
geneous layer under SH incident waves; (BVP-2) a single inhomogeneous layer
on bedrock under SH incident waves; (BVP-3) two inhomogeneous layers on
bedrock under SH incident waves; (BVP-4) a single inhomogeneous layer under
waves radiated from a seismic source; (BVP-5) a single inhomogeneous layer on
bedrock under waves radiated from a seismic source (BVP-6) two inhomoge-
neous layers on bedrock under waves radiated from a seismic source
are their counterparts at great depth x2 = ∞. Coefficient γ is a small number
taken as equal to 0.1 here so as to recover a smooth wave speed profile with depth,
i.e., CS(x2) =
√
µ(x2)/%(x2). Note that the wave number k is complex-valued
since the material is viscoelastic. Thus, there are two mechanisms to account for
wave dispersion phenomena, namely non-elastic material behaviour and position-
dependent material properties.
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Free-field motion
When seismic loads are modeled as incoming SH waves, then the total wave field
is a superposition of the free-field motion (uff3 , t
ff
3 ) plus the scattered wave field
(usc3 , t
sc
3 ) from both the material inhomogeneity plus from existing heterogeneities
such as layering, free-surface relief, buried structures, etc. Thus,
u3(x, t) = u
ff
3 (x, t) + u
sc
3 (x, t); t3(x, t) = t
ff
3 (x, t) + t
sc
3 (x, t) (4.6)
The free-field motion when we solve the BVP-1 (Fig.4.2) describes wave propaga-
tion in a continuously inhomogeneous half-plane with position-dependent material
characteristics and without any type of heterogeneities as free or sub-surface re-
lief. The free field motion in this case is computed numerically via boundary
integral equations along the flat free surface with respect to uff3 . The quantities
for (uff3 , t
ff
3 ) at any receiver point in the half-plane can be computed by the usage
of well-known integral representation formulas. In the presence of layered structure
(e.g., BVP-2, 3 of Fig.4.2), the free field motion is the wave field in a homogeneous
half-plane with constants µ0 and %0 and without any heterogeneities. In this case,
the displacement uff3 are known (see [43]):
uff3 (x) = U30[e
−ik(x1cosθ+x2sinθ) + e−ik(x1cosθ−x2sinθ)] (4.7)
In the above, U30 is the unit displacement amplitude, k = ω/C
bed
S the wave number
and CbedS =
√
µ0/%0 is the velocity, while the corresponding traction field is t
ff
3 =
σffi3 ni, σ
ff
i3 = µ0u
ff
3,i . In addition, the following boundary conditions along the
interface boundary Λ0 between the bottom soil layer Ω1 and the seismic bed Ω0
must be satisfied:
t
ff(0)
3 + t
sc(0)
3 = t
(0)
3 = −t(1)3 ; uff(0)3 + usc(0)3 = u(0)3 = u(1)3 ; for (x1, x2) ∈ Λ0
(4.8)
In the above, the pairs (u
(0)
3 , t
(0)
3 ) and (u
(1)
3 , t
(1)
3 ) are total displacements and trac-
tions at boundary Λ0 in region Ω0 and in the layer Ω1, respectively. The total
displacement u
(0)
3 and traction t
(0)
3 , plus the free field traction t
ff(0)
3 and the free
field displacement t
ff(0)
3 , are all determined for region Ω0. Finally, in the interior
of the layers, the scattered and total wave fields are equal.
4.2 BEM formulation
The aforementioned family of BVPs is reformulated via boundary integral equa-
tions (BIE) using Betti’s reciprocal theorem [23] in conjunction with the new type
of fundamental solution for continuously inhomogeneous media with variable wave
velocity profile. In what follows, BVPs 1-6 (see Fig.4.2) outlined in the previous
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section are all discussed separately and the problem is classified into two cate-
gories in respect to the type of the seismic excitation: (a) Incident SH-wave and
(b) SH-wave radiating from an embedded seismic source.
(a) Incident SH-wave
- BVP-1
The BIE is written in terms of the scattered wave field as follows:
cusc3 (x, ω) =
∫
Γ
U∗3 (x, y, ω)t
sc
3 (y, ω)dΓ−
∫
Γ
P ∗3 (x, y, ω)u
sc
3 (y, ω)dΓ;
x ∈ Γ = S2∪Scan∪Scav
(4.9)
In the above, x, y are source and field points, respectively, c is the jump term, U∗3
is the fundamental solution of Eqn.(4.1), while P ∗3 (x, y, ω) = µ(x2)U
∗
3,ini(x) is the
corresponding traction fundamental solution. Taking into account Eqn.(4.6) and
the traction-free boundary conditions, Eqn.(4.3), the above BIE can be written
for the total wave field u3 as
c
(
u3(x, ω)− uff3 (x, ω)
)
= −
∫
Γ
U∗3 (x, y, ω)t
ff
3 (y, ω)dΓ
−
∫
Γ
P ∗3 (x, y, ω)
(
u3(x, ω)− uff3 (x, ω)
)
dΓ;
x ∈ Γ = S2∪Scan∪Scav
(4.10)
The free-field wave motion appearing above is computed numerically, as described
in the previous section.
- BVP-2 and BVP-3
The BIE is written for any continuously inhomogeneous layers as follows:
cui3(x, ω) =
∫
SΩi
U
∗(i)
3 (x, y, ω)t
i
3(y, ω)dSΩi −
∫
SΩi
P
∗(i)
3 (x, y, ω)u
i
3(y, ω)dSΩi ;
x∈SΩi
(4.11)
Index i=1 for BVP-2 and i=1, 2 for BVP-3, while any surface is denoted by
SΩi = Λi−1 ∪ Λi. Note that inside the continuously inhomogeneous layers we
have that usc3 = u3 and t
sc
3 = t3. In the case of N layers the above equation is
generalized for i=1, 2. . .N. For semi-infinite domain Ω0 with boundary Λ0, the
BIE formulation is as follows:
c
(
u
(0)
3 (y, ω)− uff3 (y, ω)
)
= −
∫
Λ0
U∗3 (x, y, ω)
(
t
(0)
3 (y, ω)− tff3 (y, ω)
)
dΛ0
−
∫
Γ
P
∗(0)
3 (x, y, ω)
(
u
(0)
3 (y, ω)− uff3 (y, ω)
)
dΛ0;
(4.12)
Here, the boundary condition given in Eq.4.8 is satisfied along the interface Λ0
between the last soil layer Ω1 and the elastic half-space (i.e., the seismic bed).
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(b) SH-wave radiating from embedded seismic source
- BVP-4
Consider elastic waves emanating from a seismic source embedded at point (x01, x02).
The BIE formulation for the total wave field is as follows:
cu3(x, ω) =
∫
Γ
U∗3 (x, y, ω)t3(y, ω)dΓ−
∫
Γ
P ∗3 (x, y, ω)u3(y, ω)dΓ + f03U
∗
3 (x, x0, ω);
x ∈ Γ = S2∪Scan∪Scav
(4.13)
- BVP-5 and BVP-6
The BIE formulation for continuously inhomogeneous layers is the same as Eqn.(4.11),
while the corresponding formulation for a homogeneous semi-infinite domain Ω0
with a single boundary Λ0 is as follows:
cu3(x, ω) =
∫
Λ0
U∗3 (x, y, ω)t3(y, ω)dΓ−
∫
Λ0
P ∗3 (x, y, ω)u3(y, ω)dΓ + f03U
∗
3 (x, x0, ω);
x ∈ Λ0
(4.14)
The numerical procedure followed here proceeds with discretization of all bound-
aries using simple ”constant” type boundary elements (BE), and impose nodal
collocation on Eqs.4.9-4.14. Thus, the following matrix equation system is formed
for a given BVP, which can be used to solve all unknowns in terms of prescribed
boundary conditions:
[G]t− [H]u = 0 (4.15)
The above system matrices G and H are the influence matrices that result from
numerical integration using Gaussian quadrature of surface integrals containing
the products of fundamental solutions and interpolation functions used for ap-
proximation of the field variables. They are fully populated matrices of size NxN ,
where N is the total number of nodes used in the discretization of all surfaces and
interfaces, while vectors u and t now contain the nodal values of displacements
and tractions at all boundaries.
Note that the displacement and traction fundamental solutions for the inhomo-
geneous model considered here exhibit the same singular behavior as those for the
homogeneous case. By keeping in mind the asymptotic behavior of the frequency
dependent fundamental solutions for small arguments, two types of singular inte-
grals appear:
1.
∫
S
U∗3 (x, y, ω)t3(y, ω)dS with a weak singularity of order O(lnr) and
2.
∫
S
P ∗3 (x, y, ω)u3(y, ω)dS with a strong singularity of order O(1/r)
where r is the distance between source and receiver points. When using constant-
type BE, Hoelder continuity conditions are satisfied at all collocation points along
Chapter 4. BEM for geological media with variable velocity profile 61
smooth boundaries, so the singular integrals are of the Cauchy Principal Value
type. Following the aforementioned computational steps of surface discretization,
nodal collocation, evaluation of all surface integrals by numerical quadrature and
imposition of the boundary conditions, a linear system of algebraic equations is
obtained with respect to all unknowns of the BVP in question. Finally, the BEM
numerical implementation is programmed using the Matlab [94] software code.
4.2.1 Fundamental solution for inhomogeneous media with
variable wave velocity profile
The developed here BEM formulation employs a novel type of analytically derived
fundamental solution proposed by Manolis and Shaw [41, 42]. As usual, the fun-
damental solution is a solution of the equation of motion (Eq.4.1) under a point
load (with Dirac delta function δ(x− ξ) in the right-hand-side). The methodology
is based on an appropriate algebraic transformation of the displacement vector of
the type u3(x, ω) = µ
−1/2(x, ω)U3(x, ω), which also modifies the right-hand-side
of the equation of motion as µ−1/2(x, ω)δ(x− ξ), where x, ξ is the source-receiver
pair. This procedure results in a reduction of the original equation of motion with
variable coefficients to one with constant coefficients with respect to the trans-
formed displacement vector. Solution of the latter type of equations defined for
an ”equivalent” homogeneous medium are readily available, see Dominguez [23]:
U∗hom3 (R,ω) =
1
2piµ(x2→∞)K0
(
iωR
Cs(x2→∞)
)
;
R = sqrt(x1 − ξ1)2 + (x2 − ξ2)2
(4.16)
where, K0 is the modified Bessel function of second kind and zero order. Thus,
the fundamental solution of Eq.4.1 attains the following form:
u∗3(x, ξ, ω) = µ(x2 →∞)µ−1/2(x2)µ−1/2(ξ2)U∗hom3 (R,ω) (4.17)
The above form is conditional on the shear modulus and the density satisfying the
following constraint equation, which dictates acceptable depth profiles for material
parameters µ(x2), %(x2):
1
4µ
−1
(
dµ
dx2
)2
− 12 d
2µ
dx22
+ ω2% = µk2 (4.18)
The rather simple structure of Eq.4.17 indicates that the solution for an ”equiv-
alent” homogeneous medium is being scaled by the inverse of the square root of
the shear modulus at both source and receiver locations.
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4.3 Verification
Necessary first step consists of the validation procedure on the accuracy and con-
vergence characteristics of the present BEM implementation. To this end, three
test examples are conducted for which analytical and/or numerical solutions can
be found in the literature. Given that, no results are currently available for the
types of continuously inhomogeneous deposits depicted by the six BVP formulated
above, the proposed methodology is verified by tests examples for homogeneous
case. In particular, the velocity profiles used for inhomogeneous materials in the
comparison studies is constant, i.e., c = CbottomS /C
top
S = 1, for wave velocities at
the top and bottom of a soil layer.
As first test example here is considered half-plane with a semi-circle canyon of
radius a subjected to time-harmonic SH waves of normal incidence, see Fig.4.3 for
two variations of this BVP. The first is the same as the original BVP-1 in Fig.4.2,
but for the homogeneous half-plane with material constants µ0 = 123·107Pa and
%0 = 1850kg/m
3. Likewise, the second is essentially BVP-2 in Fig.4.2, but for a
homogeneous finite layer of depth H1=3a with the same values of material prop-
erties as before, i.e., µ0 = 123·107Pa and %0 = 1850kg/m3. This layer rests on a
half-plane, again with material properties µ0 and %0. A non-dimensional frequency
is introduced here as η=2a/λS0, where the wave length is λS0 = (2pi/ω)
√
µ0/%0.
This test example was solved analytically by Trifunac [4]. In Fig.4.3, the surface
displacement amplitude |u3| is plotted versus normalized distance x1/a at two
fixed values of the normalized frequency, namely η = 0.25 (Fig.4.3c) and η = 1.25
(Fig.4.3d). A comparison between the two sets of results, and for both BVP, shows
that they are practically identical, irrespective of frequency.
The BEM good accuracy and fast convergence characteristics were realized by
a mesh refinement procedure that lead to 120 constant BE for BVP-1. More
specifically, 24 BE were placed along the circumference of the semi-circular canyon,
and the remaining along the free surface, split evenly and extending for a distance
L = 20a from both sides of the canyon. For BVP-2, different meshes were used
for different frequencies: (a) For η = 0.25 are used 82 BE along the free surface
and another 82 BE along the layer-seismic bed interface extending to a distance
L = 34a; (b) for η = 1.25 the number of BE went up to 219 along the free surface
and another 219 BE along the interface extending to L = 22a.
Second test example considers the same topography as the previous one, with
the difference that seismic waves are emanating from a line source of magnitude
f03 = 10
9N embedded at point x0(0,-5a), see Fig.4.4. The input data for the
two BVP examined here are also the same as before. This particular problem
was solved in Chapter 3 using two alternative BEM techniques, one employing
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(a) (b)
(c) (d)
Figure 4.3: (a) Homogeneous half-plane; (b) homogeneous layer resting on
bedrock: Displacement amplitude distribution along the free surface with a
semi-circle canyon of radius a under a normally incident SH-wave with non-
dimensional frequency (c) η = 0.25 and (d) η = 1.25
a Green’s function for a half-plane and the other the fundamental solution for
a full elastic space (i.e., basically the same approach as that used in this BEM
formulation). The comparison in Fig.4.4 is therefore between these two BEM
solutions and results are plotted for the displacement amplitude along the free
surface of elastic homogeneous half-plane with the semi-circular canyon at two
values of non-dimensional frequency η = 0.25 and η = 0.5. The BEM mesh used
here comprised 140 BE along the free surface and another 140 ones along the
interface boundary between the finite layer and the supporting half-space. The
lateral extent of this mesh is L = 20a to both left and right of the edges of the
canyon. In all cases, the results obtained here are in perfect agreement.
Equivalence of continuous and discrete model
In this section two different mechanical models, able to describe the inhomogeneous
half-plane, are compared: (a) the continuously inhomogeneous model described in
the present chapter with variable wave velocity profile and (b) the discrete model,
which uses a stack of N flat horizontal layers of total height H that are isotropic
and homogeneous with material properties µi, %i=1,2,...N. This stack rests on the
elastic half-plane (i.e., the seismic bed) with shear modulus µ0 and density %0.
The dynamic load is a normally incident SH-wave of unit amplitude. As far as the
latter model is concerned, the numerical model used is the wave number integration
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(a) (b)
(c) (d)
Figure 4.4: (a) Homogeneous half-plane; (b) homogeneous layer resting on
bedrock: Displacement amplitude distribution along the free surface with a
semi-circle canyon of radius a under waves radiating from a seismic source
embedded at point (0,-5a) with non-dimensional frequency (c) η = 0.25; (d)
η = 0.50
method (WNIM) [18] described and employed also in the previous chapter. For
the former mechanical model, it is applied BEM based on fundamental solution
for continuously inhomogeneous media developed herein. More specifically, the
material properties at the top (x2 = 0) of the continuously inhomogeneous deposit
of depth H are denoted as µ1, %1, while those at the bottom (x2 = H) as µ0, %0.
Fig.4.5 depicts both these models, as well as the resulting SH wave velocity depth
profiles for different frequencies in the interval 1−20Hz. Next, the inhomogeneity
coefficient is defined as c = CbottomS /C
top
S for both discrete and continuous models
and for a fixed value of the frequency f (in Hz). For a given value of the frequency
f , the number of layers in the discrete model is adjusted so that the same velocity
profile as is in the continuous model is reproduced. Finally, Fig.4.5 plots the
displacement amplification factors, defined as the ratio of the displacement at the
top to the displacement at the bottom, computed by both the WNIM utilizing the
discrete model and by the BEM utilizing he continuous model. Good agreement in
the results obtained for both mechanical models is observed, indicating the correct
implementation of the proposed here BEM.
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(a) (b)
(c) (d)
Figure 4.5: Comparison of the displacement amplification factor versus fre-
quency f as computed for the continuous model of BVP-2 and for the ”equiv-
alent” layered model with sufficient number N of layers yielding the above
velocity profiles as functions of depth and frequency
4.4 Parametric study
The aim of this section is to present results from several numerical simula-
tions conducted in reference to the BVPs defined in Fig.4.2, which provide some
insight on the effect of various parameters on the generation of synthetic seis-
mic signals along the free surface of complex geological deposits. These key
parameters are: (i) type and frequency of the propagating seismic wave; (ii)
material inhomogeneity magnitude, as expressed with inhomogeneity parameter
cn = C
bottom(Λn−1)
Sn /C
top(Λn)
Sn for the n-th layer of the deposit; (iii) layering with
interface boundaries of arbitrary shape; (iv) existence of free surface relief; (v)
presence of buried cavities; (vi) overall geometric configuration of the deposit, and
(vii) variability of the shear wave velocity with respect to depth and frequency of
vibration.
In all numerical examples, free surface relief is in the form of a circular cylin-
drical canyon of radius a= 10m. Either a single inhomogeneous soil layer of
depth H = 3a (Fig.4.2 BVP2, BVP5) or two soil layers (Fig.4.2 BVP3, BVP6),
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each of depth H = 1.5a is considered. The material properties have values
of µ10 = Re(µ10) − iωµ¯10 = 72·106 − iω·0.15Pa, %10=1800kgr/m3 at points
(x1∈S2, x2 = 0) for the BVPs with a single layer (Fig.4.2 BVP2, BVP5) and
µ20 = Re(µ20)iωµ¯20 = 72·106 − iω·0.15Pa, %10=1800kgr/m3, again at points
(x1∈S2, x2 = 0) for the BVPs with two layers (Fig.4.2 BVP3, BVP6). In both
cases, the layered structure rests on either a rigid or an elastic homogeneous sub-
stratum (i.e., a half-plane) with constant phase velocity CS0≡CS1(x∈Λ0). Two
sources of dynamic disturbance are considered, a normally incident SH wave or
a seismic wave radiated by a source embedded in the homogeneous semi-infinite
base at point (x01, x01). The layers above the base are continuously inhomoge-
neous with the inhomogeneity coefficient defined in the first and second layers
as c1 = CS1(x∈Λ0)/CS1(x∈Λ1); c2 = CS2(x∈Λ1)/CS2(x∈S2), respectively, see
Fig.4.2(BVP3, BVP6). In the case of a single layer (Fig.4.2 (BVP2, BVP5))
the inhomogeneity coefficient is defined as c1 = CS1(x∈Λ0)/CS1(x∈S2). Finally,
the non-dimensional frequency is defined as η=2a/λ10; λ10 = 2pi/ω·
√
µ10/%10
in the case of a single layer structure (Fig.4.2 BVP2, BVP5) and η=2a/λ20;
λ20 = 2pi/ω·
√
µ20/%20 in the case of two-layered structure (Fig.4.2 BVP3, BVP6).
The first series of numerical results present the displacement amplitude that
develops along the free surface of a single, continuously inhomogeneous layer con-
taining a semi-circular canyon, and resting over a perfectly rigid base (Figs.4.6 and
4.8) or on an elastic half-plane (Fig.4.7). The upward moving SH wave has either
a low frequency of η = 0.25 (see Figs.4.6 and 4.7) or a high one of η = 1.25 (see
Fig.4.8). The velocity profile for these solutions is a function of inhomogeneity
coefficient c1, and this profile becomes steeper as either c1 or ω (or both) increase.
The basic observations here are that (a) the presence of the canyon strongly per-
turbs the amplitude distribution in its immediate vicinity; (b) the presence of
inhomogeneity serves to counteract this effect, in the sense that for high c1 values
the displacement amplitude profile becomes smoother; (c) a high frequency con-
tent in the incoming wave changes the rather smooth amplitude distribution into
a highly irregular one; and (d) the presence of an elastic base results in a lowering
of the amplitude values by almost 50% as compared to the rigid base. In essence,
we have two mechanical phenomena occurring simultaneously, namely wave scat-
tering due to the canyon geometry and wave dispersion due to the continuous
layer inhomogeneity. Next, the influence of the presence of a buried line source
is examined in Fig.4.9, where seismic waves at a low dimensionless frequency of
η = 0.25 radiate from a point at depth (0,-4a) and from a point (4a, 0) along the
horizontal plane. The amplitude of the displacement field is more pronounced in
the former case, which resembles the vertically propagating SH-waves previously
examined, as compared to the latter case. Also, in the latter case the influence of
the canyon is more localized.
The presence of a buried circular cylindrical cavity simultaneously with a semi-
circular canyon is next examined in Fig.4.10. The radius of the cavity is smaller
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(a)
(c) (d)
Figure 4.6: Displacement amplitude along the free surface of a continuously
inhomogeneous layer containing a semi-circular canyon and resting on rigid base:
The shear wave velocity profiles are shown above and the layer is swept by a
normally incident SH wave with frequency η = 0.25
than that of the canyon and equal to r1 = 0.7a, with two cases examined: (a) the
cavity is centered at a shallow point with coordinates (2.5a, 0.95a) and (b) at a
deeper point with coordinates (5a, 0.95a). Also, the continuously inhomogeneous
deposit rests on a rigid base. Observe that the presence of subsurface discontinuity
in relatively close proximity to the free surface produces non-negligible site effects,
as can be seen by comparing Figs.4.6 and 4.10. The most striking feature is the
high amplification (e.g., near doubling) in the surface displacement amplitudes.
As before, the presence of material inhomogeneity serves to ameliorate this effect
by smoothening the displacement distribution to values not much different from
that of the incoming SH-wave, i.e., little amplification is observed. Furthermore,
the cavity depth seems to have a rather minor influence on the surface amplitude
spatial distribution in the present investigated case.
Next the two layer profile case is examined, as shown in Figs.4.11-4.13. At first,
it is plotted the free surface displacement amplitude for this deposit resting on rigid
base, and in the presence of a semi-circular canyon. The thickness of each layer is
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(a)
(b)
Figure 4.7: Displacement amplitude along the free surface of continuously
inhomogeneous layer containing a semi-circular canyon and resting on an elastic
base: The shear wave velocity profile was shown in the previous figure and the
layer is swept by a normally incident SH wave with dimensionless frequency
η = 0.25
H = 1.5a, so that the entire deposit thickness is the same as that in Fig.4.6. The
dynamic input is a normally incident SH wave at a dimensionless frequency of η =
0.25. In Fig.4.11 three different inhomogeneity combinations are investigated for
the two layers by specifying the following values to the inhomogeneity coefficients:
(a) c1 = 2; c2 = 4; (b) c1 = 4; c2 = 2; and (c) c1 = 2; c2 = 0.4. These combinations
result in increasing (case a) or decreasing (cases b, c) velocity profiles with depth,
and in each case lead to markedly different response. The first case produces very
high amplification, nearly triple the amount observed in Fig.4.6. The softening
layers produce a nearly flat amplitude distribution, thus rendering the presence of
the canyon practically irrelevant.
A more complete picture for the two-layer deposit previously described emerges
in Figs.4.12 and 4.13, where the frequency variation is introduced in the results
plotted for the free surface displacement amplitude. More specifically, the former
figure is for the stiffening deposit with depth, case (a) with c1 = 2; c2 = 4 and the
latter one for the softening deposit, case (b) with c1 = 4; c2 = 2. Observe high
amplification values in all cases, the difference being that in the former case, they
occur across the entire frequency range with factors ranging from 6 − 8. In the
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(a)
(b)
Figure 4.8: Displacement amplitude along the free surface of continuously
inhomogeneous layer containing a semi-circular canyon and resting on rigid base:
The shear wave velocity profile is shown above and the layer is swept by a
normally incident SH wave with dimensionless frequency η = 1.25
latter case, these occur at low frequencies with amplification factors well in excess
of 12, but dropping fast to 6 or less.
Figure 4.14 examines the influence of non-horizontal interfaces within the lay-
ered deposit that comprises two layers resting on bedrock and in the presence of
a canyon. More specifically, the configuration (a) with c1 = 2; c2 = 4 is consid-
ered that corresponds to a stiffening wave velocity profile. The curved interface
geometry has dimensions comparable to the canyon radius, in the sense that the
peaks and troughs are of height 0.35a, while the width of a specific curve is 2a.
This type of deposit is subjected to a normally incident SH wave and results are
for the free surface displacement amplitude as a function of normalized frequency
η. A comparison between Figs.4.12 and 4.14 reveals that the influence of non-flat
interfaces is not that important, although noticeable: slightly higher amplification
values are noticed on the free surface of the deposit across the frequency range
examined herein.
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(a)
(b) (c)
Figure 4.9: Displacement amplitude along the free surface of a continuously
inhomogeneous layer with a semi-circular canyon and resting on rigid base: The
input are seismic waves at dimensionless frequency η = 0.25 emanating from an
embedded source located at points: (b) (0,-4a); (c) (4a,0)
Finally, Fig.4.15 plots transient seismic signals at the free surface and more
specifically at both bottom and rim of the semi-circular canyon in a two-layer
deposit resting on a rigid base. Consider the layer configuration that corresponds
to a stiffening wave velocity profile with depth, i.e., case (a) with c1 = 2; c2 = 4.
Also, both a horizontal and a curved boundary Λ1 between the two layers is
considered. The input is a normally incident Gabor pulse. Detailed description
of the Gabor pulse and the input parameter are given in Chapter 3, Eq.(3.18).
The solution for recovery of transient signals is accomplished by following the
well-known numerical procedure as mentioned in the previous chapter. First Fast
Fourier Transform (FFT) is applied to the governing equations of motion and the
corresponding BVP in frequency domain is solved by BEM based on the frequency
dependent fundamental solution for discrete values of frequencies. Finally, the
inverse FFT is applied to the frequency domain solution to recover displacements,
velocities and accelerations in the time-domain. Returning to Fig.4.15, observe
that the Gabor pulse (whose frequency content is nearly white noise), at the free
surface is hugely magnified due to the combination of complex geological deposit
topography and material inhomogeneity, leading to wave dispersion phenomenon.
More specifically, the aforementioned amplification effect registers values of over
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(a)
(b) (c)
Figure 4.10: Displacement amplitude along the free surface of the continuously
inhomogeneous layer resting on rigid base in the presence of both a semi-circular
canyon and a circular cavity: SH waves with normal incidence and dimensionless
frequency η = 0.25. The cavity radius is r1 = 0.7a and centered at a point with
coordinates (a) (5a, 0.95a); (b) (2.5a, 0.95a)
3 at the canyon bottom and of about 6 at the canyon rim, both occurring at a
time interval comparable to the total duration of the Gabor pulse, i.e., 0.5sec.
As previously mentioned, the presence of curved instead of flat layer interface
boundaries is of secondary importance.
4.5 Conclusions
Seismically induced wave motion in complex geological media comprising graded,
non-parallel layers with different types of buried heterogeneities, plus the pres-
ence of free-surface relief is investigated. Numerical solution is accomplished by
means of a new developed BEM defined in the frequency domain. The novelty
of the proposed method lies in the use of a novel type fundamental solution for
wave propagation in a continuum whose material properties vary continuously
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(a)
(b)
Figure 4.11: Displacement amplitude along the free surface of a two layer
deposit containing a semi-circular canyon and resting on rigid base, under a
normally incident SH wave with frequency η = 0.25. Results are plotted for
different amounts of layer inhomogeneity
with depth, resulting in a wave velocity that is position-dependent. More specif-
ically, direct modeling of inhomogeneity in term of soil velocity profile variation
is achieved. Source code for the proposed BEM implementation is produced and
its accuracy is verified against a series of benchmark-type problems appearing
in the literature. From the numerical simulation results, the followings can be
stated: (i) the magnitude of the material inhomogeneity and the resulting wave
velocity variation with depth in a geological deposit, in combination with geomet-
ric discontinuities, leads to complex wave phenomena on the free surface that in
turn are a strong indicator of near site effects; (ii) all three components of the
problem, namely seismic source location, wave path inhomogeneity and local site
heterogeneity are important in the generation of seismically-induced, free surface
signals; (ii) the presence of non-parallel layers, free-surface relief and sub-surface
cavities also add to the intensity of the free surface signals.
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(a)
(b)
Figure 4.12: Two-layer deposit with inhomogeneity coefficients c1 = 4, c2 = 2,
containing a semi-circular canyon and resting on rigid base, under SH wave with
normal incidence: (top) The velocity profile; (bottom) displacement amplitude
along the free surface as a function of frequency η
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(a)
(b)
Figure 4.13: Two-layer deposit with inhomogeneity coefficients c1 = 2, c2 = 4,
containing a semi-circular canyon and resting on rigid base, under SH wave with
normal incidence: (top) The velocity profile; (bottom) displacement amplitude
along the free surface as a function of frequency η
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(a)
(b)
Figure 4.14: Displacement amplitude versus normalized frequency η along the
free surface of a two layer profile with curved interface containing a semi-circular
canyon, resting on rigid base and under SH wave with normal incidence: The
inhomogeneity coefficients for the two layers are c1 = 2, c2 = 4
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(a) (b)
(c)
Figure 4.15: Synthetic seismic signals at the bottom and rim of a semi-circular
canyon on the free surface of a two layer deposit with inhomogeneity coefficients
c1 = 2, c2 = 4, resting on rigid base: Case 1 is for two inhomogeneous layers with
horizontal interface and Case 2 is for two inhomogeneous layers with serrated
interface
Chapter 5
Material modeling in geophysics
The present chapter gives an application in material modeling in seismic geology
and serves to demonstrate the potential of the developed and proposed in the
present thesis BEM models in reproducing wave motion phenomena in a continu-
ous matrix with position-dependent material profiles, and containing any number,
shape and configuration of cavities. The structure of this chapter has the following
form: short introduction; problem statement; and numerical results. A number
of cases involving perforated semi-infinite slab with position-dependent material
properties and any number of cavities of arbitrary shape and position are solved
in the frequency domain for pure elastic and poroelastic geological materials.
5.1 Introduction
The basic categories of materials used nowadays are man-made as metals, ceram-
ics, polymers, composites and natural materials as the geomaterials. The structure
of each category of all these materials is obviously different, while the stress and
temperature fields that develop during their manufacturing, as well as during their
use or due to their geological environment, affects them in different ways [105]. A
paramount concern of modern manufacturing techniques for man-made materials
is optimization of the material structure by using all available information, such as
equilibrium data (i.e., phase diagrams) and non-equilibrium conditions (e.g., pre-
cipitation hardening). Equally important is the performance of components during
their life cycle, as different engineering fields require materials with very specific
characteristics. Problems that are common to all materials include corrosion and
oxidation, failure analysis, degradation of electrical and magnetic properties, ac-
curate specification of their characteristics, etc. All these problems concern also
the geomaterials, of course having in mind their specific properties, environment,
geological location, structure, etc. More specifically, when dealing with structural
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type of components, the kinematic and stress fields that are generated in the mate-
rial due to the influence of dynamically-induced loads are considered as key design
parameters.
It is well known that abrupt change in material properties across interfaces
between layers in composites and other types materials may result in large inter-
laminar stresses, which often lead to delamination phenomena and failure [106].
One way to overcome these effects is to produce functionally graded materials
(FGM) with position dependent material properties. In principle, controlling the
material gradation during the manufacturing process leads to the desired mechan-
ical response characteristics. This feature provides freedom in the design of novel
structural and mechanical components, so that FGM are believed to be the next
generation of high performance materials [107]. As their use is extended to new
frontiers, FGM structural integrity is fast becoming an increasingly important de-
sign criterion. In particular, FGM subjected to different type of mechanical loads
during service may fail due to the presence of defects such as cracks, holes, inclu-
sions, as well as the presence of sharp corners, joints, pores, etc., all arising during
their manufacturing process. These defects become regions for potential stress
field concentrations that initiate sudden brittle failure, which is a well-known fact
in material science. Thus, a great deal of research has been conducted in recent
decades to determine the formation of complex wave fields in solids with discon-
tinuities of all types, see Zhang and Gross [108]. Note here, that geomaterials are
naturally graded and strongly heterogeneous materials.
From another point of view, dynamically induced deformations in an elastic
half-space (or in a specimen with finite dimensions) containing different types of
heterogeneities is also of interest in solid mechanics and material science. The
reconstruction of the displacement field along the free surfaces of the solid matrix
and along the interfaces between the solid matrix and the heterogeneities forms
the basis for nondestructive testing evaluation techniques used in establishing ma-
terial reliability and performance issues [109]. More specifically, measurements
of these dynamic displacement fields are used in calibrating numerical models of
the specimens in question, which are subsequently used in tracing the evolution
of damage. The problem of determining localized kinematic and stress distribu-
tions in an elastic matrix containing inclusions has been discussed in details in the
past, but only for a homogeneous material structure. For inhomogeneous material
structure one can read the study of Gao et al.[110] and Dineva et al.[86] where two
dimensional crack analysis in inhomogeneous, isotropic and linear elastic FGM
via BEM is presented. Exponential variation of Young’s modulus and constant
Poisson’s ratio is considered. However, these studies are restricted to constant
variation of the material wave velocity. Similar studies which employ FEM can
be found in [111, 112]. In sum there is a limited number of results available for
dynamic problems in graded solids with cavities or inclusions.
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Along these lines, the aim of the present chapter is to demonstrate the efficiency
of the herein developed BEM to deal with dynamic problems in graded half-plane
with position-dependent material properties and pure elastic or poroelastic mate-
rial.
5.2 Problem Statement and BEM solution
Consider in Fig.5.1 the material half-plane Ω with free surface Sf containing N
cavities of arbitrary shape with common boundary Γ =
⋃N
k=1 Γk, k = 1, 2, . . .N ,
which is subjected to the following loads: (a) SH wave propagating in the plane
x3 = 0, tracing an incident angle θ with respect to the coordinate axis Ox1; (b) a
point force at source x0 = (x01, x02). In both cases, time harmonic conditions are
assumed to hold and the loads are functions of frequency ω. Next, the deformation
mode is anti-plane strain and the only non-zero variables are the out-of-plane
displacement component u3(x, ω) and the stresses σi3(x, ω), i = 1, 2. The material
is described by a position-dependent shear module µ(x2) and a density %(x2). The
governing equation and corresponding boundary conditions are as follows:
5 · {µ05u3(x, ω)} = −%0ω2u3(x, ω)− ψf03δ(x, x0); x∈Ω0 (5.1)
t3(x1, x2, ω) = σ3,j(x1, x2, ω)nj(x1, x2) = 0 for x∈Sf∪Γ (5.2)
In the above, ni are the components of the outward pointing normal vector along
a surface, index ψ is either equal 0 or 1 when the load is respectively an incident
wave or a point load at x0 with magnitude f03. Also, 5 is the gradient operator,
(•) is the inner product and a summation convention over repeated indices is
implied. For an infinitely extending boundary, the Sommerfeld radiation condition
is satisfied.
Figure 5.1: Perforated material slab with a variable shear wave speed profile
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Three different types of inhomogeneity (i.e., material gradient) are now consid-
ered:
[1] Type A, where the material is isotropic elastic, but its density and shear mod-
ulus vary proportionally in a quadratic way in respect to the depth of the slab,
yielding a macroscopically constant wave speed. The type A material gradient
model is described in details in Chapter 3 and its magnitude is defined by the
parameter b.
[2] Type B, where the material is viscoelastic (Kelvin-Voigt model) type and the
shear modulus and density have an arbitrary variation with respect to depth. This
yields a wave speed that is both frequency and position dependent. The type B
material gradient model and its reference data are described in details in Chap-
ter 4. Note that in the examined case here, the reference wave speed and wave
number are defined as C0S =
√
µ0/%0 and k0 = ω/C0S , respectively, at the free
surface x2 = 0, while C
∞
S =
√
µ∞/%∞ and k∞ = ω/C∞S are their counterparts at
great depth x2 =∞ and the magnitude of the material gradient is defined by the
parameter c = C∞S /C
0
S .
[3] Type C, with position-dependent shear modulus and constant density, i.e.,
µ = µ(x2), % = %
0(0), yielding linear profiles in the wave speed as CS(x2) =
C0S(x2)(1 + x2/H). The magnitude of the material gradient is expressed by the
parameter H > 0 defined in the interval 10−7 < H/α < 10+7, where α is the
characteristic heterogeneity length, see Luzon et al.[81], and CS(−H) = 0.
Two BEM schemes are formulated, one using a Green’s function for a graded
half-plane [40] in the case of the material profile of Type A and another using a
fundamental solution for the graded full-plane in the case of material profiles of
Type B [40] and Type C [71]. Both of them are already described in Chapter
3, Eqn.(3.5) and Eqn.(3.6) and Chapter 4, Eqn.(4.13). Regarding the Type C
material profile, a fundamental solution for media with linear variation of velocity
profile is inserted in the BIE. This fundamental solution is developed by Sanchez-
Sesma et al. [71] and later modified by Luzon et al. [81] and has the following
form:
U∗3 = Λ
i
4mu0H
(1)
0 (ωτS)
Λ =
(H+x2)
H+ξ2)
√
τSC0S
Rw
=
(H+x2)
(H+ξ2)
√
2ln
(
R2+R
R2−R
)
(xi2+H)(x2+H)
RR2
τS = t
0
S ln
R2+R
R2−R ; t
0
S =
H
C0S
; R2 = sqrt(ξ1 − x1)2 + (ξ2 + x2 + 2H)2
(Rw)
2 = (ξ1 − x1)2 + ξ2 − [(x2 +H) cosh(γβ(0)τ)−H]2
(5.3)
In the above, x and ξ are source and receiver point respectively, H
(1)
0 is the Hankel’s
function of the first kind and zero order, τS is the travel time and Rw is the radius of
the moving wave front. The derivation is based on the use of asymptotic ray theory.
Note here that the fundamental solution for displacement and their corresponding
traction in the inhomogeneous model exhibit the same singular behavior as in the
homogeneous case, as the radial distance between source and receiver points tends
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to zero. The corresponding computational steps for solving the formulated above
BVP via BEM based on fundamental solution can be found in Chapter 4.
5.3 Verification study
Given the fact that there are no results in the literature for graded half-plane
geomaterial profiles of Type A, B, C, even for the case of a single cavity, the
developed BEM numerical schemes are validated by using test example for homo-
geneous half-plane as the degenerate case of all three types of profiles previously
mentioned. In particular, Type A material profile degenerates to the homogeneous
material structure when the inhomogeneity coefficient is b = 0, while the necessary
value for this to happen for Type B material is c = C∞S /C
0
S = 1, and for Type C
material it must be that H → ∞; γ = (1/H) → 0 and µ = µ0; CS = C0S , as well
as Λ→ 1; ωτS → ωr/C0S ; Rw → R.
In order to verify the accuracy of both numerical BEM implementations that
utilize the full-space fundamental solution and the half-space Green’s function,
results are compared with those obtained by Luco and de Barros [113]. These
researchers applied an indirect BEM formulation to investigate the response of a
homogeneous half-plane with a single circular cavity of radius a under normally
incident SH waves. Fig.5.2 clearly establishes the high accuracy of the present
BEM in terms of the absolute value of the normalized displacements |u3/u30|
along the free surface of the half-plane for two values of the incident SH wave
frequency, namely η = 0.5 and η = 1. An additional parameter in this study is the
cavity depth of embedment, where two values are used, namely h/a= 1.5; h/a= 5
corresponding to shallow and deep burial, respectively. The data for the reference
matrix material are µ0 = 123·107Pa and %0 = 1850kg/m3.
Starting with the BEM implementation based on the full-space fundamental
solution, the mesh used to discretize the problem surfaces comprised 124 single-
node (i.e., ”constant”) BE along the free surface and 44 BE along the cavity
perimeter. The size of the discretized horizontal free surface is ±22a from the
center of the mesh, with the radiation boundary condition obviating the need
for a larger surface mesh. For the BEM implementation based on the Green’s
function, the mesh comprises of only 22 constant BE along the circular cavity
perimeter, since the presence of the free surface is automatically accounted for.
To complete the picture, Fig.5.3 plots a comparison for the stress field normalized
by the incident stress carried by the SH-wave along the cavity perimeter at observer
points with polar angle φ in the case of homogeneous half-plane without any type
of heterogeneities. Again, the resulting SCF is in excellent agreement with the
results obtained by Luco and Barros [113].
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(a)
(b) (c)
Figure 5.2: Displacement amplitude variation along the free surface of an
elastic homogeneous half-plane with an embedded circular cavity of radius a
under a normally incident SH wave with dimensionless frequency η = 0.5
(a) (b)
Figure 5.3: SCF along the perimeter of an embedded cavity of radius a in a
homogeneous half-plane under a normally incident SH wave
The dynamic SCF along the perimeter of the circular cavity is defined according
to Pao and Maw [114], as the ratio of the stress σγθ along the circumference to the
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amplitude of the incident wave’s stress component σ0 = ω
√
µ0%0 at the same point
when the cavity is in infinite homogeneous half-plane with µ0, %0 and without any
types of boundaries and heterogeneities. The stress along the circumference σγθ
is computed by the following formulae:
σγθ = −σ13 sin(θ − γ) + σ23 cos(θ − γ) (5.4)
where θ is the incident wave angle and γ the polar angle of the observation point.
The same benchmark example is now solved for the case of a dynamic load con-
centrated at point (0, -5a) and for the normalized displacement amplitude that
develops along the free surface, as obtained by both BEM numerical implemen-
tations. More specifically, Fig.5.4 gives two plots corresponding to two values of
the load frequency η, and for a cavity with shallow burial. This way, the pres-
ence of the cavity is clearly manifested at the free surface, and especially so at
the higher frequency value that corresponds to a wave length comparable to both
cavity radius and depth of cover. Although there are some minor differences in the
numerical results as obtained by the two basic BEM implementations using the
basic fundamental solution and the Green’s function for η = 1.25, agreement is
satisfactory and can be further improved by extending the free surface discretiza-
tion for the former implementation. Note that this particular example for a single
cavity serves as the degenerate case for multiple cavities with the same radius a.
5.4 Simulation results
A series of numerical examples that follow serves to demonstrate the potential
of the basic mechanical models described above in reproducing wave motion phe-
nomena in a continuous matrix with position-dependent material profiles, and
containing any number, shape and configuration of cavities [115]. The loads are
assumed to be time harmonic and comprise both an incident wave sweeping the
perforated slab or an embedded point load. Both kinematic and stress fields in
the perforated matrix are recovered using the above mentioned BEM formulations
as numerical tool. For the medium under consideration, the following data are
used as the reference case, which corresponds to an equivalent homogeneous ma-
terial with properties those defined at the free surface, namely, µ0 = 72·106Pa
and %0 = 1800kg/m
3. The load consists of a concentrated force with magnitude
f03 = 10
9N located at point (0, -5a). The material profiles under investigation
are shown in Fig.5.5 for the shear modulus, the density and the wave speed. As
previously mentioned, three basic material profiles are considered, namely Type
A for which the stiffness is quadratic in terms of the depth coordinate, Type B
for which it is variable and Type C for which it is linear. The last two types of
material profiles exhibit a variation in the wave velocity profile.
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(a)
(b) (c)
Figure 5.4: Displacement amplitude variation along the free surface of an
elastic homogeneous half-plane with an embedded circular cavity of radius a
subjected to a concentrated load at point x0(0, -50a) for two values of the
dimensionless frequency: η = 0.25 and η = 1.25
Figure 5.6 shows the influence of different models of inhomogeneity on the dy-
namic wave field of a perforated slab. In particular, displacement amplitudes are
plotted across the free surface of an elastic, inhomogeneous graded half-plane with
a single embedded circular cavity. There is a load applied at point x0(0, -15a)
at two frequency values of η = 0.25 and η = 1.25. All three material types are
contrasted with the reference homogeneous case, and all have the same value of
the material stiffness at the top and at a certain depth equal to h = 150m. It
is clearly seen that the Type B material profile response diverges the most from
the response of the equivalent homogeneous slab. In fact, at the higher frequency
of η = 1.25 the difference between Type A, Type C and the equivalent homoge-
neous type is minimal, and it would be very difficult to distinguish the type of the
material matrix is made of, if this plot was due to actual measurements. At the
lower frequency of η = 0.25, the Type A material response is the one closer to the
equivalent homogeneous case, simply because macroscopically the wave speeds are
the same for these two materials. From here on, all results will be for Type B
material profile, since this case results diverge the most from those obtained for a
homogeneous material.
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(a) (b)
(c)
Figure 5.5: Three different material profiles used in the numerical simulations
with the homogeneous medium serving as the reference case
In what follows, a series of numerical simulations are conducted to recover the
dynamic wave fields that develop in a perforated slab, i.e., a half-plane with cav-
ities. As will be seen, both kinematic and stress fields are highly dependent on
wave interaction phenomena manifested between a cavity and the free surface,
and between cavities. Furthermore, wave diffraction phenomena are added to the
picture because of the inhomogeneous structure of the matrix material. Finally,
the type of external load and its frequency content are also important parame-
ters in this mechanical problem. The basic configuration consists of a perforated
material slab with a free surface (i.e., a half-plane), as shown in Fig.5.7. More
specifically, a single cylindrical cavity is chosen as the reference case to study
cavity-free surface interaction phenomena, where points 1 and 2 along its bound-
ary serve as observation positions. Next, two cavities arranged in the horizontally
direction, and then again in the vertical direction, serve as the basic configuration
for investigating cavity interaction phenomena. Finally, their combination in a
three-cavity configuration serves as the final case. In addition, the cavity shape
is investigated by considering, besides the circular cylindrical cavity, an elliptic
cavity with horizontal semi-axis a and vertical semi-axis χa. This way, the cavity
shape varies from a vertically elongated ellipse (χ > 1) to horizontally elongated
ellipse (χ > 1). In the case of circular cavities, their center coordinates are placed
at: (a) for one cavity (0,−h); (b) for two cavities arranged vertically (0,−h) and
(0,−h − d), where the depth from the free surface to the center of a cavity is
h = 0.5a and the center-to-center distance between two cavities is d = 2a+0.5a;
(c) for two cavities arranged horizontally (0,−h) and (d,−h); and (d) for three
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(a)
(b) (c)
Figure 5.6: Displacement amplitudes along the free surface of the half-plane
with an embedded circular cavity of radius a under a concentrated load at
point x0(0, -50a) for two values of the dimensionless frequency: η = 0.25 and
η = 1.25: Comparison is between results obtained by model Types A,B,C for
the case µ(x1, 0)/µ(x1, h) = 1/2
cavities (0,−h), (d,−h) and (0,−h− d).
In Fig.5.8-5.10 the combined effects of multiple cavities of circular, horizontally
and vertically elliptic shape, and the material gradient of the matrix on the dis-
placement amplitude variation along the free surface are examined. The frequency
of excitation of the incoming SH-wave has an intermediate value of η = 0.5. The
first observation is that for circular cavities (Fig.5.8), the surface distribution of
the displacements is quite similar, irrespective of the number of buried cavities.
Basically, the amplitude magnitude increases with increasing inhomogeneity pa-
rameter c in all cases. This, however, is not true for elliptic cavities where the
number of cavities and their orientation is just as important as the inhomogeneity.
Next, the same problem is investigated for multiple cavities of circular, hori-
zontally elliptic and vertically elliptic shape, however in Fig.5.11-5.13 the stress
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Figure 5.7: Four configurations (examples 1-4) ranging from one to three
embedded cavities with two fixed receiver points (1 and 2) along the contour of
the reference cavity
field distributions along the reference cavity perimeter for homogeneous case and
two different values of inhomogeneity parameter c=3, 4 are presented. First, the
effect of parameter c is indisputable: as its value increases, markedly different
stress distributions are observed for a given cavity configuration. Next, stresses
for circular cavities change slightly between one or two cavities, and only when a
third is added do results start to differentiate considerably. This is not true for
elliptic cavities, and especially if their placement is vertical: two cavities produce
quite a different pattern compared to a single one, especially if they are placed one
below the other. When three elliptic cavities are present, then stress distributions
become markedly different.
The influence of frequency variation of displacement amplitude along the ref-
erence (first) circular cavity perimeter in the absence and presence of additional
cavities, respectively, for both homogeneous (c = 1) and inhomogeneous (c = 2)
materials is shown in Fig.5.11 and Fig.5.12 respectively. Observe in Fig.5.12 that
the presence of additional cavities does not change the displacement distribution
in the reference cavity when the slab material is homogeneous. In the presence of
inhomogeneity in Fig.5.13, however, this is no longer true. The addition of extra
cavities, especially when they are located parallel to the free surface, affects the
reference cavity by a near tripling of the amplitude, and again at discrete fre-
quency values. Strangely enough, the addition of an extra cavity directly below
the reference one seems to have a beneficial result in sense that maximum recorded
amplitude values are nearly half now, although both their spatial and frequency
distributions are different.
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(a) (b)
(c) (d)
Figure 5.8: Displacement amplitude along the free surface of Type B half-
plane with inhomogeneity parameter c due to a concentrated load at point x0(0,
-15a) with dimensionless frequency η = 0.5: All embedded cavities are circular
with radius a
5.5 Poroelastic graded geological media
The present section addresses the problem of wave propagation in a graded half-
plane containing multiple cavities and considering pure elastic and poroelastic
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(c) (d)
Figure 5.9: Displacement amplitude along the free surface of Type B half-
plane with inhomogeneity parameter c due to a concentrated load at point
x0(0, -15a) with dimensionless frequency η = 0.5: All embedded cavities are
horizontally elongated ellipses with semi-axes 0.5a and a
geological material [115, 116]. The poroelasticity is taken into consideration by
the Bardet model [117]. The two-phase poroelastic dynamic behavior described
Chapter 5. Material modeling in geophysics 90
(a) (b)
(c) (d)
Figure 5.10: Displacement amplitude along the free surface of Type B half-
plane with inhomogeneity parameter c due to a concentrated load at point x0(0,
-15a) with dimensionless frequency η = 0.5: All embedded cavities are vertically
elongated ellipses with semi-axes a and 2a
by Biot’s model [118] is approximated by the dynamic response of one-phase vis-
coelastic material.
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(c) (d)
Figure 5.11: Stress distribution along the perimeter of a cavity in a half plane
with inhomogeneity magnitude c at dimensionless frequency η = 0.5 due to an
SH-wave emanating from an embedded source located at point x0(0, -15a): All
cavities are circular with radius a
Consider graded in respect to the depth viscoelastic half-plane Ω with free
surface Sf containing N cylindrical unlined tunnels (or pipelines) with common
boundary Γ =
⋃N
k=1 Γk, k = 1, 2, . . .N , subjected to seismic SH wave radiated
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(a) (b)
(c) (d)
Figure 5.12: Stress distribution along the perimeter of a cavity in a half plane
with inhomogeneity magnitude c at dimensionless frequency η = 0.5 due to an
SH-wave emanating from an embedded source located at point x0(0, -15a): All
embedded cavities are horizontally elongated ellipses with semi-axes 0.5a and a
from a line seismic source acting as a time-harmonic body force with magnitude
f03, frequency ω and concentrated at a prescribed point x0 = x0(x01, x02), see
Fig.5.1. For the state of anti-plane wave motion, the only non-zero field quantities
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(a) (b)
(c) (d)
Figure 5.13: Stress distribution along the perimeter of a cavity in a half plane
with inhomogeneity magnitude c at dimensionless frequency η = 0.5 due to an
SH-wave emanating from an embedded source located at point x0(0, -15a): All
embedded cavities are horizontally elongated ellipses with semi-axes a and 2a
are displacement component u3 and stresses σi3 = µ(x2)u3,i i = 1, 2 all depend-
ing on the coordinates (x1, x2). The viscoelastic shear modulus is complex-valued
with the same real part as in its elastic counterpart, while its imaginary part is
due to the dissipative processes developed during wave propagation in soils. For a
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(a) (b)
(c) (d)
Figure 5.14: Displacement amplitude along cavity No. 1 embedded in a
homogeneous half plane versus frequency due to SH-wave emanating from a
source located at x0(0, -15a). All embedded cavities are circular with radius a
Kelvin-Voigt model the wave number is k2S =
ω2
C2S(1−iωξS) , where CS(x2) =
√
µ(x2)
%(x2)
is the real part of the SH wave, while ξS is the corresponding attenuation coef-
ficient representing a small amount of hysteretic damping. In the low frequency
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(a) (b)
(c) (d)
Figure 5.15: Displacement amplitude along cavity No. 1 embedded in a
inhomogeneous half plane with Type B inhomogeneity magnitude c = 2 versus
frequency due to SH-wave emanating from a source located at x0(0, -15a). All
embedded cavities are circular with radius a
range, i.e ωξS << 1, the wave number reduces to:
kS≈ω(1 + 0.5ωξS)
CS
(5.5)
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The material properties of the graded half-plane are depth dependent shear
module µ(x2) and density %(x2). Assume that attenuation coefficient ξS is con-
stant. Two different mechanical models for the material gradient are considered:
[1] Type A, where the density and shear modulus vary proportionally in a quadratic
way in respect to the depth, yielding a macroscopically constant wave speed. The
type A material gradient model is described in details in Chapter 3.
[2] Type B, where the shear modulus and density have an arbitrary variation with
respect to depth. This yields a wave speed that is both frequency and position de-
pendent. The type B material gradient model and its reference data are described
in details in Chapter 4.
The governing equation of motion and the corresponding boundary conditions
are expressed by Eqn.(5.1) and Eqn.(5.2), respectively. In addition, the Som-
merfeld radiation condition holds for waves at infinity. The aim is to obtain
displacements at any point of the graded poroelastic half-plane with cavities using
the viscoelastic isomorphism of Bardet [117] to Biot’s [118] equations of dynamic
poroelasticity.
First Biot derived the frequency dependent equations of motion for fluid-saturated
materials considered as two-phase ones. A characteristic equation for the wave
numbers in the frame of the Biot’s model was obtained in Bardet [117] and Lin et
al. [119]. Three solutions of Biot’s wave equation have been identified, correspond-
ing to shear wave S transmitted through the solid skeleton, fast dilatational P wave
and slow dilatational P wave. The corresponding wave velocities are complex and
frequency dependent, hence they correspond to dissipative and dispersive waves.
Finally, the solid and fluid dilatations are in phase for the first arriving P wave,
and in reverse phase for the slower P wave, which damps out quickly. In a series of
publications, Bardet [117] discussed the applicability of the viscoelastic behavior
equivalent to Biot’s model of dynamic poroelasticity in the low frequency range. In
particular, Bardet proposed a single-phase viscoelastic material representation for
saturated soils. The viscoelastic material constants are complex-valued with the
same real part as in their elastic counterparts. The same holds true for the gov-
erning viscoelastic wave equation, with wave numbers which are complex-valued,
frequency dependent functions that satisfy causality conditions.
Briefly is presented the terminology used for description of solid-fluid continuum
in poroelasticity. A representative volume V for the solid-fluid continuum com-
prises an elastic, isotropic solid skeleton (matrix) with porosity n = Vp/V , where
Vp is the pore volume. The ”dry rock” approximation is the case of an air-filled
solid skeleton, while the ”solid grain” characteristics are the properties of the skele-
ton material. The elastic bulk modulus and density are denoted as follows for dry
rock Kdry, %dry = (1 − n)%g, solid grain Kg, %g and fluid Kf , %f . The solid-fluid
system density is %sat = %dry + n%f = (1 + n)%g + n%f . The shear strength of the
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porous material is provided by the solid skeleton and is not affected by the fluid,
since fluids sustain dilatational deformations only. Thus, both dry and saturated
soils are described by the same shear modulus, i.e. µ = µsat=µdry=
3(1−2ν)
2(1+ν)
Kdry,
where ν is the Poisson’s ratio for the dry skeleton.
The poroelastic-viscoelastic isomorphism proposed in Bardet [117] is based on
the equating of the wave numbers in Biot’s poroelastic model with those in vis-
coelastic Kelvin-Voigt model. This process gives the following equivalence relations
between the characteristics of the poroelastic and viscoelastic materials:
CP =
√
P + 2Q+R
%sat
; CS =
√
µ
%sat
(5.6)
ξP =
%sat
b
(
Q+R
P + 2Q+R
· n%f
%sat
)2
; ξS =
%sat
b
(n%f
%sat
)
(5.7)
P =
3(1− ν)
1 + ν
Kdry +
Q2
R
; Q =
n(1− n−Kdry/Kg)
(1− n−Kdry/Kg + nKg/Kf )Kg (5.8)
R =
n2Kg
1− n−Kdry/Kg + nKg/Kf ; N =
3
2
1− 2ν
1 + ν
Kdry; Kdry =
2
3
µ(1 + ν)
1− nν
(5.9)
λsat = λdry +
Q2
R
; b =
n2g%f
k
(5.10)
where g is the acceleration of gravity and k is the soil permeability with values in
the interval 10−10 − 10−2m/sec. The above approximate expressions are correct
when the following condition is satisfied: ω%sat/b << 1 and it is always satisfied
in earthquake engineering field since permeability values for most soils is small.
Figure 5.16 shows the sensitivity of the SH phase velocity for dry and saturated
sandstone to the porosity. It is used the sandstone with the following charac-
teristics: Kg = 36000MPa, %g=2650kg/m
3, Kf = 2000MPa, %f = 1000kg/m
3,
Kdry=Kcr + (1− n/ncr)(Kg −Kcr), ncr=0.36, Kcr=200MPa, see Lin et al.[119].
All simulation results presented in this section are for sandstone with the afore-
mentioned properties. The BEM formulations addressed previously for pure elastic
soil material are employed now for the equivalent soil parameters of a poroelastic
soil according to Bardet model.
Next, the sensitivity of the wave field to the type of inhomogeneity model, to the
type of material profile and to the poroelasticity of the material is demonstrated
in Fig.5.17. Velocity profile along the depth for homogeneous and inhomogeneous
(type A and type B at a fixed frequency η = 0.25), pure elastic, dry and saturated
(with porosity n = 0.2) half-plane is given in Figure 5.17b. For the inhomogeneous
model of type B the velocity profile depends also on the frequency since this
model takes into account wave dispersion phenomena. Displacement amplitudes
along free surface of elastic inhomogeneous graded poroelastic half-plane with an
Chapter 5. Material modeling in geophysics 98
embedded single circular cavity subjected to concentrated at point x0(0, -15a)
body force with frequency η = 0.25 are drawn in Fig.5.17c. The presented results
are obtained for homogeneous case and for two different material profiles of type
A (quadratic) and B (variable). The porosity is n = 0.2, and the Poisson ration is
0.25. Both material types are contrasted with the reference homogeneous case,
and all have the same value of material stiffness at the top and at a certain
depth equal to h = 150m. The difference between the dry and saturated case
is insignificant due to the low value of porosity, however the difference increases at
higher porosities. It is clearly seen that the response for the Type B material profile
diverges the most from the response of the homogeneous case. The difference in
terms of displacements between Type A and the homogeneous case is smaller and
even negligible at higher frequency, because macroscopically the wave speeds are
the same for these two materials.
Figure 5.18 draws the normalized displacement amplitude |u3poroelastic/u3poroelastic |
along the free surface of continuously inhomogeneous poroelastic half plane of
type B with inhomogeneity coefficient in the interval c = 0.25 − 4 due to SH-
wave propagating from an embedded seismic source located at x0(0, -15a) with
frequency η = 0.25 in the case of a single and two cavities with radius a. The
obtained results are for pure elastic and poroelastic case with porosity n = 0.3 and
n = 0.35. The normalization is done with respect to the maximal displacement
for the pure elastic case. With increasing the porosity the displacement along
the free surface increases significantly in respect to the displacement in the elastic
case. Additionally with increasing the inhomogeneity coefficient the displacement
also increases and attains its maximum value at inhomogeneity coefficient c = 0.3.
Observe that when the poroelasticity and the inhomogeneity effect are combined
the material response may lead to 30 times greater value than the pure elastic
homogeneous case.
Figure 5.16: SH-wave velocity variation with porosity for homogeneous pure
elastic, dry and saturated soil by Bardet (1992) model.
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(a)
(b) (c)
Figure 5.17: Velocity profile along the depth for elastic and poroelastic (with
porosity n = 0.2) material. Displacement amplitude along the free surface of
an elastic and poroelastic (n = 0.2) graded half-plane with a single circular
tunnel due to waves radiating from an embedded at point x0(0, -15a) and fre-
quencies η=0.25. Comparison is between results obtained by homogeneous and
inhomogeneous models of type A (quadratic) and B (variable)
5.6 Conclusions
In the present chapter, the potential of the new developed BEM schemes to
produce highly accurate results for applications in material geoscience is demon-
strated. Wave propagation problems in a graded, pure elastic or poroelastic half-
plane containing multiple cavities under time-harmonic incident shear waves or to
body waves radiating from a point source are investigated. Three different types of
material gradient are considered: (a) density and shear modulus vary proportion-
ally as quadratic functions of depth, but the wave velocity remains constant; (b)
shear modulus and density vary with respect to the spatial coordinates in an arbi-
trary fashion, so that the wave velocity is both frequency and position-dependent;
and (c) position-dependent shear modulus and constant density, yielding to a
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(c) (d)
(e) (f)
Figure 5.18: Normalized displacement amplitude along the free surface of
continuously inhomogeneous of type B half plane with inhomogeneity coefficient
c = 0.25−4 due to SH-wave propagating from embedded seismic source located
at x0(0, -15a) with frequency η = 0.50 in the case of a single and two tunnels.
The obtained results are for pure elastic and poroelastic cases with n = 0.3 and
n = 0.35
linear profile for the wave velocity. The aforementioned mechanical models are
developed and the accompanied three different BEM formulations are applied.
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From the numerical simulation results the followings can be stated. The pres-
ence, shape and spatial distribution of cavities in a slab is a key parameter in the
development of the scattered displacement field and of localization effects in the
stress field. Additionally the presence of inhomogeneous structure in the material
matrix complicates further the picture of the wave field. The type of material
gradient affects significantly the material response. Next, the parameter of poroe-
lasticity of the soil material may greatly amplify its response for high values of
porosity. The combined effect of poroelasticity and material gradient complicates
further the picture of the wave field.
The results obtained in the present chapter are of interest to both solid me-
chanics and material science researchers. In all cases, the dynamic kinematic and
stress fields which form in the perforated materials that exhibit a marked inho-
mogeneous structure, is an essential piece of information in their design and de-
velopment, leading to specialized materials capable of withstanding very stringent
performance criteria.
Chapter 6
Applications in earthquake
engineering and structural
dynamics
The present chapter gives applications in earthquake engineering and serves to
demonstrate the potential of the developed and proposed here BEM models in in-
vestigating the influence of local soil conditions on structural damage, considering
2D analysis of the soil profile. In particular, two cases are examined: effects of site
conditions on (i) structural damage of conventional multi-storey reinforced con-
crete buildings and (ii) nonlinear response of reinforced concrete bridges. A brief
introduction to the topic is given and separately for the two examined cases men-
tioned above the followings are presented: seismic signal recovering methodology;
geological profiles; ground motions; description of the structural models; dynamic
response of the models and final conclusions arising from the numerical results.
Several complex 2D geological configurations are considered under a suite of earth-
quake excitation and the structural response is computed in order to demonstrate
the importance of site effects in earthquake resistant design of structures.
6.1 Introduction
During an earthquake, seismic waves radiate from a fault and travel through the
earth’s crust. As seismic waves travel through bedrock and soil deposits, the vari-
ous complex geological profiles produce local distortions in the incoming wave field
which lead to large amplifications as well as strong spatial variations in frequency,
amplitude and phase along the surface in the seismic motions. For elongated struc-
tures such as bridges, pipelines, communication and power transmission grids,
dams etc., the effects of local site conditions become especially important because
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spatial variations of ground motion would lead to multiple support excitation of
the structure. The structure would respond differently to a variety of input mo-
tions due to its dynamic characteristics that tend to be triggered differently under
uniform and non-uniform earthquake excitation patterns. This relative difference
between the motions of the soil and the structure is further pronounced by the fact
that soil-structure-interaction phenomenon at each pier foundation-soil interface
is strongly frequency-dependent, hence, inherently sensitive to the variations of
seismic input along the bridge length.
So far, seismic codes for bridge design do not prescribe explicit procedures to si-
multaneously account for spatial variability, site effects and SSI phenomena maybe
with the exception of some sporadic provisions to generate asynchronous ground
motions (i.e., Eurocode 8 Part 2 [120]) and some rough guidelines to account for
soil compliance in the above code Annex.
During the past decades, work on identification of the aforementioned phenom-
ena and on the interpretation of the ensuing structural damage has become quite
intensive. Studies can be classified into two categories: (a) experimental or prob-
abilistic site studies and their correlation with the observed structural damage,
e.g., [121–124] (b) studies based on numerical simulation of the structure and the
subsoil domain. Investigations belonging to the second category are more relevant
with respect to damage interpretation and its practical application for engineering
purposes.
Considering the effects on the seismic response of buildings, Lang [125] investi-
gated the damage potential of multi-storey R/C frame structures under selected
ground motions suitable for the given site and subsoil conditions. Manolis and
Athanatopoulou [126] examined the elastic and inelastic response of 3D multi-
storey R/C buildings subjected to synthetic ground motions which account for
the presence of complex geological profiles. Considering the effects on the seismic
response of extended structures like bridges, Sextos et al [127, 128] developed a
general methodology for deriving appropriate modified time histories that account
for spatial variability, site effects and soil structure interaction phenomena. Para-
metric analyses were conducted and demonstrated that the presence of site effects,
spatial variability and soil-foundation superstructure interaction strongly influ-
ences the input seismic motion and the ensuing dynamic response of the bridge.
Jeremic et al. [129] proposed a numerical simulation methodology and conducted
numerical investigations of seismic SSI for a bridge structure on non-uniform soil.
It was then stated that the dynamic characteristics of earthquakes, soil and struc-
ture all play a crucial role in determining the seismic behavior of an extended
construction. Bi et al. [130] studied the simultaneous effect of SSI and ground
motion spatial variation on bridge response and estimated the required separation
distance that modular expansion joints must provide in order to avoid seismic
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pounding. Soyluk and Sicacik [131] further investigated the effects of SSI and
multiple support excitation on the seismic response of a cable-stayed bridge.
However, in all the above mentioned studies the influence of local site condi-
tions on structural response is evaluated using models based on a uni-dimensional
description of the local soil profile as a soil column and similarly for the seismic
wave propagation path. Limited papers can be found which deal with the effects
of local site conditions on structural response considering 2D analysis of the soil
profile. Esquivel and Sanchez-Sesma [132] studied the influence of a semi-circular
cylindrical canyon on the dynamic soil-bridge interaction for the case of incident
harmonic plane SH waves. Analytical scattered and free-field solutions are used to
determine the driving forces and impedance stiffness matrix for the bridge founda-
tion, while the bridge is modeled as a shear beam and solved analytically. Zhou et
al. [133] investigated canyon topography effects on the linear response of continu-
ous, rigid frame bridges under obliquely incident SV waves. The seismic response
of the canyon was analyzed using the FEM, while the response of the bridge was
computed by the ”large mass” method. It was shown that the distribution of
ground motions is affected by canyon topographic features and the incident angle
of the waves. In case of vertical incident SV waves, the peak ground accelerations
increase greatly at the upper edges of the canyon and decrease at its bottom lat-
eral boundaries. Note here that these studies are restricted to either very simple
geometry of the topographic effects (so that can be solved analytically) or to a
simple frame-like bridge model which typically neglects salient features of a real
bridge.
Along these lines, the main objective of the present chapter is to investigate the
effects of (a) spatial variability of earthquake ground motion, (b) local site con-
ditions and (c) SSI on the dynamic response of reinforced concrete buildings and
bridges, considering 2D analysis of the soil profile via the new developed BEM
schemes. Several complex geological configurations are considered that account
for (a) canyon topography, (b) soil layering and (c) material gradient effect. The
structural dynamic response of r/c building and bridge models due to site depen-
dent ground motions is determined and the results are interpreted to establish
changes in terms of what would be observed for a homogeneous soil deposit.
6.2 Effects of site conditions and canyon
topography on multi-storey buildings
The present section investigates the influence of local site effects and canyon to-
pography on the nonlinear response of conventional multi-storey R/C buildings
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[134]. The first step is to model seismic waves propagating through complex geo-
logical profiles with canyon topography by the Boundary Element Method based
on Green’s function so as to recover site-dependent acceleration time histories at
the free-surface. Next, to focus on the dynamic behavior of a five storey R/C
building, modeled and analyzed by the Finite Element Method (FEM). The non-
linear response of the building is computed for input base motions in the form of
recorded earthquake signals at outcrop rock and the corresponding signals recov-
ered at the free surface of the complex geological profile. All simulations reveal
the importance of local site conditions on the ground motion at the free-surface
and the ensuing structural damage. This aspect of seismicity has to be taken into
account in both new construction and in retrofit activities of the existing building
stock.
6.2.1 Seismic signal recovering methodology
Seismic waves propagating through complex geological profiles are modeled so as
to produce ground motion records that account for local site conditions. The BEM
is used to compute time history records in a laterally inhomogeneous geological
profile situated in a half-plane with free-surface relief of arbitrary shape and mate-
rial properties that vary with respect to depth. In particular, a BEM formulation
based on the Green’s function for a quadratically inhomogeneous (in terms of the
depth coordinate) half-plane (Rangelov and Manolis, [40]) corresponding to em-
bedded point sources or dipoles is used to reproduce transient seismic motions
at the free surface. The non-conventional BEM employed here is developed and
validated in Chapter 3 and for shake of completeness in what follows are presented
the basic details of the problem’s formulation for the examined cases.
Consider continuously inhomogeneous in depth half-plane with free-surface relief
of arbitrary shape subjected to incident SH-wave. A Cartesian coordinate system
Ox1x2 is introduced on a domain G = R
2−/V , where R2− = x1, x2, x2 < 0 and V
is a canyon with boundary S1, see Fig.6.1. Surface S2 is denoted as that part of
the line x2 = 0 lying outside the canyon. Anti-plane wave motion is assumed in
the plane Ox1x2. In this case the only nonzero field quantities are displacement
u3(x, ω) and stresses σi3(x, ω), i=1, 2.
The governing equation of motion in the absence of body forces and in frequency
domain is:
σi3,i + %(x2)ω
2u3 = 0 (6.1)
and the constitutive equations are:
σi3 = µ(x2)u3i(x2) (6.2)
where µ(x2) is the shear modulus and %(x2) is the density.
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Figure 6.1: Inhomogeneous in depth half-plane with free-surface relief of ar-
bitrary shape
The geological profile is presented with material characteristics modeled by con-
tinuous and smooth functions of depth:
µ(x2) = µoh(x2) and %(x2) = %oh(x2)
h(x2) = (bx2 + 1)
2, b≤0, h≤0
(6.3)
where h(x) is the inhomogeneity function of a quadratic type and b is the inhomo-
geneity coefficient, i.e., the inhomogeneity magnitude. A value b = 0 reflects the
homogeneous case. Both parameters µ0 and %o represent the reference constant
values taken at the traction free surface of the half-plane. The wave propagating
in the half-plane produces scattering wave when impinge on the free-surface relief.
The total wave field is a superposition of the free-field motion (uff3 , u
ff
3 ) and wave
scattered (tff3 , t
ff
3 ):
u3 = u
ff
3 + u
sc
3 ; t3 = t
ff
3 + t
sc
3 (6.4)
In the above equation, t3 = σ13n1 + σ23n2 is the traction and n(n1, n2) is the
vector of the outward normal to the boundary. Free field motion in the examined
case is defined as SH-wave propagation in the elastic, inhomogeneous in depth
half-plane, with a flat free surface and without any type of surface heterogeneities.
This free-field motion in the quadratically inhomogeneous in depth half-plane is
computed using the analytical solutions derived by Manolis et al. [92] given in
Eqn.(3.4). The solution of the total wave field satisfies the following boundary
condition along the surface S = S1∪S2:
t3 |x2=0= 0 (6.5)
The employed BEM is based on a closed form frequency-dependent Green’s func-
tion for quadratically inhomogeneous in depth half-plane derived in Rangelov and
Manolis [40]. The expression of the Green’s function as well as a brief description
of the derivation steps can be found in section 3.2.1. The boundary value problem
in frequency domain presented by Eqn.(6.1), Eqn.(6.5) and Sommerfeld radiation
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conditions can be reformulated and represented by boundary integral equations
along the existing boundaries. Note that using the above mentioned closed form
Green’s function only the valley, surface S1, needs discretization, excluding the flat
part S2 of the boundary along the free line x2 = 0 (Fig.6.1). Following Brebbia
and Dominguez [135], the previously defined boundary value problem is equivalent
to the following displacement BIE along the canyon line S1:
cusc3 (x) = −
∫
S1
tg
∗
3 (x, ξ)u
sc
3 (ξ)dS1 −
∫
S1
g∗3(x, ξ)t
ff
3 (ξ)dS1 (6.6)
where x = (x1, x2) and ξ = (ξ1, ξ2) are the position vectors of the field and source
points respectively and g∗3 is the Green’s function for the displacement and t
g∗
3
presents its corresponding traction. Once the unknown scattered wave field usc3 (x)
is computed from Eqn.(6.6), the total wave field along the free-surface is obtained
from Eqn.(6.4).
The generation of transient signals from the hitherto derived time-harmonic
displacements is achieved through inverse Fourier transformation (IFFT).
utotal3 (x, t) = Φ
−1[uˆ(x, ω)S(ω)] (6.7)
Where uˆ(x, ω) is the BEM solution for the total displacement in frequency domain
and S(ω) is the spectrum of the time function f(t) of the transient incident wave.
Note that for simplicity the same notations are used for field variables in frequency
and time domain in equations above.
6.2.2 Geological profiles and ground motions
The methodology described in the previous section will be applied to four different
geological profiles shown in Fig.6.2. The following key parameters are investigated:
(a) the material inhomogeneity of soil and (b) the shape and size of surface relief.
In particular, the site is represented by the following cases: (1) homogeneous half-
plane without free-surface relief, Fig.6.2(a), (2) continuously inhomogeneous half-
plane without free-surface relief, Fig.6.2(b), (3) homogeneous half-plane with semi-
circle canyon, Fig.6.2(c) and (4) continuously inhomogeneous half-plane with semi-
circle canyon, Fig.6.2(d). The soil material properties are: µo = 1.15625 · 108Pa,
%o = 1850kg/m
3 and VSH = 250m/sec. The soil material inhomogeneity is equal
to b = −0.005 with reference material properties µo and %o. The variation of shear
modulus with depth is shown in Fig.6.3.
A suite of seven earthquake excitations (see Fig.6.4) recorded at the outcrop-
ping rock on site class A (according to FEMA [136] classification) from the PEER
[137] strong motion database are considered as an input at the seismic bed of the
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Figure 6.2: Investigated geological profiles with and without free-surface relief
Figure 6.3: Variation of shear modulus (µ) with depth
above mentioned investigated geological profiles. Acceleration response spectra
that correspond to these input excitations are shown in Fig.6.5. Next, accelera-
tion time histories at the receiver points A, B and C (Fig.6.2) due to the seven
earthquake excitations are recovered using the BEM technique described previ-
ously for the four investigated geological profiles. Fig.6.6 plots the acceleration
time history recorded along the canyon situated in a continuously inhomogeneous
half-plane under San Francisco excitation No.1. Observe that the seismic signal
depends strongly on the canyon topographic effects. Free surface time histories
are recorded at the geological profiles 1 and 2, see Fig.6.2(a) and Fig.6.2(b) re-
spectively. In case of a canyon situated in a half-plane, time-histories are recorded
at three receiver points along the free-surface: At the edge of the canyon (point
A), at the bottom of the canyon (point B) and at a distance s = a/2 from the
canyon (point C), see Fig.6.2(c) and Fig.6.2(d).
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Figure 6.4: Ground motion records
(a)
Figure 6.5: Acceleration response spectra recorded at the outcropping rock
The effect of local site conditions on the ground motions is demonstrated in
Figs.6.7-6.8 where site-dependent response spectra of the examined ground mo-
tions are presented. Response spectra at the surface of the geological profiles 1
and 2 are illustrated in Fig.6.7(a) and Fig.6.7(b), respectively. As expected, the
spectral values are twice in comparison with those recorded at the outcropping
rock if we consider a single soil layer resting over infinite bedrock. Observe that
the response spectrum is identical to that of the homogeneous medium when this
special type of inhomogeneity is considered for b = −0.005, in which both stiffness
and density variations are proportional.
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Figure 6.6: 3D figure of the acceleration time history recorded along the
canyon situated in an inhomogeneous half-plane under San Francisco excitation
No. 1
The influence of soil inhomogeneity in combination with the canyon topography
on the ground motions can be seen in Fig.6.8, where response spectra recorded
at the receiver points A, B and C for geological profile 3 are respectively shown.
Comparing the spectral acceleration at the bottom (Point B) and at the edge
(Point A and C) of the canyon, spectral accelerations are more pronounced for
low values of period at the bottom of the canyon, while high values of the period
lead to significant spectral accelerations at the edge of the canyon.
(a) (b)
Figure 6.7: Acceleration response spectra recorded at the free surface of geo-
logical profile 1(a) and 2(b)
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(a)
(b) (c)
Figure 6.8: Acceleration response spectra recorded at receiver points (a) A,
(b) B and (c) C for geological profile 3
6.2.3 Multi-storey building modeling
Next, we focus on the nonlinear response of a 3D, R/C building modeled using
the FEM. A five storey building with a structural system that comprises beam
elements in two perpendicular directions (along the x and y axes) is considered.
Its plan view (see Fig.6.9) is doubly-symmetric with shear walls that receive more
than 70% of the base shear along the x axis, and without shear walls along the
y axis. The fundamental period of the building along x axis is Tx=0.67 sec and
along y axis is Ty=1 sec.
The building was designed so as to behave as a medium ductility class building.
For the numerical analysis and design, all basic recommendations of EC8 [120]
were taken into consideration. The reinforced concrete structural elements were
designed following the provisions of both EC2 [138] and EC8 [120]. Computer
program RAF [139] was employed for the elastic analysis and design of the building.
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Figure 6.9: Plan view and design parameters of the building under investiga-
tion
6.2.4 Nonlinear dynamic response of the building
Next, a series of Nonlinear Time History Analyses were conducted using the afore-
mentioned suite of ground motions recorded at rock outcrop, plus the same suite
of ground motions as modified by the local site conditions and generated by the
BEM at the free surface of the four geological profiles under investigation. In all
cases, the records were scaled so that their spectral acceleration (Sa(T1)) at the
first mode of the structure match the elastic spectral acceleration given by EC8
for site class A. Analyses were carried out for two values of the seismic incident
angle, namely θ = 0o and θ = 90o with respect to the principal axes x and y of
the building (see Fig.6.9).
In the numerical modeling of the building’s nonlinear behavior, potential plastic
hinges were placed at the column-to-beam connections, as well as at the base of
the shear walls. The material inelasticity of the structural members was modeled
by means of the Modified Takeda hysteresis rule (Otani [140]). It is important
to notice that the effects of axial force-biaxial bending moment (P-M1-M2) in-
teraction at column and wall hinges were taken into consideration. The inelastic
analyses of the building were conducted with the aid of the computer program
Ruaumoko (Carr,[141]), [142].
For each ground motion the damage state of the five story building is determined.
More specifically, the seismic response of the building is evaluated by using both
the Maximum Inter-story Drift Ratio (MIDR) and the Overall Structural Damage
Index (OSDI) (Park and Ang, [143]). In the present study, the modified Park and
Ang damage index, given by Eqn.(6.8), has been used, i.e.,
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DI =
φm − φy
φu − φy +
β
Myφu
ET (6.8)
where DI is the local damage index, φm the maximum curvature attained during
the load history, φu the ultimate curvature capacity of the section, φy the yield
curvature, β a strength degrading parameter, My the yield moment of the section
and ET the dissipated hysteric energy. Eqn.(6.8) provides the local damage index
(cross-section damage). This thesis addresses the overall structural damage index
computed as the mean value of all local damage indices weighted by the local
energy absorptions, see Eqn.(6.9).
OSDI =
∑
[DIcol.weighted(Ex,col + Ey,col)] +
∑
[DIbeamEbeam]∑
[(Ex,col + Ey,col)] +
∑
[Ebeam]
(6.9)
In the above, D.I.col.weighted.,i is the energy weighted average of the column damage
indices, D.I.beam,i the beam damage index, E the dissipated energy and n, m
the number of columns and beams respectively. The following damage degrees
are defined based on the values of OSDI: i) low for OSDI < 0.11, ii) medium
for 0.11 < OSDI < 0.4, iii) large for 0.4 < OSDI < 0.77 and iv) total for
0.77 < OSDI.
The effect of site conditions on the structural damage is demonstrated in Figs.6.10-
6.13, where the overall structural damage index and the maximum inter-storey
drift ratio of the examined building due to the site dependent ground motions and
the ground motions recorded at rock outcrop are listed.
All site dependent ground motions produce greater values of OSDI and MIDR
(double for some excitations) than the corresponding ground motions recorded
at the rock outcrop. This result is expected given that the spectral values are
twice in comparison with those recorded at the outcropping rock if we consider
a single soil layer resting over infinite bedrock. Observe that the ground motions
at the outcropping rock cause medium-level structural damage, while almost all
corresponding site dependent ground motions cause a large extent of structural
damage. It can also be seen that the presence of inhomogeneity on the soil profile
2 has minor effect on the structural damage.
The influence of the canyon topographic effects on the nonlinear response of
the examined building is demonstrated in Fig.6.12 and Fig.6.13, where the OSDI
and MIDR of the structure due to ground motions recovered at three receiver
points A, B and C along the canyon are presented. As can be seen there, seismic
signals recorded at the edge of the canyon have a more deleterious effect to the
structure compared to those recorded at the bottom of the canyon. This finding is
in line with what was stated above regarding the effects of the canyon topography
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θ = 0◦ θ = 90◦
(a) (b)
(c) (d)
Figure 6.10: Overall structural damage index for incident angle (a) θ = 0o and
(b) θ = 90o and maximum interstorey drift ratio for incident angle (c) θ = 0o
and (d) θ = 90o for the geological profile 1
on the ground motions, given that the examined building has fundamental period
Tx = 0.67 sec and Ty = 1 sec and taking into account the period elongation in the
inelastic range (see Fig.6.8). Also observe that ground motions recovered at the
edge of the canyon can cause different extent of structural damage compared to
the same ground motions recovered at the bottom of the canyon.
Summarizing all the above numerical results, it is evidently demonstrated that
the presence of local site conditions and canyon topography cannot be ignored
since they influence the final damage state observed in a structure. Seismic signals
recorded at different points along the canyon and correspond to the same ground
motion recorded at the rock outcrop can cause different levels of structural damage.
The ground motions and the ensuing structural damage are strongly affected by
the canyon topography effects, and this effect is frequency dependent.
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θ = 0◦ θ = 90◦
(a) (b)
(c) (d)
Figure 6.11: Overall structural damage index for incident angle (a) θ = 0o and
(b) θ = 90o and maximum interstorey drift ratio for incident angle (c) θ = 0o
and (d) θ = 90o for the geological profile 2
6.3 Effects of site conditions, canyon topography
and SSI on reinforced concrete bridges
The present section investigates the influence of site effects, canyon topography
and SSI phenomena on the inelastic dynamic analysis of bridge models, consider-
ing a 2D analysis of the soil profile via BEM based on special class of fundamental
solution for geological media with variable velocity profile [144, 145]. First, seis-
mic waves propagating through complex geological profiles are modeled, so as to
recover ground motion records that account for local site conditions. To that
purpose, the BEM is employed for computing time-history records for four dif-
ferent geological profiles considering (a) canyon topography, (b) soil layering and
(c) material gradient effect. Then bridge support-dependent ground motions and
equivalent dynamic impedance matrices at the soil-foundation interface are gen-
erated for each support point of a bridge along the canyon. More specifically,
two configurations of an existing r/c bridge located in northern Greece are the
reference cases, considering at the piers (i) seismic isolation and (ii) monolithic
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θ = 0◦ θ = 90◦
(a) (b)
(c) (d)
Figure 6.12: Overall structural damage index for incident angle (a) θ = 0o and
(b) θ = 90o and maximum interstorey drift ratio for incident angle (c) θ = 0o
and (d) θ = 90o for the geological profile 3
connection to the deck. Next, a series of time history analyses considering local
nonlinearities is conducted for the bridge using the Finite Element Method (FEM)
taking into account subsoil-structure-interaction phenomena.
6.3.1 Seismic signal recovering methodology
The BEM is used to model the seismic wave propagation through complex geolog-
ical profiles so as to recover ground motion records that account for local site con-
ditions. In particular, consider two dimensional wave propagation in viscoelastic,
isotropic and inhomogeneous half-plane consisting of N parallel or non-parallel
inhomogeneous layers ΩN (n = 0, 1, 2, N) with a free surface relief of arbitrary
shape. The dynamic disturbance is provided by either an incident SH wave or by
waves radiating from an embedded seismic source, see Fig.6.14. For this problem,
a non-conventional BEM is applied which is based on a special class of analytically
derived fundamental solution for continuously inhomogeneous media with variable
wave velocity profiles [41, 42]. The employed here BEM is developed and validated
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θ = 0◦ θ = 90◦
(a) (b)
(c) (d)
Figure 6.13: Overall structural damage index for incident angle (a) θ = 0o and
(b) θ = 90o and maximum interstorey drift ratio for incident angle (c) θ = 0o
and (d) θ = 90o for the geological profile 4
in Chapter 4 and for the shake of completeness in what follows are presented the
basic details of the problem’s formulation for the examined case.
Figure 6.14: Inhomogeneous in depth half-plane with free-surface relief of
arbitrary shape
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More specifically, the material inhomogeneity is expressed by a position-dependent
shear modulus and density of arbitrary variation in terms of depth coordinate. We
define the inhomogeneity parameter cn = C
bottom(Λn−1)/Ctop(Λn) as the ratio of the
wave velocity at the bottom to that at the top of any given layer. This model is
also able to account for wave dispersion phenomena due to viscoelastic material
behavior and to position-dependent material properties.
The BEM formulation in frequency domain based on the fundamental solutions
for geological media with a velocity gradient [41, 42] is as follows:
cu
(i)
3 (x, ω) =
∫
Γ
U∗3 (x, y, ω)t
(i)
3 (y, ω)dΓ−
∫
Γ
P ∗3 (x, y, ω)u
(i)
3 (y, ω)dΓ
x ∈ Γ = Λ0∪Λ1∪Λ2
(6.10)
In the above, x, y are source and field points, respectively, c is the jump term,
U∗3 is the fundamental solution for geological media with variable velocity profile,
and P ∗3 (x, y, ω) = µ(x2)U
∗
3 (x, y, ω)ni(x) is the corresponding traction fundamental
solution, where i = 1, 2. . .N is the number of layers. The above equation is written
in terms of total wave field and expresses the case of incident SH waves. Note that
by using this closed form fundamental solution in the BEM technique, only the
layer interfaces, as well as the free and sub-surface relief need to be discretized.
After discretization of all boundaries with constant (i.e., single node) boundary
elements, the matrix equation system is formed below and displacements along
the free surface can be computed:
[G]t− [H]u = 0 (6.11)
The above system matrices G and H result from numerical integration using
Gaussian quadrature of all surface integrals containing the products of fundamen-
tal solutions times interpolation functions used for representing the field variables.
They are fully populated matrices of size NxN , where N is the total number of
nodes used in the discretization of all surfaces and interfaces, while vectors u and
t now contain the nodal values of displacements and tractions at all boundaries.
Finally, the generation of transient signals from the hitherto derived time-
harmonic displacements is achieved through inverse Fourier transformation. Note
here that both negative and positive values in the frequency, as well as in the time
domain, are considered and both real and imaginary values for the response pa-
rameter are employed. The aforementioned BEM numerical implementation and
production of the final seismic signal is programmed using the Matlab [94] software
package.
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6.3.2 Geological profiles
The methodology described in the previous section is now applied to four different
hypothetical geological profiles of increasing complexity, on which the r/c bridge
models in question are considered to be located, see Fig.6.15 below. The following
key parameters are investigated: (i) canyon topography; (ii) layering; (iii) material
gradient. In particular, the site is represented by the following geological profiles:
(A) a homogeneous layer with flat-free surface producing a uniform excitation at
all support points of the bridge; (B) a homogeneous layer with a valley in which
the bridge is located; (C) a two-layer deposit as a damped soil column with a valley
at the surface; (D) a two-layer damped soil column with the bridge valley at the
surface, in which the top layer is continuously inhomogeneous with inhomogeneity
parameter c = 1.2 expressing an otherwise arbitrary variation in the wave speed
depth profile. The bottom layer is homogeneous and the interface between the first
and the second layers is irregular. All geological profiles are overlying bedrock.
The soil material properties of these subsoil geological configurations are shown
in Fig.6.15 and Fig.6.16. Next, a suite of seven earthquake excitations given in
(a) (b)
(c) (d)
Figure 6.15: Four geological profiles, Types A-D, on which the R/C bridge is
assumed to be located
Fig.6.4 are recorded at outcropping rock on a class A site according to FEMA
[136] classification and are drawn from the PEER [137] strong motion database.
These records are considered as an input at the seismic bed level for all geological
profiles.
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Figure 6.16: Material properties of the basic geological structure
6.3.3 Ground motions
Next the influence of site effects on ground motions recorded along the free sur-
face is investigated. The first geological profile comprising a single layer with a
horizontal free surface that produces a uniform excitation pattern, considered as
a reference case. Fig.6.17 plots the acceleration response spectra recorded at the
surface of the Type B geological profile at the support points of the bridge along
the canyon and for two different seismic motions. Observe that spectral values
at the bridge support points are not the same and furthermore, they differ sig-
nificantly at certain period values from those produced for the reference case of
uniform excitation. Spectral accelerations are more pronounced for low values of
period at the bottom of the canyon, while high period values lead to significant
spectral acceleration at the edge of the canyon. Three dimensional time history
recordings along the canyon are shown in Fig.6.18, where it is obvious that the
seismic signal depends strongly on the canyon topography.
(a) (b)
Figure 6.17: Acceleration response spectra recorded at the free surface of
Type B geological profile for (a) Northridge 2 and (b) Northridge 3 excitations
The influence of canyon topography and of the soil layering on ground motions
is examined by comparing acceleration response spectra generated from the uni-
form excitation geological profile with those generated at the surface of the Type
C geological profile that accounts for canyon topography and layering effect, see
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Figure 6.18: 3D figure of the acceleration time history recorded at the free
surface of Type B geological profile for Northridge No2 excitation
Fig.6.19. It can be seen that the ground motions are strongly affected by the com-
bined soil layering and canyon topography structure. The shape of the response
spectra is now modified, while an expected shifting to the right (higher periods)
due to the layering effect is clearly depicted. This is also evident from the 3D
figure of time history recorded along the surface of the Type C geological profile
shown in Fig.6.20. There, the acceleration peaks become smoother due to the
increased stiffness of the bottom layer.
(a) (b)
Figure 6.19: Acceleration response spectra recorded at the free surface of
Type C geological profile for (a) Northridge 2 and (b) Loma Prieta excitations
The combined influence of canyon topography, layering and material gradient
effect on the ground motions is now examined. As previously mentioned, in this
case the top layer has a continuous variation of the wave speed with depth, avoid-
ing this way the great wave speed contrast between the first and the second layer
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Figure 6.20: 3D figure of the acceleration time history recorded at the free
surface of Type C geological profile for Northridge No2 excitation
of the previously examined case, as shown in Fig.6.21. In addition, it is also intro-
duced here a spatial irregularity in the interface between the two soil layers. More
specifically, in Fig.6.22 are compared the acceleration response spectra generated
for the reference case of uniform excitation with those spectra generated at the
surface of the Type D geological profile. It is clearly observed now how site effects
significantly influence the seismic ground motions. The presence of material gra-
dient increases the material stiffness gradually and the soil becomes stiffer. As a
result, the spectral acceleration values are deamplified across the entire range of
periods examined herein.
(a) (b)
Figure 6.21: Velocity distribution of the subsoil structure: (a) Type C and
(b) Type D geological profile
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(a) (b)
Figure 6.22: Acceleration response spectra recorded at the free surface of
Type D geological profile for (a) Northridge 2 and (b) Northridge 3 excitations
6.3.4 Bridge modeling
Next we focus on the nonlinear response of an existing r/c bridge. In particular, it
is considered a redesign scheme of the Greek Railway Organization (OSE) bridge
located in Polycastro, Northern Greece (see [146]). Two different configurations
of this bridge are investigated in terms of the piers-deck connections: (i) seismic
isolation and (ii) monolithic connection. In both cases the bridge is straight with
earthquake resistant abutments and has a total length of 168m supported on
rectangular hollow piers of unequal height that varies from 14.35 to 21.8m, as
shown in Fig.6.23.
Figure 6.23: Section details along the bridge span: (1) Bridge abutment; (2)
steel laminated rubber bearings; (3) deck cross-section; (4) plan view of the pier
and its foundation
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In terms of some additional details, the two end spans are 39m long, while the
two intermediate spans have span lengths of 45m each. The concrete deck is a
hollow box girder with a constant cross section along the length. For the design
of the expansion joints, 40% of the seismic movements of the deck are consid-
ered according to Eurocode 8 [120], as well as serviceability-induced constrained
movements of creep, shrinkage, pressing and 50% of the thermal movements of the
deck. The cracked flexural stiffness of the piers is estimated as equal to 65% of
the original cross-section.
The bridge is modeled using the FEM commercial program SAP2000 [147]. The
bearings are modeled by a number of nonlinear-link elements, with bilinear behav-
ior in order to simulate the translational and rotational stiffness of the bearings.
Piers and deck are modeled by frame elements. Gap elements are used to model
the 25mm opening at the expansion joints, which separate the backwall from the
deck. Note here that the nonlinear response of the bridge in case of the monolithic
model is localized and considered only by the geometrical nonlinearities of the gap
elements as both the deck and the piers are designed to remain elastic under the
design earthquake. In case of the seismic isolated bridge model, nonlinear response
of the bridge is considered by nonlinearities of the gap elements as well as by the
isolators.
The interaction of the foundation with the subsoil-structure and the bridge is
considered by assigning six spring elements at the contact points, namely three
translational and three rotational. For all support points of the bridge and for
four different geological profiles, site dependent spring coefficients are computed
from closed form equations. For the present case of pile group foundation, equa-
tions referring to a single pile [148, 149] are modified in order to account for the
waves that are emitted from the piles and propagate towards the other members
of the group. To that purpose, complex dynamic interaction factors αij are cal-
culated from closed-form equations existing in the literature [150]. Soil-Structure-
Interaction is strongly frequency dependent. Nevertheless, it is assumed that the
dynamic impedance matrix is calculated based on the predominant frequency of
the input motion. This assumption is rather common in the literature but it may
not be accurate under certain conditions [151]. Hence a range of values between
the predominant spectral period and the smoothed spectral predominant period
of excitation is considered in the present study.
6.3.5 Dynamic response of the seismically isolated bridge
model
For the case of seismically isolated bridge model [144], a series of nonlinear time
history analyses are conducted under the following conditions: (i) a suite of ground
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motions applied uniformly to all support points of the bridge and (ii) the same
suite of site dependent ground motions, which are now different for each support
point of the bridge. These motions also account for (a) canyon topography effect;
(b) canyon plus soil layering effect and (c) canyon topography, layering with irreg-
ular interfaces and a material gradient effect. No SSI phenomena are taken into
consideration in the seismically isolated bridge model. The fundamental period
of the bridge with fixed base along the X − axis is Tx = 1.43sec and along the
Y − axis is Ty = 0.71sec.
The influence of site effects on structural response of the seismically isolated r/c
bridge is demonstrated in Figs.6.24-6.27 where input is ground motions at rock
outcrop that have been filtered by the complex soil deposits of Fig.6.15 so as to
account for (i) uniform excitation, (ii) canyon effect, (iii) canyon and layering effect
and (iv) canyon, layering and material gradient effect.
More specifically, maximum displacements of the bridge deck are shown in
Fig.6.24 for the middle point of the first joint (A1-P1) and for the second joint
(P1-P2) along the bridge span for the four types of geological profiles. In most
cases, the modified ground motions due to local site effects play an important role
in modifying the kinematic response of the bridge in a way that is considered as
beneficial. Moving on to the stress field that develops in the R/C bridge, Fig.6.25
(a) (b)
Figure 6.24: Maximum absolute deck displacements at joints (a) A1-P1; (b)
P1-P2, due to ground motions recorded at the surface of the Types A-D geo-
logical profiles
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gives the maximum absolute shear stresses at the bearings located at abutment
A1 and at piers P1 and P2. Observe that for some seismic motions, local site
conditions have a significant effect on the response of the bearings, while for other
ground seismic motions local site conditions produce minor small differences in
the bearing response as compared with the reference Type A soil deposit. For at
least three ground motions histories, canyon topography results in motions that
subsequently overstress the aforementioned supports. However, the input of iden-
tical motions as excitations at the bridge’s supports will not always yield what is
construed as a conservative response, indeed for the examined here case canyon
topography effect can lead to 15% increase on the bearings response.
(a)
(b) (c)
Figure 6.25: Maximum absolute bearing shear stresses at bearing (a) P1; (b)
P3; (c) A1, due to ground motions recorded at the Types A-D geological profiles
Next, maximum absolute displacements at piers P1 and P3 are shown in Fig.6.26,
where it is seen that pier P1 is the one most affected by the influence of local soil
conditions. For all the cases examined here, ignoring site effects may introduce
amplification effects reaching up to 70% in terms of the displacements.
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(a) (b)
Figure 6.26: Maximum absolute pier displacements at joint (a) P1; (b) P3,
due to ground motions recorded at the surface of the Types A − D geological
profiles
Displacement time histories of the bridge deck, and in particular of the middle
point of the first span, are presented in Fig.6.27 for Loma Prieta ground motion
(listed in Fig.6.4) due to uniform excitation case and to the ground motions that
account for canyon, soil layering and material inhomogeneity. It is observed that
canyon topography effect may either amplify or deamplify the displacement time
history of the deck (the latter holds for the present case). When the canyon effect
is combined with soil layering, the effect produces strong deamplification, due to
the increase in stiffness of the soil system, plus a shifting of the peaks. The com-
bination of canyon, layering and material gradient effect significantly modifies the
displacement time history computed at the deck in terms of resonance frequencies
and amplification levels.
6.3.6 Dynamic response of the monolithic bridge model
For the case of monolithic bridge model [145], a series of nonlinear time history
analyses are conducted under the suite of seven ground motions considering SSI
phenomena for the following two cases: (i) the same seismic record is applied to
all support points of the bridge (uniform case) and (ii) site dependent ground
motions (i.e. the records are different for each support point of the bridge). These
ground motions and the corresponding spring coefficients account for (a) canyon
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Figure 6.27: Displacement time history recorded at point A1−P1 on the deck
due to ground motions recorded at the surface of the Types A − D geological
profiles
topography effect; (b) canyon plus soil layering effect and (c) canyon topography,
layering with irregular interfaces and a material gradient effect.
In order to estimate the relative importance of the topographic effects and the
subsequent multiple support excitation of the bridge two parametric sets of anal-
yses are carried out. Namely, the following cases are considered: (1) ”uniform”
spring values where spring coefficients have the same values for all support points
of the bridge for each ground motion and (2) multiple spring values where spring
coefficients have different values for each support point of the bridge and for each
ground motion based on 2D analysis of the subsoil structure.
Fig.6.28 shows the mean value of piers’dynamic lateral stiffness due to ground
motions recorded at the surface of the Types A−D geological profiles that account
for i) uniform excitation, ii) canyon effect, iii) canyon and layering effect and iv)
canyon, layering and material gradient effect. As can be seen, in terms of the
foundation dynamic impedance matrix the presence of local site conditions has
a beneficial effect to the bridge foundation stiffness for all here examined ground
motions. The influence of (a) site effects, (b) spatial variability in terms of 2D
analysis of wave propagation and (c) SSI on structural response of the r/c bridge
is demonstrated in Figs.6.29-6.31. More specifically, maximum displacements of
the bridge deck are shown in Fig.6.29 for the middle point of the first deck-span
(joint A1-P1) and for the second deck-span (joint P1-P2) for the examined case
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Figure 6.28: Mean value of piers’dynamic lateral stiffness due to ground mo-
tions recorded at the surface of the Types A-D geological profiles
of study. Observe that the presence of local site conditions can modify the kine-
matic response of the bridge either beneficially or detrimentally. For some ground
motions, local site conditions have a significant effect on the response of the deck,
while for other ground motions local site conditions produce a minor small dif-
ference in the displacement of the deck as compared with the reference type A
soil deposit. The pronounce response of the bridge under excitation Northridge
2 and Whittier Narrows for the case of the uniform excitation compared to the
other cases that account for site effects is reminiscent of dynamic resonance. In
particular, the presence of a complex subsoil structure modifies the frequency of
the propagating wave as well as the dynamic characteristics of the bridge through
the change in the spring coefficients and the subsequent fundamental period of the
structure. Furthermore, it can be seen that the effect of multiple spring values
for the support points of the bridge produces minor small difference in the deck
displacements comparing with the uniform spring values for all support points for
each ground motion.
(a)
(b)
Figure 6.29: Maximum absolute deck displacements at joints (a) A1 − P1;
(b) P1−P2, due to ground motions recorded at the surface of the types A−D
geological profiles for (i) uniform spring values and (ii) multiple spring values
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Next, maximum absolute displacements at piers P1 and P3 are shown in Fig.6.30,
where it is observed that both piers respond similarly to all examined here cases.
Ignoring site effects may introduce difference up to 50% in the bridge response in
terms of the displacements for the considered here case of study.
(a)
(b)
Figure 6.30: Maximum absolute pier displacements at joints(a) P1; (b) P3,
due to ground motions recorded at the surface of the types a-d geological profiles
for (i) uniform spring values and (ii) multiple spring values
Displacement time history of the bridge deck, and in particular of the middle
point of the first span, is presented in Fig.6.31 for Northridge Nr3 ground mo-
tion (listed in Fig.6.4) due to uniform excitation case and to the ground motions
that account for canyon, soil layering and material inhomogeneity for uniform or
multiple values of spring coefficients. It is observed that canyon topography effect
may amplify or deamplify slightly the displacement time history of the deck (the
former holds for the present case). When the canyon effect is combined with soil
layering, the effect produces strong deamplification, due to the increase in stiffness
of the soil system, plus an obvious shifting of the peaks. The presence of material
gradient additionally to canyon and layering effect does not change the shape of
overall time history picture. However in case of multiple spring coefficient val-
ues the additional effect of the material gradient produce a small decrease in the
amplification levels.
To sum up, from all the above numerical results is evidently demonstrated that
the combination of local site conditions, spatial variability and SSI effects influence
significantly the nonlinear response of extended structures like bridges. These
effects cannot be neglected and should be modeled and implemented in as much
as possible. It is not true from the cases examined herein that ignoring site effects,
spatial variability and SSI phenomena leads to beneficial results for the r/c bridge.
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(a)
(b)
Figure 6.31: Displacement time history recorded at point A1−P1 on the deck
due to ground motions recorded at the surface of the types A − D geological
profiles for (a) uniform spring values and (b) multiple spring values
Also, it cannot established a priory that these phenomena have beneficial influence
on the seismic response of the bridge. Ignoring site effects via 2D analysis of the
soil profile may introduce an error around 70% for the monolithic bridge model
and 50% for the seismic isolated bridge model, in terms of kinematic field.
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6.4 Conclusions
In the present chapter, the potential of the new developed BEM schemes to inves-
tigate the influence of site effects on structural damage is investigated. Bridge and
building models are examined under site dependent ground motions computed at
the surface of complex geological profiles considering 2D analysis of the soil profile.
The complex geological profiles account for (a) canyon topography, (b) soil layer-
ing and (c) material gradient effect in terms of (i) quadratic variation of material
properties (constant velocity) and (ii) variable velocity profile.
From the numerical simulation results the followings can be stated. Site depen-
dent ground motions are generated efficiently by new-developed BEM that can
represent wave propagation in complex geological media with material inhomo-
geneity, nonparallel layers, surface relief of arbitrary shape and buried cavities
and tunnels. The ground motions and the subsequent structural response are
strongly affected by the canyon topography, layering and material gradient effect
and this effect is frequency-dependent. Local site conditions, spatial variability
and SSI cannot be ignored since they influence the inelastic structural response,
either beneficial or detrimental. The effect of site dependent ground motions on the
seismic response of the building or bridge models considered here depends on the
interplay between the dynamic characteristics of the aboveground construction,
the heterogeneity and inhomogeneity in space of soil profile and the properties of
the incoming wave field.
Chapter 7
General Conclusions and Outlook
7.1 Conclusions and main results
The present thesis focuses on the development of a non-conventional BEM nu-
merical scheme for wave propagation in continuously or discrete inhomogeneous
geological media with heterogeneities like homogeneous or graded layers, cavities,
tunnels and valleys. In the BEM formulation are efficiently inserted special class
of fundamental solutions and Green’s functions that account for different types
of material gradient. Limited number of studies exist in the literature that ad-
dress wave propagation in continuously inhomogeneous media via BEM. However,
they consider no heterogeneities or if they do, it is restricted to simple geometry
like a single crack, a semi-circular alluvial valley or they turn to hybrid compu-
tational methods. Along this lines, the main objective of the present thesis is
to develop, validate and use for simulations new BEM models and accompanied
research software to deal with continuously inhomogeneous geological media with
complex heterogeneities like homogeneous or graded layers, valleys, cavities, free
and subsurface relief. Hence, the developed models are able to account for all three
components of the seismic problem (source - wave path - subsurface geology) in
one step in comparison with the hybrid two step techniques. When hybrid tech-
niques are applied, the backscattering phenomena are not taken into consideration
and this disadvantage of the hybrid approach is overcome by the proposed here
non-conventional BEM models.
A brief introduction to the BEM formulation and an extensive literature review
regarding wave propagation problems in continuously inhomogeneous geological
media is presented. From this literature review one concludes first the potential of
BEM to deal with high accuracy and minimal modeling effort unbounded complex
geological media. Next, it is noted that there is a limited number of BEM models in
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the literature able to investigate wave propagation in continuously inhomogeneous
media containing complex multiple heterogeneities.
Novel BEM numerical schemes based on a library of fundamental solutions or
Green’s functions are developed validated and detailed presented for out-plane
wave propagation problems. Different types of material gradient are expressed
in the model through the implementation of appropriate fundamental solutions
or Green’s functions in the BEM frame. In particular, three types of material
gradient are considered: (a) quadratic variation of material properties yielding
to a macroscopically constant wave speed (Chapter 3); (b) arbitrary variation
of material properties that yields to a variable velocity profile, both frequency
and position dependent (Chapter 4); (c) position dependent shear modulus and
constant density that yields to a linear velocity profile (Chapter 4 and 5). The
inhomogeneous background following one of the aforementioned material gradient
trends is combined with the presence of complex heterogeneities and the wave field
picture is computed due to incident SH wave or wave radiating from embedded
seismic source. A successful verification with existing solutions is given as well as
a series of parametric studies considering different geological configurations and
seismic scenarios.
Following the development of numerical tools and the supporting mechanical
models the following points can be concluded. For the BEM based on Green’s
function for quadratically inhomogeneous half-plane the advantages are:
• direct modeling of inhomogeneity through the use of Green’s function for
quadratically inhomogeneous half-plane avoiding the discretization of all
layer interfaces required in the discrete model. The inhomogeneity is ex-
pressed in terms of quadratic variation of material properties and macro-
scopically constant wave velocity;
• can take into consideration the backscattering phenomena in contrast to the
hybrid two-steps methods;
• reduction of the problem dimensionality because the discretization is applied
only along the existing boundaries (free- and sub-surface relief) without the
need to discretize additionally the free-surface as in conventional BEM or
the whole domain area as in FEM;
• the Green’s function satisfies the Sommerfeld radiation condition and thus
infinitely extended boundaries are automatically incorporated
• the mathematical form of the Green’s function is not complex and can be
inserted in the BEM software;
• the method is based on the Green’s function for the half-plane and thus it
can be considered as semi-analytical approach.
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For the BEM based on a special family of fundamental solutions for continuously
inhomogeneous media with variable or linear wave velocity profile the advantages
are:
• direct modeling of inhomogeneity in terms of soil velocity variation avoiding
the discretization of all layer interfaces required in the discrete model;
• it is one step technique, thus can take into consideration the backscattering
phenomena in contrast to the hybrid two-steps methods;
• reduction of the problem dimensionality because the discretization is applied
along the existing boundaries (free- and sub-surface relief) and the free sur-
face as in conventional BEM for homogeneous full plane but additionally
expressing an inherent continuous inhomogeneity. An equivalent mechani-
cal model can be computed via FEM with the need to discretize the whole
domain area;
• the model expressing variable velocity profile is able to account for wave
dispersion phenomena due to viscoelastic behavior and to position-dependent
material properties;
• the mathematical form of the fundamental solutions is not complex and
it can be easily inserted in the BEM software. The displacement and the
traction fundamental solutions exhibit the same singular behavior as this for
the homogeneous case;
• the fundamental solutions satisfy the Sommerfeld radiation condition and
thus infinitely extended boundaries are automatically incorporated.
Considering the investigated problem of SH-wave propagation in complex geo-
logical profiles the followings can be concluded. It is evidently demonstrated the
potential of the developed numerical tools and accompanied research software to
reveal the sensitivity of the seismic signal to the existence and type of the mate-
rial gradient, to the type and properties of the seismic source and to the lateral
inhomogeneity due to the free-surface and/or sub-surface relief peculiarities like
layering, tunnels, cavities, valleys. Seismic signals in time domain are generated
at the surface of complex geological profiles able to describe efficiently and with
high accuracy all three components of the Earth system; seismic source, wave path
and local geological region of interest.
Application of the developed BEM models in material modeling is demonstrated
by reproducing wave motion phenomena in a continuous matrix with position
dependent-material properties and containing any number and configuration of
cavities for pure elastic and poroelastic geological media (Chapter 5). The pres-
ence, shape and spatial distribution of cavities is a key parameter in the develop-
ment of the displacement wave field and of localization effects in the stress field.
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Additionally the presence of inhomogeneity in the material matrix complicates
further the wave field picture. The type and magnitude of the material inhomo-
geneity influence significantly the material response. Moreover, the parameter of
poroelasticity of the soil material may greatly amplify its response for high values
of porosity.
Applications of the developed BEM models in earthquake engineering are given
by investigating the influence of site effects on the ground motions and the sub-
sequent structural damage of aboveground structures considering 2D analysis of
the soil profile (Chapter 6). Bridge and building models are examined under site
dependent ground motions computed at the surface of complex geological pro-
files that account for canyon topography, soil layering and material gradient. It
is demonstrated the potential of the new-developed BEM models to generate effi-
ciently site dependent ground motions. It is shown that the effect of site dependent
ground motions on the seismic response of aboveground constructions depends on
the interplay among the dynamic characteristics of the aboveground construction,
the heterogeneity and inhomogeneity in space of the soil profile and the inherent
characteristics of the incoming wave field. Local site conditions, spatial variability
and SSI phenomena cannot be ignored since they influence the inelastic structural
response, either beneficial or detrimental.
7.2 Outlooks and future work
For extension of the present thesis, it is recommended to develop non-conventional
BEM models for in-plane wave motion. Appropriate fundamental solutions or
Green’s functions for in-plane wave motion can be found in Manolis et al. [82]
for exponential and quadratic variation of material properties and constant wave
velocity and in Sanchez-Sesma et al. [71] for linear variation of wave velocity. With
the extension to in-plane wave motion a complete numerical tool will be available
for 2D analysis of wave propagation in complex geological media. However, the
real wave field picture can be demonstrated only by 3D analysis of the soil profile.
Hence, the development of 3D BEM models able to model unbounded media with
complex geological morphology is of great and actual importance.
Another important venue for the present research work is to move to a stochas-
tic BEM formulation, considering the many uncertainties in the soil formation
properties and constitution. Given that the governing equation of motion is scalar
and the availability of the fundamental solutions, the formulation of a stochastic
BEM should be doable. All that is needed is the formation of covariance matrices
based on the derivatives of the fundamental solutions with respect to the chosen
material parameters that are uncertain (i.e., stochastic variables).
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For further extension of the present thesis is proposed also the coupling of the
existing BEM developments with FEM models. The FEM is appropriate to deal
with non-homogeneity, anisotropy and non-linearity of materials while it is not able
to deal successfully unbounded media. On the other hand, BEM represents an ideal
approach for treating infinite and semi-infinite domains, easy-handling of data
preparation also fields with stress concentration and moving loads. Therefore, an
efficient coupling of FEM with BEM will overcome the limitations and strengthen
the advantages of each model.
Application of the above mentioned numerical tools can be found in several
engineering problems. 2D and 3D SSI problems taking into consideration the
whole path: seismic source–unbounded wave path–finite local geological profile–
foundation–structure, having in mind effects as poroelasticity, physical and ge-
ometrical nonlinearity, non-linear contact zone between the soil and structure.
Moreover, they act as a base for further development of numerical tools for cou-
pled hydro-mechanical or thermo-hydro-mechanical problems in inhomogeneous
and heterogeneous geological continua. Finally, useful application can take place
in inverse problem solution for identification and characterization of material pro-
files of geological media.
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